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Development and final product under one roof.

WSS – SCHLECHTENDAHL
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Standard or special solutions –
WSS components for windows and
doors concentrate on the demands
and requests of sophisticated
customers.

This starts with the know-how of
the engineers. They develop and
realise WSS components which
meet the highest demands.

A precise production system can be
ensured through the latest compu-
ter controlled equipment. Assembly
and quality control is in the hands
of experienced employees. 
Construction and manufacture
from one hand: Your advantage
with WSS.
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Manufactured by WSS.
Quality is the key to our success.

WSS – SCHLECHTENDAHL
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WSS invests in the continual 
development of products and their 
manufacture. Construction, deve-
lopment and production are certi-
fied to the requirements of DIN EN 
ISO 9001:2015 – for our partner in 
the market a maximum reliability 
and safety on all levels of co-ope-
ration.

For quality control of its window
and door components, WSS has
one of Europe’s largest test stands.
New product ranges such as the
external glass door fittings are
tested continually to more than
1.000.000 cycles.

Quality, experience and reliability
are key to success. Advantages
that make WSS to a reliable part-
ner.
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WSS – SCHLECHTENDAHL

WSS.
Creative specialists in accessories for glass
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For the design of interior and ent-
rance situations glass is a special
material. Openness and transpa-
rency, free view and the effect of
generosity. 

To lock rooms without separating
them – that demands design with
glass. To meet the material and to
support the effect of the impres-
sion – these are the creative
demands of the components from
WSS.

Shapes and colours harmonise per-
fectly with glass. Interior and exte-
rior doors express their individual
character. The components of WSS
have been designed and manufac-
tured such that the preparation of
the glass is easy to carry out and
the hand-assembly of the fittings is
efficient and safe.
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WSS – SCHLECHTENDAHL

Our References
National and international buildings –
equiped with accessories from WSS.
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� ABN Amro, Amsterdam, Netherlands

� AGORA, Warsaw, Poland

� Al-Ahli-Com. Bank, Manãmah, Bahrain

� CB 16 La Defense, Paris, France

� Chicago Beach Hotel, Mauritius

� DANONE, Istanbul, Turkey

� DG Bank, Luxembourg

� Galaxy Skyline, Vienna, Austria

� Garanti Bank, Istanbul, Turkey

� Guggenheim Museum, Bilbao, Spain

� LOT, Warsaw, Poland

� Merrill Lynch, London, Great Britain

� New York Hospital Association, USA

� Royal Bank of Scotland, Great Britain

� Hotel Savoy Funchal, Portugal

� Shanghai Stadium, China

� Shopping Center, Dubai, U.A.E.

� Stadthalle Graz, Austria

� Portugal TELECOM, Lisbon, Portugal

� TELECOM Prague, Czech Republic

� UCB, Brussels, Belgium

� University Bozen, Brixen, Italy

International Projects

� ABC-Bogen, Hamburg

� Hotel Adlon, Berlin

� Allianz, München

� Arbeitsamt, Düsseldorf

� AUDI, Ingolstadt

� BASF, Ludwigshafen

� BfG Bank, Frankfurt

� DaimlerChrysler Bank, Stuttgart

� Dorint Hotel, Frankfurt

� Douglas Haus, Hagen

� Finanzamt, Köln-Porz

�

� Einkaufscenter „Fünf Höfe“, München

� Büropark Gruga, Essen

� HUK, Coburg

� ICE-Bahnhof, Kassel

� IHK, Karlsruhe

� Kanzleramt, Berlin

� Lufthansa, Hamburg

� Messe Frankfurt

� Reichstag Berlin

� Schalke-Arena, Gelsenkirchen

� SonyCenter, Berlin

� Axel Springer Haus, Berlin

National Projects
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Fittings for internal doors

CONTENTS 

STUDIO -
Private Line

Lever handles
ATELIER F/R -
Business Line

STUDIO Exclusiv - 
Private Line

ATELIER - 
Private Line

HCS - 
Private Line

SPRINT - 
Slide Line

OCEAN - 
Wellness Line

1 2 3

4 5 6

7 8 9
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Fittings for external doors

CONTENTS

Double action door
patch fittings

Locks and 
Strike boxes

Single action door 
patch fittings

Double action
door rails

Clamping rail
Single action 
door rails

Clamping fittings
General
Information

Handles

10 11 12

13 14 15

16 17 18
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WSS – SCHLECHTENDAHL

New Products
for internal and external environments.

Kapitel_00E.qxd  08.08.2003  13:37 Uhr  Seite 12 AP_3 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



13

� FITTINGS - suitable for 8 - 19 mm thick glass

� PATCH FITTINGS FOR DOOR RAILS - for RTS

� PATCH FITTINGS - for roman arch doors

� FREE SWING FLOOR PIVOT - height-adjustable 

� PATCH FITTINGS - for stabilizing fins

� PATCH FITTINGS - angled 

� CONNECTORS - for all applications

� PATCH FITTINGS - up to 45 mm frame rebate depth 

� LOCKS + STRIKE BOXES - large choice

� FLOOR SOCKET - with dust protector

� DOOR RAILS - full size seals

� DOOR RAILS - with electric strike release

� CLAMPING RAIL - with top centre

Fittings for external doors

Fittings for internal doors
� ATELIER F/R - stainless steel 

� ATELIER F/R - panic-lock/strike box

� ATELIER F/R - hinges up to 80 kg

� ATELIER F/R - hinge/without rebated frame

� FITTINGS - for high humidity environments

� FRAME PIVOTS - for all applications

� LEVER HANDLES - improved selection

� STUDIO Exclusiv - design lever handles

� HCS - now available with key locking

� ACCESSORIES - new slide over door bolt

� ACCESSORIES - corner hinges up to 80 kg

� OCEAN - extended range of shower fittings

� SPRINT - new sliding door system
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FITTINGS FOR INTERNAL DOORS

Quality fittings for internal doors from WSS. 

With more than 40 years of experience in dealing
with the material glass WSS specialises in designing
all-glass systems with locks and fittings.

With the growing demands of architects and plan-
ners on the one side, manufacturers and consumers
on the other, WSS meets with clear designed, func-
tional and long-life products.

Architects and planners benefit from the wide spec-
trum of product shapes, colours and materials which
the WSS range offers for designing all-glass doors.
Modern design harmonises perfectly with the mate-
rial glass and combines the demands of function and
aesthetics.

This product range offers the advantages of flexibi-
lity for the manufacturer and consumer. A complete
compatibility with current industry standards for
frame rebates and glass preparations for 8-10mm
toughened glass is guaranteed without difficulties.

One of WSS strong points is the development of
special products for special architectural demands.
Hereby WSS responds flexibly with special solutions
to the requests of architects and the consumer.
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STUDIO - Private Line

1

Kapitel_01E.qxd  03.02.2004  9:19 Uhr  Seite 19 AP_1 Raid_1:W:WSS:WSS#0401-1148 Glas-Katalog:Englisch:



STUDIO - Private Line

A simple, elegant and timeless product range 
for glass doors in the private environment.11
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STUDIO - Private Line

WSS 

Interior glass door locks, hinges and lever handles
designed to satisfy the challenges of today.
Lock:
� lock insert with noice-reducing internal plastic parts
� nickel plated brass latch bolt
� single throw / 19 mm bolt projection
� suitable for left or right hand installation
� tested according to DIN 18251, class 3 

(cycles: latch tests 200.000, bolt tests 50.000)

� suitable for 8 - 10 mm single sheet toughened glass
� 61 mm profile cylinder, flush on counterplate side
� suitable for standard lever handles without roses 

which are supplied with 8 mm square pin and 
18 mm shoulder guide

� stainless steel screws M5 (torque setting 3 Nm)

53 .5 (55 .5 )

52

11

65 25

8 ( 10 )

14

70

107 .5

158
1619

9

20 .5

When using locks and lever handles with roses
(HEWI, FSB, HOPPE, VIELER ...), please consider 
the following details:
� 55 mm diameter roses
� 38 mm diagonal fixing centres
� adapter roses will be supplied
� Please contact our technical department when 

using spring loaded lever handles.

Ø55

40
°

Ø3
8

Ø5
5

4 9 (5 1 )

22 Locks and Fittings for Glass

Technical details

1
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STUDIO - Private Line

WSS 

23Locks and Fittings for Glass

Technical details

Hinge:
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth
� installation in frames according to DIN 18101 / 18111
� available up to 45 mm frame rebate depth on application
� stainless steel screws M6 (torque setting 12 Nm)

42

122

85

1
2

3

4
5

6

7
8

9

10

1 1

12

13

14

15

1 1

1 lock insert
2 fixing hole/latch bolt
3 cover/lock side
4 latch bolt
5 latch shaft
6 hexagon socket head

screw
7 fixing screws/lock
8 fixing screw/profile

cylinder

9 cover/clamping plate
10 screw-on-rose
11 plastic shoulder guide
12 grub screws/cover
13 lever handle with square

pin
14 female lever handle
15 grub screw/lever handle

Lock - componentsAssembly information
By rotating the latch bolt, the handing of the lock can be 
adjusted to suit site conditions.
1. Glass and gaskets have to be dust- and grease free
2. Install lock insert with clamping plate on door leaf
3. Assemble cover on lock insert
4. Fix screw-on-rose onto lockside
5. Insert lever handle with square pin from clamping side

and connect with female lever handle
6. Install hinges with clamping plates on door leaf,

assemble covers
Assembly instructions are enclosed with the fittings

1
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STUDIO - Private Line

WSS 

� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth
� details for door width 1.000 mm
� hinge position / DIN 18268
� position from hinge to hinge / DIN 18111

hinge frame pivot frame pocket max. door weight

20.900.0000.010 20.914.0000.010 V 3614 42 kg

20.902.0000.010 20.914.0000.010 V 3614 42 kg

20.904.0000.010 – – 42 kg

20.906.0000.010 20.914.0000.010 V 3614 47 kg

20.908.0000.010 – – 42 kg

20.910.0000.010 – – 47 kg

20.920.0000.010 
20.926.0000.010 V 8600 42 kg

20.420.0000.405

20.922.0000.010 20.926.0000.010 V 8600 42 kg

20.924.0000.010 20.926.0000.010 V 8600 47 kg

20.930.0010.010
20.914.0000.010 V 3614 42 kg

20.930.0020.010

20.932.0010.010
20.926.0000.010 V 8600 42 kg

20.932.0020.010

20.302.0500.___
20.914.0000.010 V 3614 42 kg

20.304.0500.___

20.306.0500.___
20.926.0000.010 V 8600 42 kg

20.308.0500.___

20.702.0500.___
20.914.0000.010 V 3614 42 kg

20.704.0500.___ 

20.706.0500.___
20.926.0000.010 V 8600 42 kg

20.708.0500.___

24 (26) mm frame rebate depth 

25 (27) – 45 mm frame rebate depth 

24 Locks and Fittings for Glass

Technical details

1
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STUDIO - Private Line

WSS 

25Locks and Fittings for Glass

Technical details

� suitable for 8 - 10 mm glass
� details for door width 1.000 mm
� hinge position / DIN 18268
� position from hinge to hinge / DIN 18111

max. door weight
hinge with frame pivot

24 mm frame rebate depth

20.310.0500.___
35 kg

20.710.0500.___

20.312.0500.___
35 kg

20.712.0500.___

20.314.0500.___
35 kg

20.714.0500.___

20.316.0500.___
42 kg

20.716.0500.___

20.318.0500.___
35 kg

20.718.0500.___

20.458.0400.___
42 kg

20.858.0400.___

20.460.0400.___
47 kg

20.860.0400.___

When considering the selection of a door hinge, the
following factors should also be taken into account in
addition to the door weight:

� installation location
� opening frequency
� dimension of door
� arrangement of door hinges
� alignment of assembly
� door stop
� door closer
� frame rebate depth

1
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STUDIO - Private Line

WSS 

Materials Surface finishes code STUDIO - Private Line

E4/C-0 silver … 112 �

E4/EV 2 champagne … 122 �

RAL 9010 pure white … 250 �

RAL 9016 traffic white … 255 �

Aluminium E4/S5/EV 5 similar gold … 132 �

E4/C 34 dark bronze … 152 �

E4/C 31 similar stainless steel … 137 �

special anodized … 199 �

RAL coated … 295 �

polished … 318 �

matt brushed … 328 �

Brass satin chrome … 372 �

polished chrome … 374 �

velour nickel plated … 376 �

Information:
The round design is available in aluminium and brass, the
rectangular design only in aluminium.

STUDIO WC and KABA locks as well as the fittings for 
aluminium profile system are available in aluminium.

26 Locks and Fittings for Glass

Materials and surface finishes

1

Page 
352 – 353
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STUDIO - Private Line

WSS 

27Locks and Fittings for Glass

Locks with hinges
� locks with projection guide
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with shoulder guide Page 103 – 111
� frame pivots Page 57 – 59

STUDIO - BB
warded lock with 2 keys, hinges and sleeves

20.104.0500.___

STUDIO - UV 
latch lock, non locking
lever handles in rear position, hinges and sleeves

20.100.0500.___

STUDIO - PZ
lock prepared for profile cylinder, 
hinges and sleeves

20.106.0500.___

STUDIO - UV 
latch lock, non locking
lever handles in forward position, hinges and sleeves

20.102.0500.___

1

Page 
60 – 61

Page 
26

Page 
22 – 25
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WSS 

28 Locks and Fittings for Glass

STUDIO PZ/W-locks with fixed knob

inside

outside

inside

outside

fixed knob on counterplate side (inward)fixed knob on lock side (outward)

STUDIO - PZ/W
lock prepared for profile cylinder with fixed knob 
on lock side, hinges and sleeves

20.108.0502.___

STUDIO - PZ/W
lock prepared for profile cylinder with fixed knob 
on counterplate side, hinges and sleeves

20.110.0501.___

Locks with hinges / Technical details
� locks with projection guide � lever handles with shoulder guide Page 103 – 111
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth � frame pivots Page 57 – 591

Page 
22 – 25

Page 
26

Page 
60 – 61
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STUDIO WC-locks with thumb turn

inside

outside

inside

outside

thumb turn on lock side (DIN left inward)

thumb turn on lock side (DIN right inward)

inside

outside

inside

outside

thumb turn on counterplate side (DIN left outward)

thumb turn on counterplate side (DIN right outward)

STUDIO - Private Line

WSS 

29Locks and Fittings for Glass

STUDIO - WC
lock with thumb turn on lock side
and ”red-white“ indicator, hinges and sleeves
Glass DIN left inward DIN right inward

8 mm 20.112.0411.___ 20.112.0421.___

STUDIO - WC
lock with thumb turn on counterplate side
and ”red-white“ indicator, hinges and sleeves
Glass DIN left outward DIN right outward

8 mm 20.114.0412.___ 20.114.0422.___

Locks with hinges / Technical details
� locks with projection guide � lever handles with shoulder guide Page 103 – 111
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth � frame pivots Page 57 – 59 1

Page 
60 – 61

Page 
26

Page 
22 – 25
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STUDIO - Private Line

WSS 

STUDIO - UV
latch lock, non locking, lever handles in rear position, 
prepared for lever handles with roses, hinges and sleeves

WSS 20.116.0500.___

HEWI 20.118.0500.___

FSB 20.120.0500.___

HOPPE 20.122.0500.___

VIELER 20.124.0500.___

STUDIO - GK
strike box for double-leaf doors, hinges and sleeves

20.146.0500.___

STUDIO - BB
warded lock with 2 keys, prepared for lever handles with
roses, hinges and sleeves

WSS 20.126.0500.___

HEWI 20.128.0500.___

FSB 20.130.0500.___

HOPPE 20.132.0500.___

VIELER 20.134.0500.___

STUDIO - PZ
lock prepared for profile cylinder and lever handles 
with roses, hinges and sleeves

WSS 20.136.0500.___

HEWI 20.138.0500.___

FSB 20.140.0500.___

HOPPE 20.142.0500.___

VIELER 20.144.0500.___

30 Locks and Fittings for Glass

Locks with hinges
� locks for lever handles with roses
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with roses Page 103 – 111
� frame pivots Page 57 – 591

Page 
22 – 25

Page 
26

Page 
60 – 61
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WSS 

31Locks and Fittings for Glass

Locks with hinges
� locks for lever handles with roses 
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with roses Page 103 – 111
� frame pivots Page 57 – 59

STUDIO - PZ/W
lock prepared for profile cylinder, with fixed knob on
lock side, prepared for lever handle with rose, 
hinges and sleeves

WSS 20.148.0502.___

HEWI 20.150.0502.___

FSB 20.152.0502.___

HOPPE 20.154.0502.___

VIELER 20.156.0502.___

STUDIO - WC
lock with thumb turn on counterplate side, prepared 
for lever handles with roses, hinges and sleeves

Glass 8 mm DIN left outward DIN right outward 

WSS 20.178.0412.___ 20.178.0422.___

HEWI 20.180.0412.___ 20.180.0422.___

FSB 20.182.0412.___ 20.182.0422.___

HOPPE 20.184.0412.___ 20.184.0422.___

VIELER 20.186.0412.___ 20.186.0422.___

STUDIO - PZ/W
lock prepared for profile cylinder, with fixed knob on
counterplate side, prepared for lever handle with rose,
hinges and sleeves

WSS 20.158.0501.___

HEWI 20.160.0501.___

FSB 20.162.0501.___

HOPPE 20.164.0501.___

VIELER 20.166.0501.___

STUDIO - WC
lock with thumb turn on lock side, prepared for lever 
handles with roses, hinges and sleeves

Glass 8 mm DIN left inward DIN right inward

WSS 20.168.0411.___ 20.168.0421.___

HEWI 20.170.0411.___ 20.170.0421.___

FSB 20.172.0411.___ 20.172.0421.___

HOPPE 20.174.0411.___ 20.174.0421.___

VIELER 20.176.0411.___ 20.176.0421.___

1

Page 
60 – 61

Page 
26

Page 22 – 25/
28 – 29
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STUDIO - Private Line

WSS 

STUDIO - BB
warded lock with 2 keys

20.204.0500.___

STUDIO - UV 
latch lock, non locking,
lever handles in rear position

20.200.0500.___

STUDIO - PZ
lock prepared for profile cylinder

20.206.0500.___

STUDIO - UV 
latch lock, non locking,
lever handles in forward position

20.202.0500.___

STUDIO - PZ
lock with pz-rose for use with 61 mm profile cylinder
(cylinder flush with covers both sides)

20.210.0500.___

STUDIO - PZ
lock with raised cover for use with 61 mm profile cylinder
(cylinder flush with covers both sides)

20.208.0500.___

32 Locks and Fittings for Glass

Locks
� locks with projection guide
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with shoulder guide Page 103 – 111

1

Page 
22 – 25

Page 
26

Page 
60 – 61
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WSS 

33Locks and Fittings for Glass

Locks
� locks with projection guide
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with shoulder guide Page 103 – 111

STUDIO - KABA
lock prepared for KABA cylinder

20.212.0500.___

STUDIO - KABA
lock with KABA-rose for use with 65 mm profile cylinder
(cylinder flush with covers both sides)

20.214.0500.___

STUDIO - WC
lock with thumb turn on lock side
and ”red-white“ indicator
Glass DIN left inward DIN right inward

8 mm 20.220.0411.___ 20.220.0421.___

STUDIO - PZ/W
lock prepared for profile cylinder
with fixed knob on lock side

20.216.0502.___

STUDIO - WC
lock with thumb turn on counterplate side
and ”red-white“ indicator
Glass DIN left outward DIN right outward

8 mm 20.222.0412.___ 20.222.0422.___

STUDIO - PZ/W
lock prepared for profile cylinder
with fixed knob on counterplate side

20.218.0501.___

1
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STUDIO - UV
latch lock, non locking, lever handles in rear position
prepared for lever handles with roses

WSS 20.224.0500.___

HEWI 20.226.0500.___

FSB 20.228.0500.___

HOPPE 20.230.0500.___

VIELER 20.232.0500.___

STUDIO - GK
strike box for double-leaf doors

20.254.0500.___

STUDIO - BB
warded lock with 2 keys
prepared for lever handles with roses

WSS 20.234.0500.___

HEWI 20.236.0500.___

FSB 20.238.0500.___

HOPPE 20.240.0500.___

VIELER 20.242.0500.___

STUDIO - PZ
lock prepared for profile cylinder
and lever handles with roses

WSS 20.244.0500.___

HEWI 20.246.0500.___

FSB 20.248.0500.___

HOPPE 20.250.0500.___

VIELER 20.252.0500.___

34 Locks and Fittings for Glass

Locks
� locks for lever handles with roses
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with roses Page 103 – 111
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35Locks and Fittings for Glass

Locks
� locks for lever handles with roses
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with roses Page 103 – 111

STUDIO - PZ/W
lock prepared for profile cylinder, with fixed knob on 
lock side, prepared for lever handle with rose

WSS 20.256.0502.___

HEWI 20.258.0502.___

FSB 20.260.0502.___

HOPPE 20.262.0502.___

VIELER 20.264.0502.___

STUDIO - WC
lock with thumb turn on counterplate side,
prepared for lever handles with roses
Glass 8 mm DIN left outward DIN right outward 

WSS 20.286.0412.___ 20.286.0422.___

HEWI 20.288.0412.___ 20.288.0422.___

FSB 20.290.0412.___ 20.290.0422.___

HOPPE 20.292.0412.___ 20.292.0422.___

VIELER 20.294.0412.___ 20.294.0422.___

STUDIO - PZ/W
lock prepared for profile cylinder, with fixed knob on 
counterplate side, prepared for lever handle with rose

WSS 20.266.0501.___

HEWI 20.268.0501.___

FSB 20.270.0501.___

HOPPE 20.272.0501.___

VIELER 20.274.0501.___

STUDIO - WC
lock with thumb turn on lock side,
prepared for lever handles with roses
Glass 8 mm DIN left inward DIN right inward

WSS 20.276.0411.___ 20.276.0421.___

HEWI 20.278.0411.___ 20.278.0421.___

FSB 20.280.0411.___ 20.280.0421.___

HOPPE 20.282.0411.___ 20.282.0421.___

VIELER 20.284.0411.___ 20.284.0421.___
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36 Locks and Fittings for Glass

Hinges
� suitable for 8 (10) mm glass / 24 (26) - 45 mm frame rebate depth � frame pivots Page 57 – 59

STUDIO - Hinge / 24 (26) mm frame rebate depth
hinge with sleeve

Glass frame rebate depth

8 (10) mm 24 (26) mm 20.300.0500.___

STUDIO - Hinge / 25 (27) - 45 mm frame rebate depth
hinge with sleeve and accessories for timber frame
Please specify frame rebate depth!

Glass frame rebate depth

8 (10) mm 25 (27) - 40 mm 20.302.0500.___

8 (10) mm 41 - 45 mm 20.304.0500.___

STUDIO - Hinge / 25 (27) - 45 mm frame rebate depth
hinge with sleeve and accessories for metal frame
Please specify frame rebate depth!
Glass frame rebate depth

8 (10) mm 25 (27) - 40 mm 20.306.0500.___

8 (10) mm 41 - 45 mm 20.308.0500.___

STUDIO - Hinge
hinge with frame pivots to fix on timber block frames

Glass frame rebate depth

8 (10) mm 24 (26) mm 20.310.0500.___

60

42

1 30 M8
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37Locks and Fittings for Glass

1

Hinges
� suitable for 8 - 10 mm glass

STUDIO - Hinge
hinge with frame pivot to screw on metal frames
Available in aluminium! / Glass preparation: page 61

20.312.0500.___

80
9 5

42

STUDIO - Hinge
hinge with frame pivot to screw on metal and
timber frames. Available in aluminium!
Glass preparation: page 61

20.314.0500.___

68

9 1 . 5

42

STUDIO - Hinge / C-channels
hinge with clamping frame pivot to fix on profiles with 
C-channels. Available in aluminium!

20.316.0500.___

10
0

42

130

STUDIO - Hinge / glass-glass
hinge for assembly on glass sidepanels
Glass preparation: page 61

20.318.0500.___

122
122

42

STUDIO - Hinge / Austria
hinge with sleeve for standard frames in Austria 
max. 42 kg door weight  
Available in aluminium!

20.320.0500.___

127

42

STUDIO - Frame pivot / Austria
galvanized frame pivot for standard metal frames in Austria 
max. 42 kg door weight 

20.322.0000.010

Ø1021
.5

M5

M
10 11
.5

20

Ø 15
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38 Locks and Fittings for Glass

� corrosion-resistant locks with projection guide
� for use in ”HHE” (not for thermal spa)

� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

STUDIO - BB
warded lock with 2 keys 
with corrosion-resistant insert

20.404.0500.___

STUDIO - UV 
latch lock, non locking, lever handles in rear position
with corrosion-resistant insert

20.400.0500.___

STUDIO - PZ
lock prepared for profile cylinder
with corrosion-resistant insert

20.406.0500.___

STUDIO - UV 
latch lock, non locking, lever handles in forward position
with corrosion-resistant insert

20.402.0500.___

STUDIO - WC
lock with thumb turn on lock side
and ”red-white“ indicator, with corrosion-resistant insert
Glass DIN left inward DIN right inward

8 mm 20.408.0411.___ 20.408.0421.___

STUDIO - WC
lock with thumb turn on counterplate side
and ”red-white“ indicator, with corrosion-resistant insert
Glass DIN left outward DIN right outward

8 mm 20.410.0412.___ 20.410.0422.___

1
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39Locks and Fittings for Glass

STUDIO - GK
strike box for double-leaf doors
with corrosion-resistant insert

20.412.0500.___

� corrosion-resistant version
� for use in ”HHE“ (not for thermal spa)

� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

Lever handles
lever handles / round form
with stainless steel square pin

20.414.0000.___

Lever handles
lever handles / flat form
with stainless steel square pin

20.416.0000.___

STUDIO - Hinge
hinge with aluminium clamping plate and sleeve

20.418.0500.___

STUDIO - Frame pivot
stainless steel frame pivot for metal frames 

20.420.0000.405

1
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STUDIO - BB
warded lock with 2 keys,
with strike box to fix on frame

20.454.0400.___

STUDIO - UV 
latch lock, non locking, lever handles in rear position
with strike box to fix on frame

20.450.0400.___

STUDIO - PZ
lock prepared for profile cylinder,
with strike box to fix on frame

20.456.0400.___

STUDIO - UV 
latch lock, non locking, lever handles in forward position
with strike box to fix on frame

20.452.0400.___

40 Locks and Fittings for Glass

Fittings for aluminium profile system
� locks with projection guide and strike box
� suitable for 8 mm glass1
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41Locks and Fittings for Glass

Fittings for aluminium profile system
� lever handles and hinges
� suitable for 8 mm glass

Lever handles
lever handles / round form

22.100.0000.___

Lever handles
lever handles / flat form

22.104.0000.___

STUDIO - Two-piece hinge
two-piece hinge with frame pivot

20.458.0400.___

STUDIO - Three-piece hinge
three-piece hinge with frame pivots

20.460.0400.___

1
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43Locks and Fittings for Glass

Locks with hinges
� locks with projection guide
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with shoulder guide Page 103 – 111
� frame pivots Page 57 – 59

STUDIO - BB
warded lock with 2 keys, hinges and sleeves 

20.504.0500.___

STUDIO - UV 
latch lock, non locking,
lever handles in rear position, hinges and sleeves

20.500.0500.___

STUDIO - PZ
lock prepared for profile cylinder, 
hinges and sleeves

20.506.0500.___

1
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Locks with hinges / Technical details
� locks with projection guide � lever handles with shoulder guide Page 103 – 111
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth � frame pivots Page 57 – 59

STUDIO PZ/W-locks with fixed knob

inside

outside

inside

outside

fixed knob on counterplate side (inward)fixed knob on lock side (outward)

STUDIO - PZ/W
lock prepared for profile cylinder with fixed knob
on lock side, hinges and sleeves

20.508.0502.___

STUDIO - PZ/W
lock prepared for profile cylinder with fixed knob
on counterplate side, hinges and sleeves

20.510.0501.___

STUDIO - Private Line

WSS 

44 Locks and Fittings for Glass

1
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STUDIO WC-locks with thumb turn

inside

outside

inside

outside

thumb turn on lock side (DIN left inward)

thumb turn on lock side (DIN right inward)

inside

outside

inside

outside

thumb turn on counterplate side (DIN left outward)

thumb turn on counterplate side (DIN right outward)

STUDIO - Private Line

WSS 

45Locks and Fittings for Glass

Locks with hinges / Technical details
� locks with projection guide � lever handles with shoulder guide Page 103 – 111
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth � frame pivots Page 57 – 59

STUDIO - WC
lock with thumb turn on lock side
and ”red-white“ indicator, hinges and sleeves
Glass DIN left inward DIN right inward

8 mm 20.512.0411.___ 20.512.0421.___

STUDIO - WC
lock with thumb turn on counterplate side
and ”red-white“ indicator, hinges and sleeves
Glass DIN left outward DIN right outward

8 mm 20.514.0412.___ 20.514.0422.___

1
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STUDIO - UV
latch lock, non locking, lever handles in rear position,
prepared for lever handles with roses, hinges and sleeves

WSS 20.516.0500.___

HEWI 20.518.0500.___

FSB 20.520.0500.___

HOPPE 20.522.0500.___

VIELER 20.524.0500.___

STUDIO - GK
strike box for double-leaf doors, hinges and sleeves

20.546.0500.___

STUDIO - BB
warded lock with 2 keys, prepared for lever handles 
with roses, hinges and sleeves

WSS 20.526.0500.___

HEWI 20.528.0500.___

FSB 20.530.0500.___

HOPPE 20.532.0500.___

VIELER 20.534.0500.___

STUDIO - PZ
lock prepared for profile cylinder and lever handles 
with roses, hinges and sleeves

WSS 20.536.0500.___

HEWI 20.538.0500.___

FSB 20.540.0500.___

HOPPE 20.542.0500.___

VIELER 20.544.0500.___

46 Locks and Fittings for Glass

Locks with hinges
� locks for lever handles with roses 
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with roses Page 103 – 111
� frame pivots Page 57 – 591
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47Locks and Fittings for Glass

Locks with hinges
� locks for lever handles with roses 
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with roses Page 103 – 111
� frame pivots Page 57 – 59

STUDIO - PZ/W
lock prepared for profile cylinder, with fixed knob on
lock side, prepared for lever handle with rose, 
hinges and sleeves

WSS 20.548.0502.___

HEWI 20.550.0502.___

FSB 20.552.0502.___

HOPPE 20.554.0502.___

VIELER 20.556.0502.___

STUDIO - WC
lock with thumb turn on counterplate side, prepared for
lever handles with roses, hinges and sleeves

Glass 8 mm DIN left outward DIN right outward 

WSS 20.578.0412.___ 20.578.0422.___

HEWI 20.580.0412.___ 20.580.0422.___

FSB 20.582.0412.___ 20.582.0422.___

HOPPE 20.584.0412.___ 20.584.0422.___

VIELER 20.586.0412.___ 20.586.0422.___

STUDIO - PZ/W
lock prepared for profile cylinder, with fixed knob on 
counterplate side, prepared for lever handle with rose, 
hinges and sleeves

WSS 20.558.0501.___

HEWI 20.560.0501.___

FSB 20.562.0501.___

HOPPE 20.564.0501.___

VIELER 20.566.0501.___

STUDIO - WC
lock with thumb turn on lock side, prepared for lever 
handles with roses, hinges and sleeves

Glass 8 mm DIN left inward DIN right inward

WSS 20.568.0411.___ 20.568.0421.___

HEWI 20.570.0411.___ 20.570.0421.___

FSB 20.572.0411.___ 20.572.0421.___

HOPPE 20.574.0411.___ 20.574.0421.___

VIELER 20.576.0411.___ 20.576.0421.___
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STUDIO - UV 
latch lock, non locking, lever handles in rear position

20.600.0500.___

STUDIO - PZ
lock prepared for profile cylinder

20.606.0500.___

STUDIO - BB
warded lock with 2 keys 

20.604.0500.___

STUDIO - PZ
lock with pz-rose for use with 61 mm profile cylinder
(cylinder flush with covers both sides)

20.610.0500.___

STUDIO - KABA
lock prepared for KABA cylinder

20.612.0500.___

STUDIO - KABA
lock with KABA-rose for use with 65 mm profile cylinder
(cylinder flush with covers both sides)

20.614.0500.___

48 Locks and Fittings for Glass

Locks
� locks with projection guide
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with shoulder guide Page 103 – 111
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49Locks and Fittings for Glass

Locks
� locks with projection guide
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with shoulder guide Page 103 – 111

STUDIO - WC
lock with thumb turn on lock side
and ”red-white” indicator
Glass DIN left inward DIN right inward

8 mm 20.620.0411.___ 20.620.0421.___

STUDIO - PZ/W
lock prepared for profile cylinder
with fixed knob on lock side

20.616.0502.___

STUDIO - WC
lock with thumb turn on counterplate side
and ”red-white” indicator
Glass DIN left outward DIN right outward

8 mm 20.622.0412.___ 20.622.0422.___

STUDIO - PZ/W
lock prepared for profile cylinder
with fixed knob on counterplate side

20.618.0501.___
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STUDIO - UV
latch lock, non locking, lever handles in rear position,
prepared for lever handles with roses

WSS 20.624.0500.___

HEWI 20.626.0500.___

FSB 20.628.0500.___

HOPPE 20.630.0500.___

VIELER 20.632.0500.___

STUDIO - GK
strike box for double-leaf doors

20.654.0500.___

STUDIO - BB
warded lock with 2 keys 
prepared for lever handles with roses

WSS 20.634.0500.___

HEWI 20.636.0500.___

FSB 20.638.0500.___

HOPPE 20.640.0500.___

VIELER 20.642.0500.___

STUDIO - PZ
lock prepared for profile cylinder 
and lever handles with roses

WSS 20.644.0500.___

HEWI 20.646.0500.___

FSB 20.648.0500.___

HOPPE 20.650.0500.___

VIELER 20.652.0500.___

50 Locks and Fittings for Glass

Locks
� locks for lever handles with roses
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with roses Page 103 – 111
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51Locks and Fittings for Glass

Locks
� locks for lever handles with roses
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with roses Page 103 – 111

STUDIO - PZ/W
lock prepared for profile cylinder, with fixed knob on lock
side, prepared for lever handle with rose

WSS 20.656.0502.___

HEWI 20.658.0502.___

FSB 20.660.0502.___

HOPPE 20.662.0502.___

VIELER 20.664.0502.___

STUDIO - WC
lock with thumb turn on counterplate side, 
prepared for lever handles with roses
Glass 8 mm DIN left outward DIN right outward 

WSS 20.686.0412.___ 20.686.0422.___

HEWI 20.688.0412.___ 20.688.0422.___

FSB 20.690.0412.___ 20.690.0422.___

HOPPE 20.692.0412.___ 20.692.0422.___

VIELER 20.694.0412.___ 20.694.0422.___

STUDIO - PZ/W
lock prepared for profile cylinder, with fixed knob on 
counterplate side, prepared for lever handle with rose

WSS 20.666.0501.___

HEWI 20.668.0501.___

FSB 20.670.0501.___

HOPPE 20.672.0501.___

VIELER 20.674.0501.___

STUDIO - WC
lock with thumb turn on lock side, 
prepared for lever handles with roses
Glass 8 mm DIN left inward DIN right inward

WSS 20.676.0411.___ 20.676.0421.___

HEWI 20.678.0411.___ 20.678.0421.___

FSB 20.680.0411.___ 20.680.0421.___

HOPPE 20.682.0411.___ 20.682.0421.___

VIELER 20.684.0411.___ 20.684.0421.___
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STUDIO - Hinge / 24 (26) mm frame rebate depth
hinge with sleeve

Glass frame rebate depth

8 (10) mm 24 (26) mm 20.700.0500.___

STUDIO - Hinge / 25 (27) - 45 mm frame rebate depth
hinge with sleeve and accessories for timber frame
Please specify frame rebate depth!
Glass frame rebate depth

8 (10) mm 25 (27) - 40 mm 20.702.0500.___

8 (10) mm 41 - 45 mm 20.704.0500.___

STUDIO - Hinge / 25 (27) - 45 mm frame rebate depth
hinge with sleeve and accessories for metal frame
Please specify frame rebate depth!
Glass frame rebate depth

8 (10) mm 25 (27) - 40 mm 20.706.0500.___

8 (10) mm 41 - 45 mm 20.708.0500.___

STUDIO - Hinge
hinge with frame pivots to fix on timber block frames

Glass frame rebate depth

8 (10) mm 24 (26) mm 20.710.0500.___

42

M8

60

1 30

52 Locks and Fittings for Glass

Hinges
� suitable for 8 (10) mm glass/24 (26) - 45 mm frame rebate depth � frame pivots Page 57 – 59
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53Locks and Fittings for Glass

Hinges
� suitable for 8 - 10 mm glass 

STUDIO - Hinge
hinge with frame pivot to screw on metal frames
Glass preparation: page 61

20.712.0500.___

80
9 5

42

STUDIO - Hinge
hinge with frame pivot to screw on metal and timber frames
Glass preparation: page 61

20.714.0500.___

42

9 1 . 5

68

STUDIO - Hinge / C-channels
hinge with clamping frame pivot to fix on profiles 
with C-channels

20.716.0500.___

10
0

1 22

42

STUDIO - Hinge / glass-glass
hinge for assembly on glass sidepanels
Glass preparation: page 61

20.718.0500.___

122
122

42

1

Page 
62 – 70

Page 
60 – 61

Page 
26

Page 
22 – 25
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STUDIO - BB
warded lock with 2 keys
with corrosion-resistant insert

20.804.0500.___

STUDIO - UV 
latch lock, non locking, lever handles in rear position
with corrosion-resistant insert

20.800.0500.___

STUDIO - PZ
lock prepared for profile cylinder
with corrosion-resistant insert

20.806.0500.___

STUDIO - WC
lock with thumb turn on lock side
and ”red-white” indicator, with corrosion-resistant insert
Glass DIN left inward DIN right inward

8 mm 20.808.0411.___ 20.808.0421.___

STUDIO - WC
lock with thumb turn on counterplate side
and ”red-white” indicator, with corrosion-resistant insert
Glass DIN left outward DIN right outward

8 mm 20.810.0412.___ 20.810.0422.___

54 Locks and Fittings for Glass

� corrosion-resistant locks with projection guide
� for use in ”HHE” (not for thermal spa)

� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

1

Page 22 – 25/
45

Page 
26

Page 
60 – 61

Fittings for high humidity environments (HHE)
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55Locks and Fittings for Glass

� corrosion-resistant version
� for use in "HHE" (not for thermal spa)

� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

STUDIO - GK
strike box for double-leaf doors
with corrosion-resistant insert

20.812.0500.___

Lever handles
lever handles / round form
with stainless steel square pin

20.414.0000.___

Lever handles
lever handles / flat form
with stainless steel square pin

20.416.0000.___

STUDIO - Hinge
hinge with aluminium clamping plate and sleeve

20.818.0500.___

STUDIO - Frame pivot
stainless steel frame pivot for metal frames 

20.420.0000.405

1

Page 
62 – 70

Page 
60 – 61

Page 
26

Page 
22 – 25

Fittings for high humidity environments (HHE)
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56 Locks and Fittings for Glass

Fittings for aluminium profile system
� locks with projection guide and strike box
� suitable for 8 mm glass

� lever handles and hinges

STUDIO - BB
warded lock with 2 keys,
with strike box to fix on frame

20.854.0400.___

STUDIO - UV 
latch lock, non locking lever, handles in rear position
with strike box to fix on frame

20.850.0400.___

STUDIO - PZ
lock prepared for profile cylinder,
with strike box to fix on frame

20.856.0400.___

Lever handles

Form

round 22.100.0000.___

flat 22.104.0000.___

STUDIO - Two-piece hinge
two-piece hinge with frame pivot

20.858.0400.___

STUDIO - Three-piece hinge
three-piece hinge with frame pivot

20.860.0400.___

1

Page 
22 – 25

Page 
26

Page 
60 – 61

Page 
62 – 70
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57Locks and Fittings for Glass

Frame pivots

STUDIO - Frame pivot / timber frames
galvanized frame pivot suitable for frame pocket
20.914.0000.010 (V 3614)

20.900.0000.010

Ø7

22
11
.5

40
21
.5

Ø 10

STUDIO - Frame pivot / timber frames
galvanized frame pivot with lengthened bolt
suitable for frame pocket 20.914.0000.010 (V 3614)

20.902.0000.010

36
.5 Ø7

22
11
.5

40

Ø 10

STUDIO - Frame pivot / timber frames
galvanized frame pivot 
with lengthened bolt to screw on

20.904.0000.010

90

36
.5

Ø 15

Ø10

36
.5

STUDIO - Frame pivot / timber frames
galvanized frame pivot with lengthened bolt to screw on
suitable for frame pocket 20.914.0000.010 (V 3614)

20.906.0000.010

90

36
.5

Ø 15

22

Ø7

36
.5

Ø 10

STUDIO - Frame pivot / timber frames
galvanized frame pivot 
with lengthened bolt to screw on

20.908.0000.010

90

38
.5

Ø 15

Ø10

36
.5

Ø7

STUDIO - Frame pivot / timber frames
galvanized frame pivot with lengthened bolt and
drill template for old styled timber frames

20.910.0000.010

9038
.5

Ø 15

Ø7

Ø 10

36
.5

1

Page 
62 – 70

Page 
22 – 25
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58 Locks and Fittings for Glass

Frame pivots

STUDIO - Bolt
galvanized bolt for conversion of frame pivots

20.912.0000.010

72
.538

.5

Ø 10

STUDIO - Frame pocket V 3614 / timber frames
galvanized frame pocket

20.914.0000.010

40

85 33
.5

STUDIO - Frame pivot / metal frames
galvanized frame pivot suitable for frame pocket 
20.926.0000.010 (V 8600)

20.920.0000.010

34
.5

Ø 15

Ø1021
.5

40

STUDIO - Frame pivot / metal frames
galvanized frame pivot with lengthened bolt
suitable for frame pocket 20.926.0000.010 (V 8600)

20.922.0000.010

34
.5

Ø 15

40

Ø 10

36
.5

STUDIO - Frame pivot / metal frames
galvanized frame pivot with lengthened bolt to screw on
suitable for frame pocket 20.926.0000.010 (V 8600)

20.924.0000.010

Ø10

36
.5

36
.5 34
.5

Ø 15

Ø7

90

STUDIO - Frame pivot V 8600 / metal frames
galvanized frame pocket

20.926.0000.010

40

2 1

83

1

Page 
22 – 25

Page 
62 – 70
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59Locks and Fittings for Glass

Frame pivots

STUDIO - Frame pivot / timber frames
galvanized frame pivot with rising spindle,
suitable for frame pocket 20.914.0000.010 (V 3614)

left right

20.930.0010.010 20.930.0020.010

Ø10

40

Ø 15

Ø7

22
11
.5

38

STUDIO - Frame pivot / metal frames
galvanized frame pivot with rising spindle, 
suitable for frame pocket 20.926.0000.010 (V 8600)

left right

20.932.0010.010 20.932.0020.010

34
.5

Ø 10

40

Ø 15

38

When the door is opened to 90° the frame pivot with a
rising spindle lifts the door leaf by approximately 7 mm.
This frame pivot is particullary useful when specified in
areas containing uneven floors. Furthermore the floor
clearance is fully adjustable.
If not prevented, the door leaf will then self close under 
its own weight. However it cannot be ensured that the
latch catches the strike plate.
The lifting function of the frame pivot can also be 
prevented, whilst being assembled.

1

Page 
62 – 70

Page 
22 – 25
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Standard door leaf with frame

�

�

�

�

�

4

7

19
83

(2
10
8)

3 . 5 3 .5

24
1

14
35

90
8

(1
03

3)

7 1 6 , 841 , 966

OKFF

Information:
The drawing shows a glass door leaf for standard rebated
frames / DIN 18101.

Explanation:
� door opening height
� door opening width
� hinge position / DIN 18268
� position from hinge to hinge / DIN 18111 
� centre line of lock position

Standard door leaf

90
4

(1
02

9) 3 3

21
4

6 0 6 1

45

Ø45

Ø20

19
72

(2
09

7)

7 09 , 834 , 959

14
35

Information:
The drawing shows the glass preparation for a standard
door leaf.

Glass preparations

60

1

Locks and Fittings for Glass
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61Locks and Fittings for Glass

Glass preparations
� suitable for 8 – 10 mm glass � hinges Page 37 and 53

3045

Ø20

hinge to screw on 20.312.0500.___ + 20.712.0500.___
20.314.0500.___ + 20.714.0500.___

53 . 5

3

45

Ø20

45

Ø20

53 . 5

hinge / glass-glass 20.318.0500.___ + 20.718.0500.___

1
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62 Locks and Fittings for Glass

Installation details

Information:
The drawings show frames with 24 (26) mm frame rebate
depth for 8 (10) mm thick glass (pages 63 – 67 / 69 – 70).
Hinges with filler piece up to 45 mm frame rebate depth
(page 68).

The following articles are supplied without fixing material.
It is the responsibility of the specifier to select the correct
fixing material to suit the frame detail.

frame pivot
20.904.0000.010

frame pivot
20.906.0000.010

frame pocket
20.914.0000.010

Explanation:
�  top frame datum line
�  hinge datum line / DIN 18268
	  max. 1.000 mm glass width

  frame rebate depth
�  filler piece
�  frame pocket

  rebated frame

➟

1
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63Locks and Fittings for Glass

Installation details
� Hinges for 8 (10) mm glass / 24 (26) mm frame rebate depth

1

21 3 0

3
34

.5

V 3 6 1 4
6

21
.5

36
.5 42

23
21

4
24

1

3 . 5

3 34 5

Ø 2 0

11
.5

22

Ø 7 . 2
1 8 . 5

2 0

22
.5

Ø 1 0

26

10
+2

7

4

1 8 . 5
5 5

8
(1
0)

V i e w X

X

4

frame pivot for timber frames 20.900.0000.010 + 20.902.0000.010 

3 13
26

1 8 . 5
5 5

8
(1
0) 7

4

1

1 3 0

42

34
.5

3

2 21
4

24
1

23

4

3 . 5

3 34 5

Ø 2 0

4.
75

39
.2
5

1 8 . 5

frame pivot for timber frames 20.904.0000.010 

1
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64 Locks and Fittings for Glass

Installation details
� Hinges for 8 (10) mm glass / 24 (26) mm frame rebate depth

1

2

3

1 3 0
42

34
.5

21
4

23
24

1

4

3 . 5
V i e w X

4

6

3 34 5

Ø 2 0

11
.5

22

Ø 7 . 2

1 8 . 5

2 0

22
.5

Ø 1 0

7
V 3 6 1 4

3 13
26

1 8 . 5

5 5

8
(1
0)

X

frame pivot for timber frames 20.906.0000.010 

7

4 26

3 13

1 8 . 5
5 5

8
(1
0)

21
4

24
1

23

3 34 5

Ø 2 0

4.
75

39
.2
5

Ø 7 . 5 ( 6 5 d e p t h )

1 8 . 5

1

2

3

1 3 0

42

6 4 . 5

34
.5

4

3 . 5

frame pivot for timber frames 20.908.0000.010 

1
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65Locks and Fittings for Glass

Installation details
� Hinges for 8 (10) mm glass / 24 (26) mm frame rebate depth

V i e w X
42

6 4 . 534
.5

24
1 21
4

23

4

3 . 5

3 34 5

Ø 2 0 39
.2
5

4.
75

1 8 . 5

4 2

1

2

3

1 3 0

X

3 13
26

1 8 . 5
5 5

8
(1
0)

7

4

Ø 1 8 ( m i n . 3 7 d e p t h )

Ø 7 . 5 (65 depth )

frame pivot for timber frames 20.910.0000.010 

1
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66 Locks and Fittings for Glass

Installation details
� Hinges for 8 (10) mm glass / 24 (26) mm frame rebate depth

V i e w X

X

1

1 3 0

42

21
.5

36
.5

34
.5

24
1 21
4

23

4

3 . 5

3 34 5

Ø 2 0

3

35

4
1 6

17
.5

1 3 . 5

Ø 7

V 8 6 0 0 / V 8 6 1 0
6

26

10
+2

1 8 . 5
5 5

8
(1
0) 7

4

2

frame pivot for metal frames  20.920.0000.010 + 20.922.0000.010
20.420.0000.405

2

3

1 3 0

42

34
.5

21
4

24
1

23

3 . 5

3 34 5

Ø 2 0

17
.5

35
52

.5

Ø 7 . 1
4

17
.5

1 3 . 5

Ø 7

V i e w X

X

4

6
7

3 13
26

1 8 . 5
5 5

V 8 6 0 0 / V 8 6 1 0

4

8
(1
0)

1

1 6

frame pivot for metal frames 20.924.0000.010

1
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67Locks and Fittings for Glass

Installation details
� Hinges for 8 (10) mm glass / 24 (26) mm frame rebate depth

6

12

V 3 6 1 47

4 10
+2

26

1 8 . 5
5 5

8
(1
0)

3 V i e w X
3 . 5

21
4

24
1

23

3 34 5

Ø 2 0

11
.5

22

Ø 7 . 2
1 8 . 5

22
.5

2 0

Ø 1 0
X

1

2

1 3 0

42

37
.5

4

frame pivot / timber frames (rising spindle)   20.930.0010.010 + 20.930.0020.010

21 3 0

42

37
.5

21
4

23
24

1

3 3 . 5

3 34 5

Ø 2 0 35

4
1 6

Ø 7
X

4

17
.5

1 3 . 5

V i e w X

7
6

V 8 6 0 0 / V 8 6 1 0

10
+2

26

1 8 . 5
5 5

8
(1
0)

12

1

4

frame pivot / metal frames (rising spindle) 20.932.0010.010 + 20.932.0020.010

1
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68 Locks and Fittings for Glass

Installation details
� Hinges for 8 (10) mm glass / max. 45 mm frame rebate depth

V i e w X

X

1

3
1 3 0

42

M8

34
.5

21
4

23
24

1

4

3 . 5

3 34 5

Ø 2 0

11
.5

22
56

Ø 7 . 2
1 8 . 5

2 0

22
.5

Ø 1 0

V 3 6 1 4
6

t h r e a d e d i n s e r t7

5

4 10
+2

25
1 8 . 5

5 5

8
(1
0)

(m
ax

.4
5)

2

frame pivot for timber frames 20.302.0500.___ + 20.702.0500.___
20.304.0500.___ + 20.704.0500.___

1

1 3 0

42

M8

34
.5

21
4

2

24
1

4

3 . 5

3 34 5

Ø 2 0

23

56
35

4
1 6

1 3 . 5

17
.5

Ø 7

V 8 6 0 0 / V 8 6 1 0

3

6

7

5

4

r i v e t n u t

10
+2

25

1 8 . 5
5 5

8
(1
0)

(m
ax

.4
5)

V i e w X

X

frame pivot for metal frames 20.306.0500.___ + 20.706.0500.___
20.308.0500.___ + 20.708.0500.___

1
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69Locks and Fittings for Glass

Installation details
� Hinges for 8 (10) mm glass / 24 (26) mm frame rebate depth

1

2
3

7

4

42

1 3 0 23
7

24
1

4

3 . 5

3 34 5

Ø 2 0

62

Ø 6 , 8
1 8 . 5

M8 (Ø6 ,8 , 40 depth p i l ot dr i l l )

10
+2

26

1 8 . 5

5 5

8
(1
0)

frame pivot for timber frames  20.310.0500.___ + 20.710.0500.___

2
3

4

42

1 3 0

23
7

24
1

4

7 . 5

3 34 5

Ø 2 0

10
0

26

5 5

8
(1
0)

23

7 . 5

7

1

frame pivot for profiles with C-channels 20.316.0500.___ + 20.716.0500.___

1
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70 Locks and Fittings for Glass

Installation details
� Hinges for 8 mm glass / aluminium profile system

1 9

18
±

 0
.7
5

8

7

4

10
.5

19

4 5 3 3

Ø 2 0
Ø 8 . 1

21
4

24
1

4

3 . 5

2

1

3 6

two-piece hinge with frame pivot 20.458.0400.___ + 20.858.0400.___

1 9

18
±

 0
.7
5

8

7

4

19
67

19

4 5 3 3

Ø 2 0

3 6

Ø 8 . 1

23
7

24
1

3 . 5

2

4

1

three-piece hinge with frame pivot 20.460.0400.___ + 20.860.0400.___

1
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Functional and secure:
A quality product for high frequency doors.

2
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74

Technical details

The public building lock for high frequency 
use in the commercial sector.

Lock:
� lock casing with noise-reducing internal plastic parts
� nickel plated metal latch and dead bolt
� double throw / 20 mm bolt projection 
� tested according to DIN 18251 - class 4 (closing cycles:

bolt closing test 100.000, latch permanent test 500.000)
� suitable for 8 (10) mm single sheet toughened glass to

suit with 24 (26) mm frame rebate depth
� for 10 mm single sheet toughened glass and 24 mm

frame rebate depth the latch and bolt head will be
machined

� flush assembly of a profile cylinder, 61 mm length
according to DIN 18257

� suitable for standard lever handles without roses which are
supplied with 8 mm square pin and 18 mm shoulder guide

� stainless steel screws M5 (torque setting 5 Nm)
� available with stainless steel covers 

Locks and Fittings for Glass

72

15
9

11
4

1 5

10
24

50
.5

35

8 7

18 .5

8
( 10 )

38 .5
(40 .5 ) 38

When using locks and lever handles with roses 
(HEWI, FSB, HOPPE, VIELER ...), please consider 
the following details:
� 55 mm diameter roses
� 38 mm fixing centres
� adapter roses will be supplied

2
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75Locks and Fittings for Glass

Technical details

Hinge:
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate

depth
� installation in frames according to DIN 18101 / 18111
� available up to 45 mm frame rebate depth on application
� available with ball bearing 
� stainless steel screws M8 (torque setting 16 Nm)

1 lock insert
2 screws/cover
3 cover/lock side
4 cover/clamping plate
5 fixing screws
6 fixing screw/profile cylinder
7 lever handle with square pin
8 female lever handle
9 grub screw/lever handle

Lock - components Assembly information
1. Glass and gaskets have to be dust- and grease free
2. Install lock insert with clamping plate on door leaf
3. Assemble cover on lock insert
4. Insert lever handle with square pin from clamping side

and connect with female lever handle
5. Install hinges with clamping plates on door leaf,

assemble covers
Assembly instructions are enclosed with the fittings

86

7 9 Ø16

38
.8

1

2 3

4

6

7

8

5

9

2

86

7 9

44
.8

37
.8

Ø 16
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76

Technical details

Locks and Fittings for Glass

The public building lock in rectangular design for
high frequency doors in the commercial sector.

For further information concerning these high quality locks
and hinges please contact our customer services department.
These fittings are to be manufactured in a variety of materi-
als and surface finishes.

72
61

17
5

1 5

38 . 5 (40 . 5 )

26
24

50
.5

35

9 0

8 ( 10 )

18 .5

86

7 9

38
.8

Ø 16

The public building lock in large size
for the administration buildings.

These locks ”Maxi“ are manufactured for high visiability
and ease of use in public buildings such as hospitals,
schools and nursing homes.

192

72

12
2 17

5

3 5 (37 )
8 ( 10 )

18 . 5

18
24

50
.5

35

17
5

1 8 . 5

35 (37 )
8 ( 10 )

15
30

44
.5

41

1 92

1 1

2
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Technical details

The public building lock with panic escape
function for outward opening doors.

A lock with panic escape function is operated from inside
by depressing the lever to exit.
The panic lock is supplied with an external fixed knob and
key operation.
The strike box is only required for fixed sidepanels.

192

72
10
7
17
5

3 5 (37 )
8 ( 10 )

18 .5

23
32

50
.5

34

17
5

1 8 . 5

35 (37 )
8 ( 10 )

22
34

48
.5

37

2 07

11

The lock with panic function and handle bar will often 
be used at emergency exits in congress centres, concert-
and sports halls.

d o o r w i d t h ( F B )f i x i n g c e n t r e ( B A )

h a n d l e b a r = B A - 7 7 mm

BA = F B - 1 0 2 mm

19
.5

80

5 7 1 0 0 4 5

Ø 5 0

Ø 2 0

3 . 5 3 . 5

Ø 2 0
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Technical details

Locks and Fittings for Glass

Which hinge for which door weight?
Choose the right combination!

When considering the selection of a door hinge, the 
following factors should also be taken into account in
addition to the door weight:

� installation location
� opening frequency
� dimension of door
� arrangement of door hinges
� alignment of assembly
� door stop 
� door closer
� frame rebate depth
� ball-bearing

Private housing sector / ”Serial V“
For the private housing sector, door hinges with frame
pivots used in conjunction with frame pockets ”Serial V“
are considered suitable.
For information regarding correct selection of a hinge accor-
ding to door weight, please refer to the table on this page. 
The use of door hinges with ball bearings does not improve the
weight carrying capability of the hinge only the ease of opera-
tion for the user.
For optimum performance and reliability of the door, please
ensure the project is undertaken by a professional installation
engineer. 

� suitable for 8 (10) mm glass / 24 (26) mm 
frame rebate depth  

� details for door width 1.000 mm
� hinge position / DIN 18268  
� position from hinge to hinge / DIN 18111

max. door weight /
hinge frame pivot frame pocket frame rebate depth

24 mm 25 - 45 mm

21.400.0000.010 20.914.0000.010 V 3614 42 kg 42 kg

21.402.0000.010 – – 42 kg 42 kg

21.404.0000.010 20.914.0000.010 V 3614 47 kg 47 kg

21.406.0000.010 – – 42 kg 42 kg

21.408.0000.010 – – 47 kg 47 kg

21.420.0000.010

21.620.0000.405
20.926.0000.010 V 8600 42 kg 42 kg

21.422.0000.010 20.926.0000.010 V 8600 47 kg 47 kg

2
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Commercial sector / ”Serials VN and VX“
For the commercial-public sector, door hinges with frame
pivots used in conjunction with frame pockets "Serial VN"
and ”Serial VX“ are considered suitable.
Doors classified within the commercial-public sector are:
public administration / office buildings, medical practices,
banks, restaurants etc.
For information regarding correct selection of a hinge
according to door weight, please refer to the table on this
page.
The use of door hinges with ball bearings does not improve
the weight carrying capability of the hinge only the ease of
operation for the user.
For optimum performance and reliability of the door, please
ensure the project is undertaken by a professional installa-
tion engineer. 
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Technical details

� suitable for 8 (10) mm glass / 24 (26) mm 
frame rebate depth  

� details for door width 1.000 mm
� hinge position / DIN 18268  
� position from hinge to hinge / DIN 18111

max. door weight /
hinge frame pivot frame pocket frame rebate depth

24 mm 25 - 45 mm

21.424.0000.010 21.428.0000.010 VN 7608/120 mm 60 kg 48 kg

21.426.0000.010 21.430.0000.010 VN 7608/160 mm 60 kg 48 kg

21.442.0000.010 VX 7601
21.444.0000.010 VX 760221.440.0000.010
21.446.0000.010 VX 7611

60 kg 48 kg

21.448.0000.010 VX 7621

hinge with frame pivot

21.500.0900.___
0 21.502.0900.___ 21.428.0000.010 VN 7608/120 mm 80 kg 64 kg

21.504.0900.___

21.506.0900.___
21.508.0900.___ 21.430.0000.010 VN 7608/160 mm 80 kg 64 kg
21.510.0900.___

21.512.0900.___
21.514.0900.___ – – 80 kg 64 kg
21.516.0900.___

21.518.0900.___ 21.442.0000.010 VX 7601
21.520.0900.___ to to 80 kg 64 kg
21.522.0900.___ 21.448.0000.010 VX 7621

2
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Page 
352 – 353

Materials and surface finishes

Locks and Fittings for Glass

Materials Surface finishes code ATELIER F/R - Business Line

E4/C-0 silver … 112 �

E4/EV 2 champagne … 122 �

RAL 9010 pure white … 250 �

RAL 9016 traffic white … 255 �

Aluminium E4/S5/EV 5 similar gold … 132 �

E4/C 34 dark bronze … 152 �

E4/C 31 similar stainless steel … 137 �

special anodized … 199 �

RAL coated … 295 �

polished … 318 �

matt brushed … 328 �

Brass satin chrome … 372 �

polished chrome … 374 �

velour nickel plated … 376 �

satin … 426 �
Stainless Steel

polished … 416 �

Information:
When using the ATELIER F/R locks prepared for profile
cylinder or KABA with stainless steel covers, the locks will
be delivered without escutcheon.
These version is also available with aluminium covers.
ATELIER F/R WC-, Maxi- and panic-locks are available in
aluminium.

2
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Page 
92 – 93

Page 
80

Page 
74 – 79 Locks and Fittings for Glass

Locks
� locks with projection guide
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

� lever handles with shoulder guide   Page 103 – 111

ATELIER F/R - UV
latch lock, non locking

DIN left DIN right 

21.100.0510.___ 21.100.0520.___

ATELIER F/R - BB
warded lock with 2 keys

DIN left DIN right 

21.102.0510.___ 21.102.0520.___

ATELIER F/R - PZ
lock prepared for profile cylinder

DIN left DIN right 

21.104.0510.___ 21.104.0520.___

ATELIER F/R - KABA
lock with KABA-rose for use with 65 mm profile cylinder
(cylinder flush with covers both sides)

DIN left DIN right 

21.106.0510.___ 21.106.0520.___

2
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Page 
74 – 79

Page 
80

Page 
92 – 93

Locks
� locks with projection guide
� suitable for 8 (10) mm glass /24 (26) mm frame rebate depth

� lever handles with shoulder guide   Page 103 – 111

Locks and Fittings for Glass

ATELIER F/R - WC
lock with thumb turn and ”red-white“ indicator
The thumb turn can be assembled on lock side or 
alternatively on counterplate side.

DIN left DIN right 

21.108.0510.___ 21.108.0520.___

ATELIER F/R - PZ
bolt lock prepared for profile cylinder

DIN left DIN right 

21.110.0510.___ 21.110.0520.___

ATELIER F/R - KABA
bolt lock with KABA-rose for use with 65 mm profile 
cylinder (cylinder flush with covers both sides)

DIN left DIN right 

21.112.0510.___ 21.112.0520.___

ATELIER F/R - GK
strike box for double leaf doors

DIN left DIN right 

21.114.0510.___ 21.114.0520.___

2
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Page 
92 – 93

Page 
80

Page 
74 – 79 Locks and Fittings for Glass

Locks
� locks for lever handles with roses
� suitable for 8 (10) mm glass /24 (26) mm frame rebate depth

� lever handles with roses Page 103 – 111

ATELIER F/R - UV
latch lock, non locking prepared for lever handles 
with roses

DIN left DIN right

WSS 21.116.0510.___ 21.116.0520.___

HEWI 21.118.0510.___ 21.118.0520.___

FSB 21.120.0510.___ 21.120.0520.___

HOPPE 21.122.0510.___ 21.122.0520.___

VIELER 21.124.0510.___ 21.124.0520.___

ATELIER F/R - BB
warded lock with 2 keys prepared for lever handles 
with roses

DIN left DIN right

WSS 21.126.0510.___ 21.126.0520.___

HEWI 21.128.0510.___ 21.128.0520.___

FSB 21.130.0510.___ 21.130.0520.___

HOPPE 21.132.0510.___ 21.132.0520.___

VIELER 21.134.0510.___ 21.134.0520.___

ATELIER F/R - PZ
lock prepared for profile cylinder and lever handles 
with roses

DIN left DIN right

WSS 21.136.0510.___ 21.136.0520.___

HEWI 21.138.0510.___ 21.138.0520.___

FSB 21.140.0510.___ 21.140.0520.___

HOPPE 21.142.0510.___ 21.142.0520.___

VIELER 21.144.0510.___ 21.144.0520.___

ATELIER F/R - WC
lock with thumb turn and ”red-white“ indicator 
prepared for lever handles with roses

DIN left DIN right

WSS 21.146.0510.___ 21.146.0520.___

HEWI 21.148.0510.___ 21.148.0520.___

FSB 21.150.0510.___ 21.150.0520.___

HOPPE 21.152.0510.___ 21.152.0520.___

VIELER 21.154.0510.___ 21.154.0520.___

2
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Page 
74 – 79

Page 
80

Page 
92 – 93

Maxi-locks and panic function
� locks with oversized case
� suitable for 8 (10) mm glass/ 24 (26) mm frame rebate depth

Locks and Fittings for Glass

ATELIER F/R - PZ / Maxi
maxi-lock with oversized case, prepared for profile cylinder, 
with lever handles with roses 

DIN left DIN right 

21.200.0510.___ 21.200.0520.___

ATELIER F/R - PZ / Panic
panic lock with oversized case, prepared for profile cylinder,
with fixed knob on lock side and lever handle with rose on
counterplate side 

DIN left outward DIN right outward

21.202.0512.___ 21.202.0522.___

ATELIER F/R - PZ / Panic
panic lock with oversized case, prepared for profile cylinder,
with handle bar and fixed knob (max. 1.200 mm length)
Please specify door width!
Glass preparation: page 77!

DIN left outward DIN right outward

21.204.0512.___ 21.204.0522.___

ATELIER F/R - GK / Maxi
strike box for maxi-lock

DIN left DIN right 

21.206.0510.___ 21.206.0520.___

ATELIER F/R - GK / Panic
strike box for panic lock

DIN left DIN right 

21.208.0510.___ 21.208.0520.___

2

Kapitel_02E.qxd  12.08.2003  6:39 Uhr  Seite 84 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



ATELIER F/R - Business Line

WSS 

85
Page 
94 – 101

Page 
92 – 93

Page 
80

Page 
74 – 79 Locks and Fittings for Glass

Hinges
� suitable for 8 (10) mm glass / 24 (26) - 45 mm frame rebate depth � frame pivots Page 86 – 88

ATELIER F/R - Hinge / 24 (26) mm frame rebate depth
hinge with sleeve

Glass frame rebate depth

8 mm 24 mm 21.300.0400.___

10 mm 26 mm 21.300.0900.___

ATELIER F/R - Hinge / 25 (27) - 45 mm frame rebate depth
hinge with sleeve
Please specify frame rebate depth!

Glass frame rebate depth

8 mm 25 – 40 mm 21.302.0400.___

8 mm 41 – 45 mm 21.304.0400.___

10 mm 27 – 40 mm 21.306.0900.___

10 mm 41 – 45 mm 21.308.0900.___

ATELIER F/R - Hinge / 24 (26) mm frame rebate depth
hinge with ball bearing and sleeve

Glass frame rebate depth left right

8 mm 24 mm 21.310.0410.___ 21.310.0420.___

10 mm 26 mm 21.310.0910.___ 21.310.0920.___

ATELIER F/R - Hinge / without rebated frame
hinge with fixing plate, for doors without frames,
max. 45 kg door weight. Available in aluminium!
Glass 

8 – 10 mm 21.320.0500.___

ATELIER - Hinge 
hinge with sleeve, max. 42 kg door weight
Available in aluminium!
Glass preparation and installation details: pages 132 – 133
Glass frame rebate depth

8 mm 24 mm 25.300.0400.___

2
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Page 
74 – 79

Page 
94 – 101

Frame pivots

Locks and Fittings for Glass

ATELIER F/R - Frame pivot / timber frames
galvanized frame pivot suitable 
for frame pocket 20.914.0000.010 (V 3614)

21.400.0000.010

Ø15
22

M
7 11

.5

38
.5

Ø 8

ATELIER F/R - Frame pivot / timber frames
galvanized frame pivot to screw on

21.402.0000.010

90

38
.5

Ø 8

Ø15

ATELIER F/R - Frame pivot / timber frames
galvanized frame pivot to screw on
suitable for frame pocket 20.914.0000.010 (V3614)

21.404.0000.010

90

38
.5

Ø 8

Ø15

22

M7

ATELIER F/R - Frame pivot / timber frames
galvanized frame pivot to screw on

21.406.0000.010

90

38
.5

Ø 8

Ø15

Ø7

ATELIER F/R - Frame pivot / timber frames
galvanized frame pivot with drill template 
for old styled timber frames

21.408.0000.010

9038
.5

Ø 8

Ø15

Ø7

ATELIER F/R - Frame pocket V 3614 / timber frames
galvanized frame pocket

20.914.0000.010

40

85 33
.5
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Page 
94 – 101

Page 
74 – 79 Locks and Fittings for Glass

Frame pivots

ATELIER F/R - Frame pivot / metal frames
galvanized frame pivot suitable for frame pocket 
20.926.0000.010 (V 8600)

21.420.0000.010

34
.5

Ø 8

Ø15

ATELIER F/R - Frame pivot / metal frames
galvanized frame pivot to screw on
suitable for frame pocket 20.926.0000.010 (V 8600)

21.422.0000.010

Ø8

38
.5 34
.5

Ø 15

Ø7

90

ATELIER F/R - Frame pivot / metal frames
galvanized frame pivot suitable for frame pocket
21.428.0000.010 (VN 7608/120 mm)

21.424.0000.010

70

24
24

Ø 8

38
.5

Ø 15

ATELIER F/R - Frame pivot / metal frames
galvanized frame pivot suitable for frame pocket
21.430.0000.010 (VN 7608/160 mm)

21.426.0000.010

32 70

38
.5

Ø 15

Ø8

ATELIER F/R - Frame pocket V 8600 / metal frames
galvanized frame pocket

20.926.0000.010

40
2 1

83

ATELIER F/R - Frame pocket VN 7608/120 mm
and VN 7608/160 mm / metal frames
galvanized frame pocket
frame pocket

VN 7608/120 mm 21.428.0000.010

VN 7608/160 mm 21.430.0000.010

2

28

17
5

13
8

2 2

28

21
8

2 2
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Page 
74 – 79

Page 
94 – 101

Frame pivots

Locks and Fittings for Glass

ATELIER F/R - Frame pivot / 
timber-, metal- and aluminium frames
galvanized frame pivot suitable for frame pockets
21.442.0000.010 to 21.448.0000.010 (serial VX)

21.440.0000.010

28
28

84

Ø 8

38
.5

Ø 15

ATELIER F/R - Frame pocket VX 7601 /
timber block frames
galvanized frame pocket with cover plate 

21.442.0000.010

94 18
0

24

23

ATELIER F/R - Frame pocket VX 7602 /
timber casing frames
galvanized frame pocket with cover plate

21.444.0000.010

94 18
0

24

17
5

6 5

23

ATELIER F/R - Frame pocket VX 7611 /
metal frames
galvanized frame pocket 

21.446.0000.010

29

14
5

19
0

2 3

ATELIER F/R - Frame pocket VX 7621 /
aluminium frames
galvanized frame pocket 

21.448.0000.010

18
0

24

21
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Page 
94 – 101

Page 
92 – 93

Page 
80

Page 
74 – 79 Locks and Fittings for Glass

Hinges up to 80 kg door weight
� suitable for 10 mm glass / 26 - 45 mm frame rebate depth

ATELIER F/R - Hinge with frame pivot
hinge with sleeve and galvanized frame pivot 
for metal frames, suitable for frame pocket
21.428.0000.010 (VN 7608/120 mm)
Glass frame rebate depth

10 mm 26 mm 21.500.0900.___

10 mm 27 – 40 mm 21.502.0900.___

10 mm 41 – 45 mm 21.504.0900.___

ATELIER F/R - Hinge with frame pivot
hinge with sleeve and galvanized frame pivot 
for metal frames, suitable for frame pocket
21.430.0000.010 (VN 7608/160 mm)
Glass frame rebate depth

10 mm 26 mm 21.506.0900.___

10 mm 27 – 40 mm 21.508.0900.___

10 mm 41 – 45 mm 21.510.0900.___

ATELIER F/R - Hinge with frame pivot
hinge with sleeve and galvanized frame pivot for timber
frames to screw on

Glass frame rebate depth

10 mm 26 mm 21.512.0900.___

10 mm 27 – 40 mm 21.514.0900.___

10 mm 41 – 45 mm 21.516.0900.___

ATELIER F/R - Hinge with frame pivot
hinge with sleeve and galvanized frame pivot for timber-,
metal- and aluminium frames, suitable for frame pockets
21.442.0000.010 to 21.448.0000.010 (serial VX)
Glass frame rebate depth

10 mm 26 mm 21.518.0900.___

10 mm 27 – 40 mm 21.520.0900.___

10 mm 41 – 45 mm 21.522.0900.___

2
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Page 
74 – 79

Page 
80

Page 
92 – 93Locks and Fittings for Glass

� corrosion-resistant locks with projection guide
� for use in ”HHE“ (not for thermal spa)

� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

ATELIER F/R - UV
latch lock, non locking, 
with corrosion-resistant insert

DIN left DIN right 

21.600.0510.___ 21.600.0520.___

ATELIER F/R - BB
warded lock with 2 keys,
with corrosion-resistant insert

DIN left DIN right 

21.602.0510.___ 21.602.0520.___

ATELIER F/R - PZ
lock prepared for profile cylinder,
with corrosion-resistant insert

DIN left DIN right 

21.604.0510.___ 21.604.0520.___

ATELIER F/R - WC
lock with thumb turn and ”red-white“ indicator, with cor-
rosion-resistant insert. The thumb turn can be assembled 
on lock side or alternatively on counterplate side.

DIN left DIN right 

21.608.0510.___ 21.608.0520.___

2

Fittings for high humidity environments (HHE)
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Page 
94 – 101

Page 
92 – 93

Page 
80

Page 
74 – 79 Locks and Fittings for Glass

� corrosion-resistant version
� for use in ”HHE“ (not for thermal spa)

� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth

ATELIER F/R - GK
strike box for double leaf doors,
with corrosion-resistant insert

DIN left DIN right 

21.612.0510.___ 21.612.0520.___

Lever handles 
lever handles / round form,
with stainless steel square pin

20.414.0000.___

Lever handles 
lever handles / flat form,
with stainless steel square pin

20.416.0000.___

ATELIER F/R - Hinge
hinge with aluminium clamping plate and sleeve

Glass frame rebate depth

8 mm 24 mm 21.618.0400.___

10 mm 26 mm 21.618.0900.___

ATELIER F/R - Frame pivot
stainless steel frame pivot for metal frames

21.620.0000.405

2

Fittings for high humidity environments (HHE)
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Glass preparation 

Locks and Fittings for Glass

Standard door leaf with frame

�

�

��

�

24
1

14
35

93
5

(1
06

0)

3 . 5 3 .5

4

7

19
83

(2
10
8)

7 1 6 , 841 , 966

OKFF

Information:
The drawing shows a glass door leaf for standard rebated 
frames / DIN 18101.

Explanation:
� door opening height
� door opening width
� hinge position / DIN 18268
� position from hinge to hinge / DIN 18111 
� centre line of lever handles position

Standard door leaf

35 .5

4521
4.
5

14
35

45

5 7

Ø5080

93
1
(1
05

6)

19
72

(2
09

7)

7 09 , 834 , 959

Ø20

Information:
The drawing shows the glass preparation for a standard
door leaf.

2
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Glass preparation
� suitable for 8 – 10 mm glass � locks and hinge Page 84 – 85

Ø20

Ø50

57

32

80

1 00

maxi-lock 21.200.0510.___ + 21.200.0520.___
strike box 21.206.0510.___ + 21.206.0520.___

30

45

Ø 16

hinge with fixing plate 21.320.0500.___

Ø20

Ø50

57
19
.580

1 00

panic lock 21.202.0512.___ + 21.202.0522.___
strike box  21.208.0510.___ + 21.208.0520.___
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Installation details

Locks and Fittings for Glass

frame pivot
21.402.0000.010

frame pivot
21.404.0000.010

frame pocket
20.914.0000.010

Explanation:
�  top frame datum line
�  hinge datum line / DIN 18268
	  max. 1.000 mm glass width

  frame rebate depth
�  filler piece
�  frame pocket

  rebated frame

frame pocket
21.442.0000.010

frame pocket
21.444.0000.010

2

➟

Information:
The drawings show frames with 24 (26) - 45 mm frame
rebate depth for 8 (10) mm thick glass (pages 95 - 101).

The following articles are supplied without fixing material.
It is the responsibility of the specifier to select the correct
fixing material to suit the frame detail.
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Installation details
� hinges for 8 (10) mm glass / 24 (26) - 45 mm frame rebate depth

1

2 3

V 3 6 1 4
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4
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45

23
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24
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4
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22

Ø 7 . 2
1 8 . 5

2 0

22
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Ø 1 0

(1
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(m
ax

.4
5)

8
(1
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1 8 . 5
5 7 . 5

10
+2

26

V i e w X

X

67
V 3 6 1 4

10
25

1 8 . 5
5 7 . 5

3 5 . 5

8

+2

34
.5

86

8 7

frame pivot for timber frames 21.400.0000.010

7

4 3

25

1 8 . 5

5 7 . 5

8
(1
0)

2 3

86

8 7

90

3 5 . 5

5
45

23
2

24
1

Ø 2 0

4.
75

44

1 8 . 5

1

3 . 5

4

frame pivot for timber frames 20.402.0000.010
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Installation details
� hinges for 8 (10) mm glass / 24 (26) - 45 mm frame rebate depth

Locks and Fittings for Glass

1

2

6
V 3 6 1 4

b a l l b e a r i n g

34
.5
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6
V 3 6 1 4

33 13
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8
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8
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3

frame pivot for timber frames 21.404.0000.010
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86 34
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frame pivot for timber frames 21.406.0000.010
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Installation details
� hinges for 8 (10) mm glass / 24 (26) - 45 mm frame rebate depth

V i e w X
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8 7

86 34
.5 6 4 . 5
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frame pivot for timber frames 21.408.0000.010
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frame pivot for metal frames 21.420.0000.010 + 21.620.0000.405
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Installation details
� hinges for 8 (10) mm glass / 24 (26) - 45 mm frame rebate depth

Locks and Fittings for Glass

V i e w X
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frame pivot for metal frames 21.422.0000.010

1

2 3

V i e w X

X

70

4

3 . 5

45
21

4.
5

24
1

3 5 . 5

Ø 2 0

41
82

7 . 5

1 0

1 5

4x
24

=9
6

24

Ø 1 1

8 7

86 34
.5

b a l l b e a r i n g

6

V N 7 6 0 8 / 1 2 0 3 D
7

4

8
(1
0)

1 8 . 5
+ 3
- 1

5 7 . 5

26
10

+2

6
7

5

V N 7 6 0 8 / 1 2 0 3 D

4 10
+2

25

±  3 m m h e i g h t - a d j u s t a b l e
1 8 . 5

+ 3
- 1

5 7 . 5

8
(1
0)

(m
ax

.
45

)

±  3 m m h e i g h t - a d j u s t a b l e

frame pivot for metal frames 21.424.0000.010

2

Kapitel_02E.qxd  12.08.2003  6:39 Uhr  Seite 98 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



ATELIER F/R - Business Line

WSS 

99Locks and Fittings for Glass

Installation details
� hinges for 8 (10) mm glass / 24 (26) - 45 mm frame rebate depth
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2

Kapitel_02E.qxd  12.08.2003  6:39 Uhr  Seite 99 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



ATELIER F/R - Business Line

WSS 

100

Installation details
� suitable for 10 mm glass / 26 - 45 mm frame rebate depth � hinges up to 80 kg door weight Page 89

Locks and Fittings for Glass
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Installation details
� suitable for 10 mm glass / 26 - 45 mm frame rebate depth � hinges up to 80 kg door weight Page 89
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102 Locks and Fittings for Glass

2

Notes
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Lever handles
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Lever handles

Lever handles and lock, the perfect combination.

3
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Materials and surface finishes 106

Product information

Lever handles with shoulder guide 107 - 108

Lever handles with roses 109 - 110

Lever handles with function roses 111
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Page 
352 – 353

Materials and surface finishes

Locks and Fittings for Glass

Materials Surface finishes code Lever handles

E4/C-0 silver … 112 �

E4/EV 2 champagne … 122 �

RAL 9010 pure white … 250 �

RAL 9016 traffic white … 255 �

Aluminium E4/S5/EV 5 similar gold … 132 �

E4/C 34 dark bronze … 152 �

E4/C 31 similar stainless steel … 137 �

special anodized … 199 �

RAL coated … 295 �

polished … 318 �

matt brushed … 328 �

Brass
satin chrome … 372 �

polished chrome … 374 �

velour nickel plated … 376 �

special colours … 399 �

satin … 426 �
Stainless Steel

polished … 416 �

Information:
Please note lever handles manufactured from different
materials may display marginal dimensional differences
from those shown.
Lever handles „mitred form“ and „bent form“ 
manufactured in brass material are available in surface 
finishes polished and matt brushed.

3
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106 Locks and Fittings for Glass

Lever handles with shoulder guide
� suitable for locks ”STUDIO“ and ”ATELIER F/R“

Lever handles
lever handles / round form

lever handle set 22.100.0000.___

female lever handle 22.102.0000.___

130

Ø20

45

Lever handles
lever handles / flat form
Available in aluminium!
lever handle set 22.104.0000.___

female lever handle 22.106.0000.___

24

1 25

45

Lever handles
lever handles / mitred form

lever handle set 22.108.0000.___

female lever handle 22.110.0000.___

135

Ø2
0

6 0

Lever handles
lever handles / special form

lever handle set 22.112.0000.___

female lever handle 22.114.0000.___

122

52

3
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106

Lever handles with shoulder guide
� suitable for locks ”STUDIO“ and ”ATELIER F/R“

Locks and Fittings for Glass

Lever handles
lever handles / oval form
shoulder: brass polished chrome / lever part: aluminium steel
lever handle set 22.116.0000.399

female lever handle 22.118.0000.399

130

22

50
Lever handles
lever handles / bent form

lever handle set 22.120.0000.___

female lever handle 22.122.0000.___

130

62

Lever handles
lever handles with glass ball ”blue / clear“
brass polished chrome 
lever handle set 22.124.0000.399

female lever handle 22.126.0000.399

ø2
6

Ø 30

130
60

Turn knob
turn knob / 50 mm dia
Available in aluminium and brass!
turn knob set 22.150.0000.___

female turn knob 22.152.0000.___

Ø50

3
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106 Locks and Fittings for Glass

Lever handles with roses
� suitable for locks ”STUDIO“ and ”ATELIER F/R“

Lever handles with roses
lever handles with roses / round form 

lever handle set 22.200.0000.___

female lever handle 22.202.0000.___

Ø20

130

Ø55

38

45

7

Lever handles with roses
lever handles with roses / flat form
Available in aluminium!
lever handle set 22.204.0000.___

female lever handle 22.206.0000.___

Ø55

38

24

1 25

45

7

Lever handles with roses
lever handles with roses / mitred form

lever handle set 22.208.0000.___

female lever handle 22.210.0000.___

135

Ø2
0

Ø55

38

60

7

Lever handles with roses
lever handles with roses / special form

lever handle set 22.212.0000.___

female lever handle 22.214.0000.___

122

38

Ø55

52

7

3
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Lever handles with roses
� suitable for locks ”STUDIO“ and ”ATELIER F/R“

Locks and Fittings for Glass

Lever handles with roses
lever handles with roses / oval form
shoulder: brass polished chrome / lever part: aluminium steel

lever handle set 22.216.0000.399

female lever handle 22.218.0000.399

38

Ø55

130

22

50

7

Lever handles with roses
lever handles with roses / bent form

lever handle set 22.220.0000.___

female lever handle 22.222.0000.___

38

Ø55

130

62

7

Turn knob with roses
turn knob with roses / 50 mm dia
Available in aluminium and brass!
turn knob set 22.250.0000.___

female turn knob 22.252.0000.___

Ø50

Ø5
3

Lever handle and knob with roses
lever handle / round form and fixed knob with roses
Available in aluminium and brass!

22.254.0000.___

Ø5
3

Ø 50

Lever handle and knob with roses
lever handle /  flat form and fixed knob with roses
Available in aluminium! 

22.256.0000.___

Ø5
3

Ø 50

3

Kapitel_03E.qxd  12.08.2003  6:42 Uhr  Seite 110 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



Lever handles

WSS 

111Locks and Fittings for Glass

Lever handles with function roses
� suitable for locks ”ATELIER F/R“

Lever handles with function roses
lever handles - basic function, satin stainless steel.
The entrance can be operated from inside without locking
oneself up.  
mitred form 22.300.0000.426

crescent form 22.302.0000.426

38

Ø2
0

Ø56

Ø53

130

5514

8

Lever handles with function roses
lever handles - basic function with indicator and 
emergency opening, satin stainless steel.
The entrance can be operated from inside without locking
oneself up. In case of an emergency the door can be 
opened from the outside.
mitred form 22.304.0000.426

crescent form 22.306.0000.426

38

Ø53

Ø56

130

Ø2
0

5 58

14

Lever handles with function roses
lever handles - switch keying, satin stainless steel.
The entrance can be operated from outside through the
key without being locked in.
mitred form 22.308.0000.426

crescent form 22.310.0000.426

38

Ø53

Ø2
0

1 9
32

130

558
8

Ø53

The lever handles can be switched into free motion through
these function roses. While the inside lever handle keeps 
its normal function, the outside lever handle has no 
function. Thereby nobody is locked in whilst admittance
from outside is refused.
This function can only be used when the lock is not bolt
(blocked).

3
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Notes
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STUDIO Exclusiv - Private Line
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STUDIO Exclusiv - Private Line

Designer finishes which exceed 
the demands of the discerning user.

4
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Technical details 22 - 25

Product information

Locks, lever handles
and hinges 116 - 117

Glass preparation 60 - 61
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22 – 25

Page
60 – 61

Locks, lever handles and hinges
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth � frame pivots Page 57 – 59

Locks and Fittings for Glass

4
STUDIO Exclusiv / Set 1
lock and hinges: brass polished chrome
lever handles: brass polished chrome / satin nickel

latch lock, non locking, lever handles/rear position23.100.0500.399

latch lock, non locking, lever handles/forward position 23.102.0500.399

warded lock with 2 keys 23.104.0500.399

lock prepared for profile cylinder 23.106.0500.399

STUDIO Exclusiv / Set 2
lock and hinges: brass polished
lever handles: brass polished / brass polished chrome

latch lock, non locking, lever handles/rear position 23.200.0500.399

latch lock, non locking, lever handles/forward position 23.202.0500.399

warded lock with 2 keys 23.204.0500.399

lock prepared for profile cylinder 23.206.0500.399

STUDIO Exclusiv / Set 3
lock and hinges: brass velour nickel plated
lever handles: brass polished chrome / satin stainless steel

latch lock, non locking, lever handles/rear position 23.300.0500.399

latch lock, non locking, lever handles/forward position 23.302.0500.399

warded lock with 2 keys 23.304.0500.399

lock prepared for profile cylinder 23.306.0500.399

STUDIO Exclusiv / Set 4
lock and hinges: brass polished
lever handles: brass polished

latch lock, non locking lever handles/rear position 23.400.0500.318

latch lock, non locking, lever handles/forward position 23.402.0500.318

warded lock with 2 keys 23.404.0500.318

lock prepared for profile cylinder 23.406.0500.318
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Page 
60 – 61

Page
22 – 25 Locks and Fittings for Glass

Locks, lever handles and hinges
� suitable for 8 (10) mm glass / 24 (26) mm frame rebate depth � frame pivots Page 57 – 59

4
STUDIO Exclusiv / Set 5
lock and hinges: brass polished chrome
lever handles: brass polished chrome

latch lock, non locking, lever handles/rear position 23.500.0500.374

latch lock, non locking, lever handles/forward position23.502.0500.374

warded lock with 2 keys 23.504.0500.374

lock prepared for profile cylinder 23.506.0500.374

STUDIO Exclusiv / Set 6
lock and hinges: aluminium silver fine polished
lever handles: brass polished chrome / satin stainless steel

latch lock, non locking, lever handles/rear position 23.600.0500.399

latch lock, non locking, lever handles/forward position 23.602.0500.399

warded lock with 2 keys 23.604.0500.399

lock prepared for profile cylinder 23.606.0500.399

STUDIO Exclusiv / Set 7
lock and hinges: aluminium similar satin stainless steel
lever handles: brass polished chrome / satin stainless steel

latch lock, non locking, lever handles/rear position 23.700.0500.399

latch lock, non locking, lever handles/forward position 23.702.0500.399

warded lock with 2 keys 23.704.0500.399

lock prepared for profile cylinder 23.706.0500.399

STUDIO Exclusiv / Set 8
lock and hinges: brass satin chrome
lever handles: brass polished chrome / brass satin chrome

latch lock, non locking, lever handles/rear position 23.800.0500.399

latch lock, non locking, lever handles/forward position 23.802.0500.399

warded lock with 2 keys 23.804.0500.399

lock prepared for profile cylinder 23.806.0500.399
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118 Locks and Fittings for Glass

4

Notes
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HCS - Private Line

5
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HCS - Private Line

Structured surface and modern design:
A new trend.

5
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WSS 

Technical details

Locks and Fittings for Glass

Lock:
� suitable for left or right hand installation
� suitable for 8 mm single sheet toughened glass
� simple and practical construction

1 cover/lock side
2 lock case
3 fixing sleeve
4 latch guide with spring
5 latch
6 spacer
7 function lever handles
8 clamping plate
9 fixing screws

10 cover/clamping plate

Lock - components Assembly information
The lock case can be installed in conjuntion with the 
function lever handles in either the left or right hand 
position. Lock position is determined at time of installation.
1. Glass and gaskets have to be dust- and grease free
2. Install lock case using the fixing sleeve of the function

lever handles
3. Insert latch guide with spring and latch
4. Install lock case onto glass using clamping plate 
5. Clip on covers
Assembly instructions are enclosed with the fittings

5

1

2

3

4
6

7
8

9
1 0

The fitting with a fine structured surface for
single leaf all-glass doors in the private
living home.

Hinges:
� installation in frames according to DIN 18101 / 18111
� suitable for 24 mm frame rebate depth
� door width: max. 1.000 mm / door weight: max. 42 kg

5
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Page 
125

Page 
124

Page 
122 Locks and Fittings for Glass

Locks with function lever handles, hinges and frame pivots
� suitable for 8 mm glass / 24 mm frame rebate depth � Please specify the colour!
� available in F11 silver, F12 champagne, RAL 9010 pure white

HCS - UV
latch lock, non locking with function lever handles,
hinges and sleeves

24.100.0400.299

HCS - CYL
lock with cylinder and function lever handles,
hinges and sleeves

24.102.0400.299

HCS - Frame pivot / timber frames
galvanized frame pivot suitable for frame pocket
20.914.0000.010 (V 3614 )

20.900.0000.010

Ø7

22
11
.5

40
21
.5

Ø 10

HCS - Frame pivot / metal frames
galvanized frame pivot suitable for frame pocket
20.926.0000.010 (V 8600) 

20.920.0000.010

34
.5

Ø 15

Ø1021
.5

40

5

25 52

118

76

60Ø60

107

60Ø60

107

25 52

118

76

60Ø60

107

60Ø60

107
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HCS - Private Line

WSS 

Locks and Fittings for Glass

Explanation:
�  top frame datum line
�  hinge datum line / DIN 18268
	  max. 1.000 mm glass width

  frame rebate depth
�  – – –
�  frame pocket

  rebated frame

Standard door leaf with frame

��

�

�

�

716 , 841 , 966

OKFF

4

19
83

(2
10
8)

3 . 5

24
1

14
35

90
8

(1
03

3)

3 . 5

7

Information:
The drawing shows a glass door leaf for standard rebated
frames / DIN 18101.

Explanation:
� door opening height
� door opening width
� hinge position / DIN 18268
� position from hinge to hinge / DIN 18111 
� centre line of lock position

Standard door leaf

60

20
Ø6

0

90
4

(1
02

9)

19
72

(2
09

7)

7 09 , 834 , 959

Ø20

20
5

47

14
35

Information:
The drawings show frames with 24 mm frame rebate depth
for 8 mm thick glass.

Glass preparation 

5

➟
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125Locks and Fittings for Glass

Installation details
� hinges for 8 mm glass / 24 mm frame rebate depth

6
V 3 6 1 47

10
+2

26
1 8 . 5

6 9

8
(1
0)

4

X

V i e w X

3 . 5
3

4 7

Ø 2 0

1 8 . 5

11
.5

22

Ø 7 . 2 2 0

22
.5

Ø 1 0

4

20
5

32
24

1

39
.5

21
.5

60

1 0 7

1

2

frame pivot for timber frames 20.900.0000.010 

60

1 0 7

34
.5

21
.5

20
5

32
24

1

1

2

Ø 2 0 X

4

3 . 5

4 7

3

35

4
1 6

17
.5

Ø 7

V i e w X

1 3 . 5

V 8 6 0 0 / V 8 6 1 0
67

10
+2

26

1 8 . 5
6 9

8
(1
0)

4

frame pivot for metal frames 20.920.0000.010 

5
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126 Locks and Fittings for Glass

5

Notes
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6

ATELIER - Private Line
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Reliable and compact.
The alternative solution.

6
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130 Locks and Fittings for Glass

Technical details

Lock:
� suitable for left or right hand installation
� suitable for 8 mm single sheet toughened glass
� simple and practical construction
� single throw / 19 mm bolt projection
� flush assembly of a profile cylinder, 61 mm length

Assembly information
By rotating the latch bolt, the handing of the lock can be
adjusted to suit site conditions.
1. Glass and gaskets have to be dust- and grease free
2. Install lock insert with clamping plate on door leaf
3. Assemble cover / function rose on lock 
4. Insert lever handle with square pin from clamping side

and connect with female lever handle
5. Install hinges with clamping plate on door leaf,

assemble covers 
Assembly instructions are enclosed with the fittings

4

1

23

5

6 7

8

9

1 0

1 1

1 2

The fitting with soft contours for single 
leaf all-glass doors in the private living
home.

Hinges:
� installation in frames according to DIN 18101 / 18111
� suitable for 24 mm frame rebate depth
� door width: max. 1.000 mm / door weight: max. 42 kg

1 latch bolt
2 lock insert
3 cover/lock side
4 function rose
5 hexagon socket head

screw
6 latch shaft

7 cover/clamping plate
8 fixing screw/cylinder
9 grub screws/cover

10 lever handle with square
pin

11 female lever handle
12 grub screw/lever handle

Lock - components

6
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Page 
130 Locks and Fittings for Glass

Locks with lever handles, hinges and frame pivots
� suitable for 8 mm glass / 24 mm frame rebate depth
� Please specify the RAL colour!

ATELIER - UV
latch lock, non locking
with lever handles, hinges and sleeves

25.100.0400.___

ATELIER - BB
lock with keying
and lever handles, hinges and sleeves

25.102.0400.___

ATELIER - PZ
lock prepared for profile cylinder 
with lever handles, hinges and sleeves

25.104.0400.___

ATELIER - Frame pivot / timber frames
galvanized frame pivot suitable for frame pocket
20.914.0000.010 (V 3614)

21.400.0000.010

Ø15

22

M
7

11
.5

38
.5

Ø 8

ATELIER - Frame pivot / metal frames
galvanized frame pivot suitable for frame pocket
20.926.0000.010 (V 8600) 

21.420.0000.010

34
.5

Ø 8

Ø15

139

25

72

6 3 60

9 9

54

60

99

54

6

139

25

72

6 3 60

9 9

54

60

99

54

25

72

1 39

63 60

99

54

60

99

54
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132 Locks and Fittings for Glass

Explanation:
�  top frame datum line
�  hinge datum line / DIN 18268
	  max. 1.000 mm glass width

  frame rebate depth
�  – – –
�  frame pocket

  rebated frame

Standard door leaf with frame

�
�

��

�

4 24
1

14
35

90
8

(1
03

3)

19
83

(2
10
8)

7 1 6 , 841 , 966

3 .5 3 .5

7 OKFF

Information:
The drawing shows a glass door leaf for standard rebated
frames / DIN 18101.

Explanation:
� door opening height
� door opening width
� hinge position / DIN 18268
� position from hinge to hinge / DIN 18111 
� centre line of lock position

Standard door leaf

25
5

7 09 , 834 , 959

14
35

47

19
72

(2
09

7)
8 3

90
4

(1
02

9)

Ø 20

Ø60

Information:
The drawings show frames with 24 mm frame rebate 
depth for 8 mm thick glass.

Glass preparation

6

➟
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133Locks and Fittings for Glass

Installation details
� hinges for 8 mm glass / 24 mm frame rebate depth

11
.5

22

22
.5

1 8 . 5

4 7

Ø 2 0

Ø1
0

3 . 5
3

Ø 7 . 2

X

V i e w X

9 9

60 34
.5

25
5

18

24
1

4

1

2

6 9

8

7

4

6
V 3 6 1 4

1 8 . 5

11
± 
1

27
.5

frame pivot for timber frames 21.400.0000.010 

4 7

25
5

Ø 2 0

18 17
.5

24
1

4

3 . 5

35

1

2

3

1 3 . 5X

V i e w X

1 8 . 5
6 9

27
.5

60

8

9 9

34
.5

7
V 8 6 0 0 / V 8 6 1 0

6

4

41 6
Ø 7

11
±  
1

frame pivot for metal frames 21.420.0000.010 

6
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134 Locks and Fittings for Glass

6

Notes
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The extensive accompaniment 
for glass doors.

7
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352 – 353

Materials and surface finishes

Locks and Fittings for Glass

Door rails Door boltMaterials Surface finishes code Door stophinges strike box

E4/C-0 silver … 112 � � �

E4/EV 2 champagne … 122 � �

RAL 9010 pure white … 250 � � �

RAL 9016 traffic white … 255 � � �

Aluminium E4/S5/EV 5 similar gold … 132 � �

E4/C 31 similar stainless steel … 137 � �

E4/C 34 dark bronze … 152 � �

special anodized   … 199 � �

RAL coated … 295 � �

polished … 318 � �

matt brushed … 328 � �

Brass satin chrome … 372 �

polished chrome   … 374 �

velour nickel plated    … 376 � �

satin … 426 �
Stainless Steel

polished … 416 �

7
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139Locks and Fittings for Glass

Door rails
� with 8 mm glass: door rails with PVC gaskets
� with 10 mm glass: door rails without PVC gaskets

(must be siliconed to glass door leaf)

� door rail with bolt: DIN left   = right fixed bolt
� door rail with bolt: DIN right = left fixed bolt
� available in lengths up to 1.200 mm max.

Door rail / 53 mm high
door rail with plastic endcaps on both sides, 53 mm high

lengths 8 mm glass 10 mm glass

standard: 709 mm  26.100.0400.___ 26.100.0900.___

standard: 834 mm  26.102.0400.___ 26.102.0900.___

standard: 959 mm  26.104.0400.___ 26.104.0900.___

fix:        ≤ 1.200 mm  26.106.0400.___ 26.106.0900.___

8- 10

14

41

53

1

Door rail / 53 mm high / with bolt
door rail with plastic endcaps on both sides, 53 mm high,
with bolt
lengths DIN 8 mm glass 10 mm glass

709 mm left 26.110.0410.___ 26.110.0910.___

834 mm left 26.112.0410.___ 26.112.0910.___

959 mm left 26.114.0410.___ 26.114.0910.___

≤ 1.200 mm left 26.116.0410.___ 26.116.0910.___

709 mm right 26.118.0420.___ 26.118.0920.___

834 mm right 26.120.0420.___ 26.120.0920.___

959 mm right 26.122.0420.___ 26.122.0920.___

≤ 1.200 mm right 26.124.0420.___ 26.124.0920.___

8- 10

60

Ø8

16

14

Ø25

41

53

1

40 15

Door rail / 69 mm high
door rail with automatic drop down seal, 
69 mm high. Suitable for smooth floors only!
lengths 8 mm glass 10 mm glass

standard: 709 mm  26.130.0400.___ 26.130.0900.___

standard: 834 mm  26.132.0400.___ 26.132.0900.___

standard: 959 mm  26.134.0400.___ 26.134.0900.___

fix:        ≤ 1.200 mm  26.136.0400.___ 26.136.0900.___

3-
13

3 7

69

8 - 1016

Door rail / 11 mm high
door rail with adjustable brush seal, can be shortened,
11 mm high
length 6 - 12 mm glass

2.200 mm 26.140.0300.___

6- 1218

11

6(
12
)

Page 
138

7
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Door rails
� with 8 mm glass: door rails with PVC gaskets
� with 10 mm glass: door rails without PVC gaskets

(must be siliconed to glass door leaf)

Locks and Fittings for Glass

Door rail / 53 mm high
door rail, 53 mm high, without accessories

stock length 

5.000 mm 26.150.0500.___

8- 10

41

53

PVC-gasket
PVC-gasket, 100 x 1 mm for door rail / 53 mm high

stock length 

50 m  26.152.0000.505

Endcap
plastic endcap, black, for door rail / 53 mm high

26.154.0000.565

53

1 4

1

Brush seal
brush seal for door rail / 53 mm high

lengths

standard: 709 mm  26.160.0000.505

standard: 834 mm  26.162.0000.505

standard: 959 mm  26.164.0000.505

fix:                      ≤ 1.200 mm  26.166.0000.505

4 16

3

L

7
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138 Locks and Fittings for Glass

Door holders
� with 8 - 10 mm glass: door bolt/strike box with gaskets
� with 12 mm glass: door bolt/strike box without gaskets

(must be siliconed to glass door leaf)

Door catch
top door catch, E6/C-0 silver

26.200.0000.114

40

25
15

Ø 10

Slide over door bolt
slide over door bolt with matt nickel plated brass
floor socket. Available in aluminium and brass!
Glass

8 mm 26.202.0400.___

10 mm 26.202.0900.___

12 mm 26.202.1100.___

Slide over strike box
slide over strike box for slide over door bolt  
Available in aluminium and brass!
Glass

8 mm 26.204.0400.___

10 mm 26.204.0900.___

12 mm 26.204.1100.___

3

Ø 8 . 5

30

8 - 12

27
40

Floor socket / dust protector
galvanized steel spring loaded floor socket with dust 
protector to suit ø 8 mm round bolt

26.206.0000.010

1.5 30

Ø 18Ø8 .5

Ø14

7

20

1.
5

Ø 15Ø8 .5

Ø10

55

40

8- 12

27

3

Ø25

15

Ø8
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Hinges - special applications

Locks and Fittings for Glass

Corner hinges
corner hinges with pivots for bottom and top to screw on,
max. 80 kg door weight
Glass DIN left DIN right

8 - 12 mm 26.300.0610.___ 26.300.0620.___

Hinge
hinge with fixing plate, max. 35 kg door weight

Glass

6 - 8 mm 26.302.0200.___

43

34

60

49

60

Hinge / glass-glass
hinge for assembly on glass sidepanels,
max. 35 kg door weight
Glass

6 - 8 mm 26.304.0200.___

34

60

Ø 15

49
57

Hinge for showcase
hinge for showcase, max. 20 kg door weight

Glass

6 mm 26.306.0100.___

8 mm 26.306.0400.___

1243

42 70

7

10 1

4
58

4

58

1 0 1

6-
14
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Door stop and strike plates

Floor door catch
floor door catch with satin stainless steel cover plate 
Please press the release button to locate the glass door.
When pressing the locking pin down the door will be 
released again.
8 - 10 mm glass 26.400.0500.426

14

1 2

42

9

Ø48

Ø38

Door stop
door stop with screw and plug
The door stop must be floor mounted. Stop must 
be positioned at the doors leading edge.

26.402.0000.___

12
24

Ø4

Strike plate
strike plate for locks STUDIO, HCS and ATELIER
Available in brass and stainless steel!

26.404.0000.___

4 301 26280

14
25

10

2

Strike plate
strike plate for locks ATELIER F/R
Available in brass and stainless steel!

26.406.0000.___

20
55

55

2 12

16
16

15
9

70
70

9

1 0
2

Page 
138

7
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Profile cylinders
� suitable for 8 - 10 mm glass

Locks and Fittings for Glass

Profile cylinder
matt nickel plated brass profile cylinder / DIN 18252,  
61 mm length, with 3 keys
keying 

key to differ 26.500.0000.325

keyed alike 26.502.0000.325

61

Profile half cylinder
matt nickel plated brass profile half cylinder / DIN 18252,
40,5 mm length, with 3 keys
keying 

key to differ 26.510.0000.325

keyed alike 26.512.0000.325

40 .5

Thumb turn profile cylinder
matt nickel plated brass thumb turn profile cylinder / 
DIN 18252, 61 mm length, with 3 keys
keying 

key to differ 26.520.0000.325

keyed alike 26.522.0000.325

61

7
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Glass preparation
� hinges Page 142

Ø 15

24

hinge for showcase 26.306.0100.___ + 26.306.0400.___

45

Ø16

36
.53 5 . 5

corner hinges 26.300.0610.___ + 26.300.0620.___

Ø16

28

hinge with fixing plate 26.302.0200.___

Ø16

28

33

hinge / glass-glass 26.304.0200.___

7
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7

Notes
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OCEAN - Wellness Line
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OCEAN - Wellness Line

Modern and functional:
The range for shower and sauna doors.

8
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WSS 

150 Locks and Fittings for Glass

Technical details

Shower hinge:
� suitable for left or right hand installation
� suitable for 8 - 10 mm single sheet toughened glass 
� brass fixing screws M8 (torque setting 12 Nm)
� screws for fixing plate included
� door width: max. 1.000 mm / door weight: max. 40 kg

The ”standard“ hinge version provides for a variety of
sophisticated solutions for shower door installations.
The shower hinge self closing function is only available 
15° either side of the closed position. 
The ”adjustable“ hinge version provides the additional 
feature of a zero adjustment when installed on the wall.
Minor inaccuracies in the wall construction can be 
accomodated for within the hinge design.

The elegant solution for a sophisticated bathroom.

5

1123

5540

20

56
90°

90°

37 .5

15
°

90°

90° 15°

Assembly information
1. Glass and gaskets have to be dust- and grease free
2. Install shower hinge on door leaf
3. Assemble fixing plate on wall 

8
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WSS 

151Locks and Fittings for Glass

Technical details

Typical applications for „adjustable“ shower fittings with 8 mm glass
� shower door knobs Page 154 � seals Page 156

shower hinge / glass-wall
with fixing plate one-side 27.102.0400.___
or
shower hinge / glass-wall
with fixing plate on both sides 27.106.0400.___

shower hinge / glass-glass in-line 27.110.0400.___

connector / glass-wall 27.200.0500.___

corner connector / glass-glass 27.202.0500.___

stabilizing bar 27.400.0000.___

glass holder / fix 27.402.0400.___

fixing point 27.406.0000.___

shower hinge / glass-glass 135° 27.114.0400.___

stabilizing bar 27.400.0000.___

glass holder / adjustable 27.404.0400.___

shower hinge / glass-glass offset 27.118.0400.___

shower hinge / glass-wall
with fixing plate one-side 27.102.0400.___
or
shower hinge / glass-wall
with fixing plate on both sides 27.106.0400.___

8
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WSS 

152
Page 
352 – 353Locks and Fittings for Glass

Materials and surface finishes

Shower SaunaMaterials Surface finishes code Connectorsfittings fittings

polished … 318 �

Brass
satin chrome … 372 �

polished chrome … 374 �

RAL 9010 pure white … 350 �

similar polished gold … 799 �

Zinc
satin chrome … 772 �

polished chrome … 774 �

RAL 9010 pure white … 750 �

E4/C-0 silver … 112 �

RAL 9010 pure white … 250 �
Aluminium

RAL 9016 traffic white … 255 �

RAL 8014 sepia brown … 295 �

Information:
The sauna handle is available in RAL 9010 pure white, 
RAL 9016 traffic white and RAL 8014 sepia brown.

8
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Page 
158 – 159

Page 
152

Page 
150 – 151 Locks and Fittings for Glass

Shower hinges
� suitable for 8 - 10 mm glass

OCEAN - Shower hinge / glass-wall
shower hinge glass-wall with fixing plate one-side
and 2 fixing points, 90° opening angle both sides
Glass standard adjustable

8 mm 27.100.0400.___ 27.102.0400.___

10 mm 27.100.0900.___ 27.102.0900.___

1 123

5540

2 0

40

90°

90°

5

OCEAN - Shower hinge / glass-wall
shower hinge glass-wall with fixing plate on both sides
and 3 fixing points, 90° opening angle both sides
Glass standard adjustable

8 mm 27.104.0400.___ 27.106.0400.___

10 mm 27.104.0900.___ 27.106.0900.___

40

1 1 23

55

20

37 . 5

90°

90°

5

56

OCEAN - Shower hinge / glass-glass in-line
shower hinge glass-glass in-line,
90° opening angle both sides
Glass standard adjustable

8 mm 27.108.0400.___ 27.110.0400.___

10 mm 27.108.0900.___ 27.110.0900.___

90°

90
°

5 . 5

229 . 5

55

1 1 2

20

OCEAN - 135° Shower hinge / glass-glass
shower hinge glass-glass 135° angled,
112° opening angle one-side
Glass standard adjustable

8 mm 27.112.0400.___ 27.114.0400.___

10 mm 27.112.0900.___ 27.114.0900.___

1 12

4

4

55

20

1 1 2 °

OCEAN - Shower hinge / glass-glass offset
shower hinge glass-glass offset (folding hinge), 
90° opening angle one-side
Glass standard adjustable

8 mm 27.116.0400.___ 27.118.0400.___

10 mm 27.116.0900.___ 27.118.0900.___

200

29
.5

24

90°

55

90 °

8
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WSS 

154
Page 
150 – 151

Page 
152

Page 
158 – 159

Connectors and shower door knobs
� suitable for 8 - 10 mm glass

Locks and Fittings for Glass

OCEAN - Connector / glass-wall
connector glass-wall

Glass

8 - 10 mm 27.200.0500.___

5825

58

45

55

OCEAN - Corner connector / glass-glass
corner connector glass-glass

Glass

8 - 10 mm 27.202.0500.___

5825

58

45

55

OCEAN - Shower door knob
shower door knob / 40 mm ø

Glass

8 - 10 mm 27.300.0500.___

16Ø40

OCEAN - Shower door knob
shower door knob / 40 mm ø, with grip

Glass

8 - 10 mm 27.302.0500.___

Ø40 35

OCEAN - Shower door knob
glass shower door knob / clear, 40 mm ø

Glass

8 - 10 mm 27.304.0500.805

Ø40 36

8
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WSS 

155
Page 
152

Page 
150 – 151 Locks and Fittings for Glass

Shower stabilizing bars
� suitable for 8 mm glass

OCEAN - Stabilizing bar
stabilizing bar, 1.200 mm length, can be shortened

27.400.0000.___

Ø22

OCEAN - Glass holder / fix
glass holder / fix with opening one-side for stabilizing bar, 
to assemble glass sidepanels
Glass

8 mm 27.402.0400.___

Ø30

Ø2
2

8

OCEAN - Glass holder / adjustable
glass holder / adjustable with opening one-side 
for stabilizing bar, to assemble glass sidepanels 
in all positions
Glass

8 mm 27.404.0400.___

Ø30

Ø2
2

8

OCEAN - Fixing point
fixing point for stabilizing bar 

27.406.0000.___

Ø22

Ø30

24

8
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WSS 

156
Page 
150 – 151

Shower door seals
� suitable for 8 mm glass

Locks and Fittings for Glass

OCEAN - 90° Magnetic seal
plastic magnetic seal, 90° angled, 2.000 mm length,
can be shortened

Glass

8 mm 27.500.0400.505

8

1 8
18

OCEAN - 135° Magnetic seal
plastic magnetic seal, 135° angled, 2.000 mm length,
can be shortened
Glass

8 mm 27.502.0400.505

8

1 35 °

13
13

OCEAN - Magnetic seal / in-line
plastic magnetic seal, 180° in-line, 2.000 mm length,
can be shortened
Glass

8 mm 27.504.0400.505

22

8

OCEAN - Lip seal
plastic lip seal, 2.000 mm length, can be shortened

Glass

8 mm 27.510.0400.505

6

2

OCEAN - Corner seal
plastic corner seal, 2.000 mm length, can be shortened

Glass

8 mm 27.512.0400.505

8

6

4

OCEAN - Centre seal
plastic centre seal, 2.000 mm length, can be shortened

Glass

8 mm 27.514.0400.505

3

8

6

8
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WSS 

157
Page 
158 – 159

Page 
152 Locks and Fittings for Glass

Shower corner hinges / sauna fittings
� suitable for 6 - 8 mm glass

OCEAN - Shower corner hinges
shower corner hinges for top and bottom installation, 
with screw on wall bracket, max. 40 kg door weight
Available in brass polished chrome!
Glass

6 - 8 mm 27.600.0200.374

OCEAN - Sauna handle
sauna handle with beech knob and magnetic catch

Glass

8 mm 27.700.0400.___

100

Ø65

11
0

86

8 1

50

2 317

OCEAN - Sauna hinge
sauna hinge with frame pivots for timber block frame,
max. 30 kg door weight

Glass

6 - 8 mm 27.702.0200.___

34

60

8 . 5

44

49

M
8

installation details for sauna hinge 
timber block frame pilot drilled 6,8 mm ø 
and 40 mm depth

27.702.0200.___

34
8

17
8

3 3

57

3 . 5
4

9

8

M8

8

62
.5

6 2 . 52

34

22

62 . 5

62
.52

34

22
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WSS 

158 Locks and Fittings for Glass

Glass preparation
� suitable for 8 - 10 mm glass � shower hinges Page 153

27
.5

5 0

50

9 8

27
.5

5 0

98

Ø16

R8

Ø16

R8

shower hinge / glass-glass 27.108.0400.___ – 27.118.0900.___

45

Ø 16

41
98

R

shower hinge / glass-wall 27.100.0400.___ – 27.106.0900.___

27
.5

5 0

50

9 8

Ø16

R8

shower hinge / glass-wall 27.100.0400.___ – 27.106.0900.___

45

R

Ø 16

41
98

R

Ø16

98
41

shower hinge / glass-glass 27.108.0400.___ – 27.118.0900.___

edge preparation

corner preparation

8
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WSS 

159Locks and Fittings for Glass

Glass preparation
� shower and sauna fittings Page 154 and 157

Ø16

28

sauna hinge 27.702.0200.___

Ø1
6 Ø 16

8 ( 10 ) 33

33
8(
10
)

connector / corner connector 27.200.0500.___ + 27.202.0500.___

Ø16

shower door knob 27.300.0500.___ – 27.304.0500.805

Ø16

50

50

45
°

65

corner shower hinges 27.600.0200.374

Ø16

80

sauna handle 27.700.0400.___

8
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WSS 

160 Locks and Fittings for Glass

8

Notes
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SPRINT - Slide Line

9
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SPRINT - Slide Line

Quiet and flexible.
The sliding door system for all applications.

9
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SPRINT - Slide Line

WSS 

164

Technical details

Locks and Fittings for Glass

The sliding door system for single and double
leaf all-glass doors.

Technical Features:
� Low friction and quiet ride
� Easy to assemble using pre-assembled base fittings
� Ceiling or wall installation option
� Suitable for 8 – 12 mm single sheet toughened glass

(max. sliding leaf weight: 150 kg using only 2 carriers)
� Also available for toughened laminated glass 

(max. sliding leaf weight: 80 kg using only 2 carriers)
� Covers and sliding track profile in aluminium
� Secondary covers available in brass and stainless steel 
� Sliding track pre-drilled every 200 mm (ceiling or wall

fixing)
� Pre-assembled carrier with clamping profile and rollers
� Stainless steel screws M8 (torque setting 20 Nm) 
� Height-adjustable: ± 5 mm (carrier)
� No glass preparation required (exception: laminated

glass)
� Fixing of the sidepanels in / on the sliding track
� Manual bi parting system available (double leaf doors)
� Hook bolt lock and seals available
� Electrical motor available on request

140
44

44

8 - 1
2

200

4450

200

Ø6 .544

9
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WSS 

165Locks and Fittings for Glass

Technical details

Sliding door system

1 sliding track
2 sidepanel profile
3 cover
4 glass clamp/sidepanel
5 threaded bush
6 fixing screws / glass clamp
7 fixing screws / sidepanel profile
8 roller
9 connection bolt       carrier

10 clamping profile

ComponentsAssembly information
1. Install track stop, roller including connection bolt into

sliding track 
2. Install sliding track onto ceiling / wall
3. Glass and gaskets have to be dust- and grease free
4. Assemble clamping profile on glass
5. Install sliding leaf into clamping profile and adjust height
6. Install floor guide in the correct position
7. Clip covers onto sliding track
Assembly instructions are enclosed with the fittings

1

2

3
6

4
5

7

8

9
10

}

9
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WSS 

166

Technical details

Locks and Fittings for Glass

Sectional view

Calculation of the glass height
Sliding door leaf: H1 = H - 98 mm
Sidepanel: H2 = H - 81 mm + insert into floor ”X“

Information:
When using a sliding door with fixed sidepanel please
calculate an overlap of 30 - 40 mm.

12
0

8

H

22
90

±
5

3
44

8 - 12

44

47 .5

H1

81
18

8

44

90
±
5

3

3 3

12
0

22

8 - 12
8- 12

28

H2

70

46

25

4

H

X

sliding door leaf sliding door leaf with sidepanel

9
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167Locks and Fittings for Glass

Technical details

Typical applications for sliding door systems with 8-12 mm glass (single sheet toughened glass)

1 x sliding door system 28.100.0600.___

2 x sliding door systems 28.100.0600.___

1 x bi parting system 28.130.0000.505

1 x sliding door system 28.100.0600.___

2 x sidepanel glass clamps 28.120.0600.010

1 x sliding door system 28.100.0600.___

1 x sidepanel profile 28.112.0600.105

2 x sliding door systems 28.100.0600.___

1 x bi parting system 28.130.0000.505

2 x sidepanel profiles 28.112.0600.105

2 x sliding door systems 28.100.0600.___

1 x connecting track 28.310.0020.105

9

� covers Page 169 and 171
� door knobs and locks Page 170

� screen protection profile and seals Page 172
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168
Page
352 – 353Locks and Fittings for Glass

Materials and surface finishes

Materials Surface finishes code SPRINT - Slide Line

mill finish … 105 �

E4/C-0 silver … 112 �

Aluminium RAL 9010 pure white … 250 �

RAL 9016 traffic white … 255 �

RAL coated … 295 �

Brass polished … 316 �

Stainless Steel satin … 426 �

Information:
The brass and stainless steel secondary covers are to be
glued on top of the aluminium covers.

9
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WSS 

169
Page
168

Page
164 – 167 Locks and Fittings for Glass

Sliding door systems
� suitable for 8 - 12 mm single sheet toughened glass / max. 150 kg leaf weigth
� sliding track / sidepanel profile in lengths up to 6.000 mm max.

� cover in aluminium in lengths up to 6.000 mm
� cover in brass / stainless steel in lengths up to 2.000 mm

SPRINT - Sliding door system
sliding door system for single leaf doors (1 sliding track, 
2 carriers, 2 track stops and 1 floor guide)
Please specify leaf width!
door width

300 -  800 mm 28.100.0600.___

801 - 1.000 mm 28.102.0600.___

1.001 - 1.500 mm 28.104.0600.___

1.501 - 2.000 mm 28.106.0600.___

SPRINT - Sidepanel profile
aluminium sidepanel profile to fix on sliding tracks

stock length 28.110.0600.105

fixed length 28.112.0600.105

SPRINT - Sidepanel glass clamp
aluminium sidepanel glass clamp to fix in sliding track

28.120.0600.112

SPRINT - Bi parting system
manual bi parting system with deflection device and 
cable to open double action doors at the same time 
(without carriers)

28.130.0000.505

SPRINT - Cover
aluminium cover to clip on, with profile to accept sreen
protection profile and seals
stock length 28.140.0000.___

fixed length 28.142.0000.___

SPRINT - Secondary cover 
secondary cover in brass / stainless steel

stock length 28.150.0000.___

fixed length 28.152.0000.___ 9
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WSS 

170
Page
164 – 167

Page
168

Page
173

Accessories
� suitable for 8 - 12 mm single sheet toughened glass

Locks and Fittings for Glass

9

SPRINT - Sliding door flush handles
sliding door flush handles, ø 65 mm

28.200.0600.___

1 1

Ø41
Ø65

SPRINT - Door knob
glass door knob / clear, ø 40 mm

28.202.0600.805

SPRINT - Hook bolt lock
hook bolt lock prepared for profile cylinder

28.210.0600.___

SPRINT - Strike plate
stainless steel strike plate

28.212.0000.405

Ø40 36

28

16
5

44

1 6

52
20

24

12
7

15
90

3

SPRINT- Strike box
strike box

28.214.0600.___

28

16
5

48
24

52

SPRINT - Endcap
endcap for sliding track for ceiling fixing

28.220.0000.___

SPRINT - Endcap
endcap for sliding track for wall fixing 

28.222.0000.___

12
0

250 .4

12
0

246

SPRINT - Endcap
endcap for sliding track with sidepanel profile for
ceiling fixing

28.224.0000.___

SPRINT - Endcap
endcap for sliding track with sidepanel profile for
wall fixing

28.226.0000.___

12
0

272 .4 2

12
0

6 8
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Page
168

Page
164 – 167 Locks and Fittings for Glass

Accessories
� suitable for 8 - 12 mm single sheet toughened glass
� sliding track in lengths up to 6.000 max.

9

SPRINT - Sliding track
aluminium sliding track 

stock length 28.300.0000.105

fixed lengths 28.302.0000.105

44

44

SPRINT - Track connector
bent aluminium track connector

left 28.310.0010.105

right 28.310.0020.105

SPRINT - Cover
bent aluminium cover to clip on

left 28.312.0010.___

right 28.312.0020.___

SPRINT - Carrier
aluminium carrier
laminated glass / glass preparation: page 173
Glass

8 - 12 mm (ESG) 28.320.0600.010

8 - 12 mm (VSG) 28.322.0600.010

28

8-
12140

SPRINT - Track stop
plastic track stop, white

28.330.0000.550

24

28

47

52

SPRINT - End stop
stainless steel end stop with spring loaded stop

28.340.0000.265

Ø17

1 18 .5

40
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172
Page
164 - 167

Page
168

Accessories
� suitable for 8 - 12 mm single sheet toughened glass
� screen protection profile in lengths up to 2.000 mm max.

� seals in lengths up to 3.000 mm max.

Locks and Fittings for Glass

9

SPRINT - Screen protection profile
bottom screen protection profile to close the sidepanel
profile in door area
stock length 28.350.0000.___

fixed lengths 28.352.0000.___

15

19

20 °

SPRINT - Floor guide
adjustable aluminium floor guide, black

28.360.0600.265

8-
12

25

3350

SPRINT - Floor stop
adjustable aluminium floor stop, black

28.370.0600.265

33

25

5 0

SPRINT - Brush seal
top brush seal

stock length 33.500.0000.505

fixed lengths 33.502.0000.505

SPRINT - Rubber swipe seal
top rubber swipe seal

stock length 33.504.0000.505

fixed lengths 33.506.0000.505
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173Locks and Fittings for Glass

Glass preparation
� suitable for 8 - 12 mm glass
� sliding door flush handles, door knob, lock, strike box and carrier Page 170 - 171

9

75

Ø 1 0

14
.5

carrier (laminated glass) 28.322.0600.010

Ø50

Sliding door flush handles 28.200.0600.___

Ø16

door knob 28.202.0600.805

43

13
2

R 1
0

hook bolt lock 28.210.0600.___
strike box 28.214.0600.___
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Fittings for external doors

WSS 

Page  
000 – 000

Page  
000 – 000
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FITTINGS FOR EXTERNAL DOORS

Limitless opportunities with fittings  
for external doors from WSS.

All-glass systems for the outdoor sector make high 
demands concerning function, durability and safety.

Due to the demands of our partners in the glass 
industry WSS has lead the development of inno- 
vative products for over 40 years.

The high-quality standards of WSS components  
is guaranteed through modern production methods, 
usage of high-quality materials and perfect manuf-
acture.

The immense flexibility of the glass door product 
range offers pivot points of 15, 55 and 65 mm,  
24 to 45 mm for rebated frame installations,  
8 – 19 mm thoughened glass capability and com- 
patibility to industry glass preparations.
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Double action doors

Definition / technical features
Double action doors swing in two directions from a pivot 
point central to the door blade.

pivot point article Glass

15 mm patch fittings  8 - 12 mm

55 mm  patch fittings  8 - 19 mm

65 mm patch fittings  8 - 19 mm

22 mm door rails  8 - 15 mm

24 mm door rails 19 mm

55 mm door rails 8 - 19 mm

65 mm door rails 8 - 19 mm

Double action doors may be restricted to single action  
operation by the introduction of a stop.

8

3

52

52/62

52

1 65

2

220

10
7

16
5

3
3

Single action doors

Definition / technical features
Single actions doors swing only in one direction from a 
pivot point set at a minimum of 58 mm from the centre line 
of the glass door blade (offset).
Patch fittings and door rails will be delivered with variable 
offset pivot points between 58 and 79 mm for frame rebate 
depths between 24 up to 45 mm.
These articles are available for 8 up to 15 mm thick glass.

52

58

3

2

16
5

3

3

3 . 5 165

52

10
7

2 20

8

Fittings for external doors
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Double action doors
(55/65 mm pivot point)

top patch fitting
bottom patch fitting 
max. 1.200 x 2.800 mm max. 120 kg

top patch fitting
bottom door rail 
max. 1.400 x 2.800 mm max. 140 kg

top door rail
bottom door rail 
max. 1.400 x 2.800 mm max. 140 kg

Single action doors  
(24 mm frame rebate depth)

top patch fitting
bottom patch fitting 
max. 1.100 x 2.400 mm  max. 100 kg

top patch fitting
bottom door rail 
max. 1.200 x 2.400 mm  max. 120 kg

top door rail
bottom door rail 
max. 1.200 x 2.400 mm max. 120 kg

Fittings for external doors

WSS 

179Locks and Fittings for Glass

GK1_Kapitel 10_Vorschaltseiten.indd   179 18.03.2015   08:14:22



Kapitel_10E.qxd  15.08.2003  14:25 Uhr  Seite 180 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



10

Double action door 
patch fittings

Kapitel_10E.qxd  15.08.2003  14:25 Uhr  Seite 181 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



Double action door patch fittings

The logical system for construction of all-glass systems.
10
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Summary and position
55/65 mm pivot point

Locks and Fittings for Glass

33 4

3 2

8 8

2

2

2 33

3
3

55/65

8

8

3 3

2

55/65

PT10PT10 US10 PT10 PT10

PT20 PT20 PT20 PT20

PT30 PT60 PT40 PT40 PT40

US10 US10 US10

US10US10US10

US20 US20GK50GK50

GK40 GK21

B

H

All-glass constructions with stabilizing fins:
Stabilizing fins should be used on any all-glass assembly
when the following conditions apply:

Formula:
B + H ≥ 1.400 mm

For information regarding the correct size and installation
of a stabilizing fin please refer to a specialist glazing 
contractor.

Information:
When specifying, installing patch fittings please ensure all
local, national, international and manufactures regulations
and guidelines are complied with.

Technical details

Position Description Page

PT 10 bottom pivot patch fitting 191

PT 20 top pivot patch fitting 191

PT 30 transom pivot patch fitting 192

PT 40 transom / sidepanel pivot patch fitting 194

PT 60 transom / sidepanel connector 196

US 10 - GK 50 locks and strike boxes 249 – 281

10
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185Locks and Fittings for Glass

Summary and position
15 mm pivot point (pinch free)

33 4

3 2

8

2

1 5

15

45

5

1 5

45 5
PT10/15 PT10/15

PT20/15 PT20/15

GK50 US20

PT40/15 PT41/15

US10 US10

US10US10

GK20

Position Description Page

PT 10 / 15 bottom pivot patch fitting 202

PT 20 / 15 top pivot patch fitting 202

PT 40 / 15 transom / sidepanel pivot patch fitting 203

PT 41 / 15 transom / sidepanel pivot patch fitting 203
with fin - right hand

US 10 - GK 50 locks and strike boxes 249 – 281

Information:
Pinch free patch fittings are specifically designed for use in
hospitals, nursing homes, residential homes, schools and
areas where a reduced pivot point is required.
The maximum door weight should not exceed 80 kg.
For all glass assemblies a notch of 45 mm x 5 mm should
be made in the sidepanel to enable the floorspring to be
installed correctly. A similar provision should be made when
installing doors adjacent to a brickwork jamb.

Technical details

10
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Technical details

Locks and Fittings for Glass

Assembly information
1. Glass and gaskets have to be dust- and grease free
2. Select the appropriate gaskets according to glass thickness
3. Assemble base fittings on glass door leaf
4. Locate the pivot insert (select pivot point)
5. Covers to be clipped on assembled base fittings
Assembly instructions are enclosed with the fittings

2

5

1

10

12

4

6

7

8

9

1 1

1

3

52
mm

62
mm

Pivot patch fittings  

1 base fittings
2 gaskets
3 adhesive pads
4 fixing screws
5 isolation sleeves
6 pivot insert

7 fixing screw
8 nut
9 fixing screw

10 cover
11 cover
12 adhesive pads

Components

Technical Features
� Suitable for 8 - 12 mm thick glass as standard
� 15 and 19 mm also available as standard
� 15, 55 and 65 mm pivot point available as standard 
� Standard glass preparation details
� Covers in aluminium, brass and stainless steel
� Base fittings manufactured from solid steel - black coated
� Stainless steel screws M6 (torque setting 10 Nm)
� Tested to more than 1.000.000 closing cycles
� Patented innovation
� max. size: 1.200 x 2.800 mm (55/65 mm pivot pin), 

max. weight: 120 kg (bottom and top pivot patch fitting)
� max. size: 1.400 x 2.800 mm (55/65 mm pivot pin), 

max. weight: 140 kg (bottom door rail and top pivot
patch fitting)

� Please contact our technical department for assistance
when specifing pinch free doors using a bottom door
rail and top pivot patch fitting.

10
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187Locks and Fittings for Glass

Technical details

Assembly information
1. Glass and gaskets have to be dust- and grease free
2. Select the appropriate gaskets according to glass thickness
3. Assemble base fittings on glass door leaf
4. Covers to be glued on assembled base fittings
Assembly instructions are enclosed with the fittings

2
3

5

4

1
6

6

1

7

4

Connection patch fittings

1 base fittings
2 gaskets
3 adhesive pads
4 fixing screws
5 isolation sleeves

6 covers
7 adhesive pads

Components

Technical Features
� Suitable for 8 - 15 mm thick glass as standard
� 19 mm also available as standard
� Standard glass preparation details
� Covers in aluminium, brass and stainless steel
� Base fittings manufactured from solid steel - black coated
� Stainless steel screws M6 (torque setting 10 Nm)
� Tested to more than 1.000.000 closing cycles
� Patented innovation

10
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Technical details

Locks and Fittings for Glass

8

3

3

52

52/62
52

1 65

220

10
7

16
5

3

2

10

Kapitel_10E.qxd  15.08.2003  14:26 Uhr  Seite 188 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



Double action door patch fittings

WSS 

189Locks and Fittings for Glass

Technical details

Handing of the patch fittings with fin and stop is determined by viewing from inside 
and above.

drawing shows ”right“
fin mounted on the inside

s idepane ls idepane l

f inf in
i n s ide

outs ide

r ightleft

drawing shows
”stop on the outside"

s idepane ls idepane l

f inf in

stop

i ns ide
D IN r ightD IN left

outs ide

drawing shows ”right“
stop and fin mounted on the
inside

drawing shows ”right“
stop on the outside / fin on
the inside

s idepane ls idepane l

f inf in

stop

i ns ide

D IN r ight for door D IN leftD IN left for door D IN r ight

outs ide stop

s idepane ls idepane l

f inf in stop stop

i ns ide

outs ide

D IN r ight for door D IN r ightD IN left for door D IN left

10

Kapitel_10E.qxd  15.08.2003  14:26 Uhr  Seite 189 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



Double action door patch fittings

WSS 

190 Locks and Fittings for Glass

Materials and surface finishes

Materials Surface finishes code Double action door patch fittings

mill finish … 105 �

E4/C-0 silver … 112 �

RAL 9010 pure white … 250 �

RAL 9016 traffic white … 255 �

Aluminium E4/S5/EV 5 similar gold … 132 �

E4/C 34 dark bronze … 152 �

E4/C 31 similar stainless steel … 137 �

special anodized … 199 �

RAL coated … 295 �

polished … 318 �

matt brushed … 328 �

Brass satin chrome … 372 �

polished chrome … 374 �

velour nickel plated … 376 �

satin … 426 �
Stainless Steel

polished … 416 �

Information:
When using top patch fittings PT 28 / PT 29 in brass or
stainless steel the pivot lever arm and wall fixing plate
(where applicable) will be supplied in aluminium. These
items will be supplied with a surface finish to match the
main coverplates.

10

Page 
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Page 
190

Page 
184 – 189 Locks and Fittings for Glass

55/65 mm Pivot point

PT10 - Bottom pivot patch fitting
bottom pivot patch fitting with insert 
to suit flat-tapered floor spring spindle

Glass

8-12 mm 30.100.0600.___

15 mm 30.100.1200.___

19 mm 30.100.1300.___

52/62
52

28 165

PT 20 - Top pivot patch fitting 
top pivot patch fitting with insert 
for ø 15 mm pivot pin
Glass

8-12 mm 30.102.0600.___

15 mm 30.102.1200.___

19 mm 30.102.1300.___

28

52

1 65

52/62

PT 22 - Top pivot patch fitting / RTS
top pivot patch fitting with insert
to suit concealed overhead closer (RTS)
Glass

8-12 mm 30.104.0600.___

15 mm 30.104.1200.___

19 mm 30.104.1300.___

28

52

1 65

52/62

PT 28 - Top pivot patch fitting / glass-glass
top pivot patch fitting to suit Roman arch doors with
glass sidepanel, only for 10 mm glass and 55 mm pivot
point, max. 35 kg door weight when used as a pair
Glass

10 mm 30.106.0900.___

165

100

28

2
55 50

PT 29 - Top pivot patch fitting / glass-wall
top pivot patch fitting to suit Roman arch doors, 
with wall fixing plate, only for 10 mm glass and 
55 mm pivot point, max. 35 kg door weight 
when used as a pair

Glass

10 mm 30.108.0900.___

28

50

1 65

33
43

576

10
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55/65 mm Pivot point

Locks and Fittings for Glass

PT 30 - Transom pivot patch fitting
transom pivot patch fitting with ø 15 mm pivot pin

Glass

8-12 mm 30.110.0600.___

15 mm 30.110.1200.___

19 mm 30.110.1300.___

52

1 65

28

52/62

PT 30.1 - Transom pivot patch fitting
transom pivot patch fitting without pivot pin

Glass

8-12 mm 30.112.0600.___

15 mm 30.112.1200.___

19 mm 30.112.1300.___

52

1 65

28

PT 30.2 - Transom pivot patch fitting
transom pivot patch fitting with stop 
(without pivot pin)
Glass left right

8-12 mm 30.114.0610.___ 30.114.0620.___

15 mm 30.114.1210.___ 30.114.1220.___

19 mm 30.114.1310.___ 30.114.1320.___

52

1 6528

PT 30.3 - Fixing plate
wall fixing plate for use with transom pivot patch fitting
PT 30 / PT 30.1 / PT 30.2

30.116.0000.___

32

2 . 5

M8
60
40

Ø8 .2

PT 30.4 - Fixing screw
galvanized wall fixing screw and plug for use with transom
pivot patch fitting PT 30 / PT 30.1 / PT 30.2

30.118.0000.010

M8

woodthread

50

10

PT 30.5 - Threaded bolt
stainless steel threaded bolt and plug for use with transom
pivot patch fitting PT 30 / PT 30.1 / PT 30.2

30.120.0000.405

M8

50

10
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Accessories

PT 11 - Free swing floor pivot
height-adjustable, galvanized free swing floor pivot

30.122.0000.010

7
±
2
mm

5 6

4

PT 21 - Top centre / retractable
galvanized retractable top centre with fixing plate

30.124.0000.010

25

140

Ø15
124 .512 .

5

5

PT 24 - Top centre
top centre with fixing plate in stainless steel

30.126.0000.426

Ø15

90

55

25

3

25

50

PT 25 - Top centre
stainless steel top centre with M8 threaded rod

30.128.0000.405

38
.5

Ø 15

14
.5

M8

10
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55/65 mm Pivot point

Locks and Fittings for Glass

PT 40 - Transom / sidepanel pivot patch fitting
transom / sidepanel pivot patch fitting with ø 15 mm
pivot pin
Glass

8-12 mm 30.130.0600.___

15 mm 30.130.1200.___

19 mm 30.130.1300.___

10
7

52

2 20

28 55/65

52

Ø15

PT 40.1 - Transom / sidepanel connector
transom / sidepanel connector without pivot pin

Glass

8-12 mm 30.132.0600.___

15 mm 30.132.1200.___

19 mm 30.132.1300.___

10
7

52

2 20

28

52

PT 40.2 - Transom / sidepanel connector
transom / sidepanel connector with stop
(without pivot pin)
Glass left right

8-12 mm 30.134.0610.___ 30.134.0620.___

15 mm 30.134.1210.___ 30.134.1220.___

19 mm 30.134.1310.___ 30.134.1320.___

25

10
7

52

2 20

28

52

PT 41 - Transom/sidepanel pivot patch fitting/fin one-side
transom / sidepanel pivot patch fitting with ø 15 mm 
pivot pin and fin one-side
Glass left right

8-12 mm 30.136.0610.___ 30.136.0620.___

15 mm 30.136.1210.___ 30.136.1220.___

19 mm 30.136.1310.___ 30.136.1320.___

1 13

52

55/65

Ø15

220

28

52 28

10
7

PT 41.1 - Transom/sidepanel pivot patch fitting/fin on both sides
transom / sidepanel pivot patch fitting with ø 15 mm 
pivot pin and fin on both sides
Glass

8-12 mm 30.138.0600.___

15 mm 30.138.1200.___

19 mm 30.138.1300.___

220

55/65

52

10
7

Ø 15

28

2852

10
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Page 
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Page 
184 – 189 Locks and Fittings for Glass

55/65 mm Pivot point

PT 42 - 90° Transom / sidepanel pivot patch fitting
90° transom / sidepanel pivot patch fitting
with ø 15 mm pivot pin
Glass left right

8-12 mm 30.140.0610.___ 30.140.0620.___

15 mm 30.140.1210.___ 30.140.1220.___

19 mm 30.140.1310.___ 30.140.1320.___

52

102

55/65

188

28

52

10
7

Ø 15

PT 42.1 - 135° Transom / sidepanel pivot patch fitting
135° transom / sidepanel pivot patch fitting
with ø 15 mm pivot pin
Glass left right

8-12 mm 30.142.0610.___ 30.142.0620.___

15 mm 30.142.1210.___ 30.142.1220.___

19 mm 30.142.1310.___ 30.142.1320.___

28 165
70

10
7

5 5/65

52

52

PT 42.2-Transom/sidepanel pivot patch fitting/91°-134°/136°-179°
transom / sidepanel pivot patch fitting 91°-134° / 136°-179°
angled with ø 15 mm pivot pin. Details of angle necessary!
Glass left right

8-12 mm 30.144.0610.___ 30.144.0620.___

15 mm 30.144.1210.___ 30.144.1220.___

19 mm 30.144.1310.___ 30.144.1320.___

28

10
7

5 5/65

52

52

PT 51 - Transom pivot patch fitting / fin one-side
double transom pivot patch fitting 
with ø 15 mm pivot pin and fin one-side
Glass

8-12 mm 30.146.0600.___

15 mm 30.146.1200.___

19 mm 30.146.1300.___

52

2 8

Ø15

334

28

4 52/62

52/62

PT 51.1 - Transom pivot patch fitting / fin on both sides
double transom pivot patch fitting 
with ø 15 mm pivot pin and fin on both sides
Glass

8-12 mm 30.148.0600.___

15 mm 30.148.1200.___

19 mm 30.148.1300.___

28

52/62

52/62

52

334

28

Ø15

4

10
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Transom / sidepanel connectors

Locks and Fittings for Glass

PT 60 - Transom / sidepanel connector
transom / sidepanel connector

Glass

8-15 mm 30.200.0700.___

19 mm 30.200.1300.___

52

2 8
10
7

1 07

52

PT 61 - Transom / sidepanel connector
transom / sidepanel connector with stop

Glass left right

8-15 mm 30.202.0710.___ 30.202.0720.___

19 mm 30.202.1310.___ 30.202.1320.___

52

2 8

10
7

1 07

5225

PT 63 - 90° Transom / sidepanel connector
90° transom / sidepanel connector

Glass left right

8-15 mm 30.204.0710.___ 30.204.0720.___

19 mm 30.204.1310.___ 30.204.1320.___

28

10
7

5 2

28

PT 63.1 - 90° Transom / sidepanel connector
90° transom / sidepanel connector with stop

Glass stop left right

8-15 mm inside 30.206.0713.___ 30.206.0723.___

8-15 mm outside 30.206.0714.___ 30.206.0724.___

19 mm inside 30.206.1313.___ 30.206.1323.___

19 mm outside 30.206.1314.___ 30.206.1324.___

52

10
7

2 8
28

PT 63.3 - 135° Transom / sidepanel connector
135° transom / sidepanel connector with stop
Glass preparation on request! 
Glass stop left right

8-15 mm inside 30.210.0713.___ 30.210.0723.___

8-15 mm outside 30.210.0714.___ 30.210.0724.___

19 mm inside 30.210.1313.___ 30.210.1323.___

19 mm outside 30.210.1314.___ 30.210.1324.___

52

10
7

2 8
28

PT 63.2 - 135° Transom / sidepanel connector
135° transom / sidepanel connector
Glass preparation on request! 
Glass left right

8-15 mm 30.208.0710.___ 30.208.0720.___

19 mm 30.208.1310.___ 30.208.1320.___

28
10
7

5 2

28

10
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PT 63.4 - Transom / sidepanel connector / 91°-134° / 136°-179°
transom / sidepanel connector 91°-134° / 136°-179° angled
Details of angle necessary!
Glass left right

8-15 mm 30.212.0710.___ 30.212.0720.___

19 mm 30.212.1310.___ 30.212.1320.___

28

10
7

5 2

28

Double action door patch fittings
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Page 
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Transom / sidepanel connectors

PT 63.5 - Transom / sidepanel connector / 91°-134° / 136°-179°
transom/sidepanel connector 91°-134° / 136°-179° angled,
with stop. Details of angle necessary!
Glass stop left right

8-15 mm inside 30.214.0713.___ 30.214.0723.___

8-15 mm outside 30.214.0714.___ 30.214.0724.___

19 mm inside 30.214.1313.___ 30.214.1323.___

19 mm outside 30.214.1314.___ 30.214.1324.___

52

10
7

2 8
28

PT 65 - Transom / sidepanel connector / fin one-side
transom / sidepanel connector with fin one-side

Glass left right

8-15 mm 30.216.0710.___ 30.216.0720.___

19 mm 30.216.1310.___ 30.216.1320.___

1 13

107

10
7

52

2 8

52

28

PT 65.1 - Transom / sidepanel connector / fin one-side
transom / sidepanel connector with stop and fin one-side

Glass stop left right

8-15 mm inside 30.218.0713.___ 30.218.0723.___

8-15 mm outside 30.218.0714.___ 30.218.0724.___

19 mm inside 30.218.1313.___ 30.218.1323.___

19 mm outside 30.218.1314.___ 30.218.1324.___

1 13

10
7

52

2 8

25 52
107

PT 65.2 - Transom / sidepanel connector / fin on both sides
transom / sidepanel connector with fin on both sides

Glass

8-15 mm 30.220.0700.___

19 mm 30.220.1300.___

23
8

52

10
7

2 8

107

PT 65.3 - Transom / sidepanel connector / fin on both sides
transom / sidepanel connector with stop and fin on both sides

Glass left right

8-15 mm 30.222.0710.___ 30.222.0720.___

19 mm 30.222.1310.___ 30.222.1320.___

23
8

52

2 8

10
7

1 07

25

10
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Double action door patch fittings

WSS 

198
Page 
184 – 189

Page 
190

Page 
204 – 228

Transom connectors

Locks and Fittings for Glass

PT 70 - Transom connector
transom connector

Glass

8-15 mm 30.300.0700.___

19 mm 30.300.1300.___

28
52

1 07

PT 72 - Transom connector
transom connector with stop

Glass

8-15 mm 30.302.0700.___

19 mm 30.302.1300.___

28

52

1 07

25
81

PT 73 - 90° Transom connector
90° transom connector

Glass

8-15 mm 30.304.0700.___

19 mm 30.304.1300.___

28

52

52

28

PT 73.1 - 90° Transom connector
90° transom connector with stop 

Glass stop left right

8-15 mm inside 30.306.0713.___ 30.306.0723.___

8-15 mm outside 30.306.0714.___ 30.306.0724.___

19 mm inside 30.306.1313.___ 30.306.1323.___

19 mm outside 30.306.1314.___ 30.306.1324.___

28

52

28

52

PT 73.2 - 135° Transom connector
135° transom connector
Glass preparation on request! 
Glass

8-15 mm 30.308.0700.___

19 mm 30.308.1300.___

28
49

52
52

49

PT 73.3 - 135° Transom connector
135° transom connector with stop
Glass preparation on request! 
Glass stop left right

8-15 mm inside 30.310.0713.___ 30.310.0723.___

8-15 mm outside 30.310.0714.___ 30.310.0724.___

19 mm inside 30.310.1313.___ 30.310.1323.___

19 mm outside 30.310.1314.___ 30.310.1324.___

28
49

52

52

49

25

10
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Double action door patch fittings

WSS 

199
Page 
204 – 228

Page 
190

Page 
184 – 189 Locks and Fittings for Glass

Transom connectors

PT 73.4 - Transom connector / 91°-134° / 136°-179°
transom connector 91°-134° / 136°-179° angled 
Details of angle necessary!
Glass

8-15 mm 30.312.0700.___

19 mm 30.312.1300.___

28

52
52

PT 73.5 - Transom connector / 91°-134° / 136°-179°
transom connector 91°-134° / 136°-179° angled, with stop
Details of angle necessary!
Glass stop left right

8-15 mm inside 30.314.0713.___ 30.314.0723.___

8-15 mm outside 30.314.0714.___ 30.314.0724.___

19 mm inside 30.314.1313.___ 30.314.1323.___

19 mm outside 30.314.1314.___ 30.314.1324.___

28

52

52
25

PT 71 - Transom connector / fin one-side
transom connector with fin one-side

Glass

8-15 mm 30.316.0700.___

19 mm 30.316.1300.___

28

52

1 1 3

107

PT 71.1 - Transom connector / fin one-side
transom connector with stop
and fin one-side
Glass stop

8-15 mm inside 30.318.0703.___

8-15 mm outside 30.318.0704.___

19 mm inside 30.318.1303.___

19 mm outside 30.318.1304.___

1 13

52

28

56
107

PT 71.2 - Transom connector / fin on both sides
transom connector with fin on both sides

Glass

8-15 mm 30.320.0700.___

19 mm 30.320.1300.___

28
52238

107

PT 71.3 - Transom connector / fin on both sides
transom connector with stop
and fin on both sides
Glass

8-15 mm 30.322.0700.___

19 mm 30.322.1300.___

52

2 8

57
107

10
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Double action door patch fittings

WSS 

200
Page 
184 – 189

Page 
190

Page 
204 – 228

Glass/glass connectors

Locks and Fittings for Glass

PT 80 - Glass/glass connector
glass/glass connector

Glass

8-15 mm 30.400.0700.___

19 mm 30.400.1300.___

10
7

2 8
107

PT 81 - Glass/glass connector / fin one-side
glass/glass connector with fin one-side

Glass

8-15 mm 30.402.0700.___

19 mm 30.402.1300.___

10
7

2 8

52

2 8

107

PT 82 - 90° Glass/glass connector
90° glass/glass connector

Glass

8-15 mm 30.404.0700.___

19 mm 30.404.1300.___

10
7

2 8

52

52

PT 82.1 - 135° Glass/glass connector
135° glass/glass connector

Glass

8-15 mm 30.406.0700.___

19 mm 30.406.1300.___

52

10
7

28

52

PT 82.2 - Glass/glass connector / 91°-134° / 136°-179°
glass/glass connector 91°-134° / 136°-179° angled
Details of angle necessary!
Glass

8-15 mm 30.408.0700.___

19 mm 30.408.1300.___

52

10
7

28

52

PT 83 - Glass/glass connector
glass/glass connector

Glass

8-15 mm 30.410.0700.___

19 mm 30.410.1300.___

10
7

2 8

12
4

52

10
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201
Page 
204 – 228

Page 
190

Page 
184 – 189 Locks and Fittings for Glass

Connectors

PT 84 - Glass/wall connector
glass/wall connector

Glass

8-15 mm 30.412.0700.___

19 mm 30.412.1300.___

10
7

53
.5

M
8

2 8

52

PT 74 - Glass/glass connector
glass/glass connector

Glass

8-15 mm 30.414.0700.___

19 mm 30.414.1300.___

28

12
4

52

52

PT 90 - Glass/wall connector
glass/wall connector

Glass

8-15 mm 30.500.0700.___

19 mm 30.500.1300.___

M8

2 6

52

2 8

52

PT 92 - Glass/glass roof connector
glass/glass roof connector

Glass

8-15 mm 30.502.0700.___

19 mm 30.502.1300.___

28

52

52

PT 93 - Transom / roof connector / fin one-side
transom / roof connector with fin one-side

Glass

8-15 mm 30.504.0700.___

19 mm 30.504.1300.___

107

28

52
2 8

1 13

PT 94 - Transom / roof connector / fin on both sides
transom / roof connector with fin on both sides

Glass

8-15 mm 30.506.0700.___

19 mm 30.506.1300.___

1 1
3

52

2 8

107

28

10
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WSS 

202
Page 
184 – 189

Page 
190

Page 
204 – 228

15 mm Pivot point (pinch free)

Locks and Fittings for Glass

PT 10 / 15 - Bottom pivot patch fitting
bottom pivot patch fitting with special flat-tapered pivot 
to suit ”GEZE“ floor springs
Glass

8-12 mm 30.600.0600.___

28
165

52

1 2

PT 20 / 15 - Top pivot patch fitting
top pivot patch fitting with insert 
for ø 15 mm pivot pin
Glass

8-12 mm 30.602.0600.___

12

165

52

28

PT 30 / 15 - Transom pivot patch fitting
transom pivot patch fitting with ø 15 mm pivot pin

Glass

8-12 mm 30.604.0600.___

12

52

1 65

28

PT 30.3 - Fixing plate
wall fixing plate for use with transom pivot patch fitting 
PT 30 / 15

30.116.0000.___

32

2 . 5

M8
60
40

Ø8 .2

10
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203
Page 
204 – 228

Page 
190

Page 
184 – 189 Locks and Fittings for Glass

15 mm Pivot point (pinch free)

PT 40 / 15 - Transom / sidepanel pivot patch fitting
transom / sidepanel pivot patch fitting 
with ø 15 mm pivot pin
Glass

8-12 mm 30.606.0600.___

15

10
7

52

2 20

28

52

Ø15

PT 41 / 15 - Transom / sidepanel pivot patch fitting / fin one-side
transom / sidepanel pivot patch fitting with ø 15 mm 
pivot pin and fin one-side
Glass left right

8-12 mm 30.608.0610.___ 30.608.0620.___

1 13

52

15

Ø15

220

28

52 28

10
7

PT 24 / 15 - Top centre
top centre with fixing plate in stainless steel

30.610.0000.426

55

Ø15

25 90

3

1 0

25

PT 25 - Top centre
stainless steel top centre with M8 threaded rod

30.128.0000.405

38
.5

Ø 15
14
.5

M8

10
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WSS 

204 Locks and Fittings for Glass

Glass preparation

Information:
The glass preparation shown applies to 8-12 mm toughened
glass.
When using 15 and 19 mm thick glass it is advisible to slot
the glass hole and to increase the diameter to 20 mm.
When ordering angled fittings produced to the customers
specification the drawings of the glass preparation will be
enclosed with the confirmation.

10

transom pivot patch fitting

top pivot patch fitting

bottom pivot patch fitting

transom / sidepanel strike box

universal corner lock

universal centre lock/
strike box

Ø1
6

R 80

R55

68

148

36 37

(5
5)

( 1 6 0 . 8 5 )

8

3

3

52

52/62

52

1 65

2

220

10
7

16
5

3

Ø1
6

R8
0

R5
5

68

( 1 6 0 . 8 5 )

1 4 8

36 37

(5
5)

Ø1
6

R 80

R55

68

1 4 8

36 37

(5
5)

( 1 6 0 . 8 5 )

185

Ø16

37 2

Ø 16

Ø16

36
35

(7
3)

3 6

138

148

39 43

34°

Ø1
6

R1 1

43

13
2

R 1
0
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WSS 

205Locks and Fittings for Glass

Glass preparation
� patch fittings 55/65 mm pivot point Page 191 – 192

bottom pivot patch fitting 30.100.0600.___ – 30.100.1300.___
transom pivot patch fitting 30.110.0600.___ – 30.114.1320.___

top pivot patch fitting 30.102.0600.___ – 30.102.1300.___
top pivot patch fitting (RTS) 30.104.0600.___ – 30.104.1300.___

10

PT 10 / PT 30 
PT 30.1 / PT 30.2 

Ø1
6

R 80R55

68

( 160 .85 )

148

36 37

(5
5)

PT 20 / PT 22

Ø1
6

R 8
0R5

5

68

( 160 .85 )

148

36 37

(5
5)
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WSS 

206 Locks and Fittings for Glass

Glass preparation
� patch fittings 55/65 mm pivot point Page 191 � suitable for 10 mm glass

top pivot patch fitting / glass-glass 30.106.0900.___

top pivot patch fitting / glass-wall 30.108.0900.___

10

PT 28

65

109

146

32

Ø 16

10
0

to
15
0

PT 29

65

109

146

32

Ø 16

2

42

82

Ø16

10
0

to
15
0
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WSS 

207Locks and Fittings for Glass

Glass preparation
� patch fittings 55/65 mm pivot point Page 194

transom / sidepanel pivot patch fitting 30.130.0600.___ – 30.130.1300.___
transom / sidepanel connector 30.132.0600.___ – 30.134.1320.___

transom / sidepanel pivot patch fitting 30.130.0600.___ – 30.130.1300.___
transom / sidepanel connector 30.132.0600.___ – 30.134.1320.___

10

PT 40 / PT 40.1 / PT 40.2 

full height sidepanel

147
68

( 160 .85 )

36

(5
5)

R55 37

R80

Ø1
6

36

73

2

36

Ø1
6

PT 40 / PT 40.1 / PT 40.2

full width transom panel

185

Ø16

37

2

Ø 16

Ø16

36
35

(7
3)

3 6
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WSS 

208 Locks and Fittings for Glass

Glass preparation
� patch fittings 55/65 mm pivot point Page 194

transom / sidepanel pivot patch fitting / fin one-side 30.136.0610.___ – 30.136.1320.___
transom / sidepanel pivot patch fitting / fin on both sides 30.138.0600.___ – 30.138.1300.___

10

PT 41.1

transom / sidepanel pivot patch fitting

fin on both sidesfin one-side

full height sidepanel

36

Ø1
6

6 8

147

( 160 .85 )
3736

(5
5)

R 55

2

36

73

R80

Ø1
6

A

A

30

60

R 10

Ø1
6

2

103045

R10

Ø16

60

30

4530

R10

2

10

2

Ø16

60

30

45 30 10

A - A

PT 41
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209Locks and Fittings for Glass

Glass preparation
� patch fittings 55/65 mm pivot point Page 194

transom / sidepanel pivot patch fitting / fin one-side  30.136.0610.___ – 30.136.1320.___
transom / sidepanel pivot patch fitting / fin on both sides 30.138.0600.___ – 30.138.1300.___

10

PT 41.1

transom / sidepanel pivot patch fitting

fin on both sidesfin one-side

full width transom panel

185

36
35

(7
3)

2

Ø 16

36

Ø16

Ø1
6

37

R 10

2

Ø16

60

30

45 30 10

R10

2

Ø16

60

30

45 30 10

Ø16

60

30

4530

10

R10

2

PT 41
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WSS 

210 Locks and Fittings for Glass

Glass preparation
� patch fittings 55/65 mm pivot point Page 195

90° transom / sidepanel pivot patch fitting 30.140.0610.___ – 30.140.1320.___

135° transom / sidepanel pivot patch fitting 30.142.0610.___ – 30.142.1320.___

10

PT 42149

68

( 160 .85 )

36

(5
5)

R55

R80

Ø1
6

2

37

PT 42.1

R55

R80

68

149

( 160 .85 )

37

(5
5)

36

Ø1
6

2

73

36

A A

73

Ø1
6

36

5 5

A - A

135°

37

Ø16
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Double action door patch fittings

WSS 

211Locks and Fittings for Glass

Glass preparation
� patch fittings 55/65 mm pivot point Page 195

double transom pivot patch fitting / fin one-side 30.146.0600.___ – 30.146.1300.___
double transom pivot patch fitting / fin on both sides 30.148.0600.___ – 30.148.1300.___

10

full width transom panel

fin one-side

PT 51

double transom pivot patch fitting

138

300

(321 . 7 )

(5
5)

36 36

(5
5)

37

Ø1
6

Ø1
6

R 55

R80

R5
5R8
0

2

Ø 16

60

30

45 30 10

R10

fin on both sides

PT 51.1

R10

Ø16

60

30

4530

R10

2

10

2

Ø16

60

30

45 30 10
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Double action door patch fittings

WSS 

212 Locks and Fittings for Glass

Glass preparation
� patch fittings 55/65 mm pivot point Page 195

double transom pivot patch fitting / fin one-side 30.146.0600.___ – 30.146.1300.___
double transom pivot patch fitting / fin on both sides 30.148.0600.___ – 30.148.1300.___

10

split transom panel

fin one-side

PT 51

double transom pivot patch fitting

6868

149 149

( 160 .85 ) ( 160 .85 )

37

(5
5)

36 36

(5
5)

37

Ø1
6

Ø1
6

R 55

R80

R5
5R8
0

2

2

Ø16

60

30

45 30 10

R10

fin on both sides

PT 51.1

R10

Ø16

60

30

4530

R10

2

10

2

Ø16

60

30

45 30 10
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WSS 

213Locks and Fittings for Glass

Glass preparation
� transom / sidepanel connectors Page 196

transom / sidepanel connectors 30.200.0700.___ – 30.202.1320.___

10

full height sidepanel

PT 60 / PT 61

2

35 .5 35 .5

Ø1
6

36

73

( 73 )

Ø 16

full width transom panel

PT 60 / PT 61

35 .5

Ø1
6

36

(7
3)

7 3

Ø16

2

353 6
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Double action door patch fittings

WSS 

214 Locks and Fittings for Glass

Glass preparation
� transom / sidepanel connectors Page 196

90° transom / sidepanel connectors 30.204.0710.___ – 30.206.1324.___

A clearance of 8 mm is to be maintained 
for double action doors, 3 mm for outward
opening single action doors.

10

PT 63 / PT 63.1

46

33

73

Ø1
6

34

3 2

Ø1
6

2

2

8/3
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WSS 

215Locks and Fittings for Glass

Glass preparation
� transom / sidepanel connectors Page 197

Transom / sidepanel connector / fin one-side 30.216.0710.___ – 30.218.1324.___
Transom / sidepanel connector / fin on both sides 30.220.0700.___ – 30.222.1320.___

10

PT 65.2 / PT 65.3

transom / sidepanel connectors

fin on both sidesfin one-side

full height sidepanel

35 .535 .5

2

36

Ø1
6

73

( 73 )

2

Ø16

60

30

45 30 10

R10
R10

Ø16

60

30

4530

R10

2

10

2

Ø16

60

30

45 30 10

PT 65 / PT 65.1
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Double action door patch fittings

WSS 

216 Locks and Fittings for Glass

Glass preparation
� transom / sidepanel connectors Page 197

Transom / sidepanel connector / fin one-side 30.216.0710.___ – 30.218.1324.___
Transom / sidepanel connector / fin on both sides 30.220.0700.___ – 30.222.1320.___

10

PT 65.2 / PT 65.3

transom / sidepanel connector

fin on both sidesfin one-side

full width transom panel

Ø1
6

36

(7
3)

7 3

Ø16

2

353 6

35 .5

R10

2

Ø16

60

30

45 30 10

R10

2

Ø16

60

30

45 30 10

Ø16

60

30

4530

10

R10

2
PT 65 / PT 65.1
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WSS 

217Locks and Fittings for Glass

Glass preparation
� transom connectors Page 198

transom connectors 30.300.0700.___ – 30.302.1300.___

90° transom connector 30.304.0700.___ – 30.306.1324.___

PT 73 / PT 73.1

10

PT 70 / PT 72

Ø1
6

3 5 . 5 35 .5

(73 )

2

30

A A

A - A

46

Ø16

2
Ø1
6

32

Kapitel_10E.qxd  15.08.2003  14:27 Uhr  Seite 217 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



Double action door patch fittings

WSS 

218 Locks and Fittings for Glass

Glass preparation
� transom connectors Page 199

transom connectors / fin one-side 30.316.0700.___ – 30.318.1304.___
transom connectors / fin on both sides 30.320.0700.___ – 30.322.1300.___

transom connectors

10

PT 71.2 / PT 71.3

fin on both sidesfin one-side

2

Ø16

60

30

45 30 10

R10
R10

Ø16

60

30

4530

R10

2

10

2

Ø16

60

30

45 30 10

PT 71 / PT 71.1

Ø1
6

3 5 . 5 35 .5

(73 )

2

30
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Double action door patch fittings

WSS 

219Locks and Fittings for Glass

Glass preparation
� glass/glass connectors Page 200

glass/glass connector 30.400.0700.___ + 30.400.1300.___

glass/glass connectors / fin one-side 30.402.0700.___ + 30.402.1300.___

PT 80

10

35 .5 35 .5

(73 )

2

35
.5

35
.5

(7
3)

2

Ø1
6

PT 81

35 .5 35 .5

(73 )

2

35
.5

35
.5

(7
3)

2

Ø1
6

R 10

2

Ø16

60

30

453010

A - A
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Double action door patch fittings

WSS 

220 Locks and Fittings for Glass

Glass preparation
� glass/glass connectors Page 200

90° glass/glass connector 30.404.0700.___ + 30.404.1300.___

135° glass/glass connector 30.406.0700.___ + 30.406.1300.___

PT 82

10
73

A A

2

Ø1
6

32

A - A

Ø16

46

PT 82.1

73

A A

2

30

Ø16

135°

A - A
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Double action door patch fittings

WSS 

221Locks and Fittings for Glass

Glass preparation
� glass/glass connectors Page 200 – 201

glass/glass connector 30.410.0700.___ + 30.410.1300.___

glass/wall connector 30.412.0700.___ + 30.412.1300.___

PT 84

10

PT 83

73

34 34

Ø16

80

32

73

Ø 16

2

30

7330

2 0

Ø16

R10
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Double action door patch fittings

WSS 

222 Locks and Fittings for Glass

Glass preparation
� connectors Page 201

glass/glass connector 30.414.0700.___ + 30.414.1300.___

glass/wall connector 30.500.0700.___ + 30.500.1300.___

PT 90

10

PT 74
32

Ø16

2

34 34

80

Ø16

30

40

R10
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Double action door patch fittings

WSS 

223Locks and Fittings for Glass

Glass preparation
� connector Page 201

glass/glass roof connector 30.502.0700.___ + 30.502.1300.___

PT 92

10

2

A A

2

46

Ø16

32

46 Ø 16

Ø1
6

A - A
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Double action door patch fittings

WSS 

224 Locks and Fittings for Glass

Glass preparation
� Connector Page 201

transom roof connector / fin one-side 30.504.0700.___ + 30.504.1300.___

10

PT 93

73

A A

Ø16

2

32

46

Ø1
6

2

1 03045

46

Ø 16 60

R 10

A - A
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Double action door patch fittings

WSS 

225Locks and Fittings for Glass

Glass preparation
� Connector Page 201

transom roof connector / fin on both sides 30.506.0700.___ + 30.506.1300.___

PT 94

10

73

AA

30
45

Ø1
6

10

3 2

46

2

R1060

Ø162 46

Ø1
6

46

Ø 16 60

2
103045

R10

A - A
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Double action door patch fittings

WSS 

226 Locks and Fittings for Glass

Glass preparation
� patch fittings 15 mm pivot point (pinch free) Page 202 � suitable for 8 - 12 mm glass

transom pivot patch fitting 30.604.0600.___

bottom pivot patch fitting 30.600.0600.___

top pivot patch fitting 30.602.0600.___

10

PT 10 / 15

37

5 5

82

148

36

Ø20

R10

PT 20 / 15

37

5 5

82

148

36

Ø20

R10

PT 30 / 15

Ø1
6

R 8
0

R5
5

68

( 160 .85 )

148

3637

(5
5)
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Double action door patch fittings

WSS 

227Locks and Fittings for Glass

Glass preparation
� patch fittings 15 mm pivot point (pinch free) Page 203 � suitable for 8 - 12 mm glass

transom / sidepanel pivot patch fitting 30.606.0600.___

transom / sidepanel pivot patch fitting 30.606.0600.___

10

PT 40 / 15

full height sidepanel

147
68

( 160 .85 )

36

(5
5)

R55 37

R80

Ø1
6

36

73

2

36

Ø1
6

PT 40 / 15

full width transom panel

185

Ø16

37

2

Ø 16

Ø16

36
35

(7
3)

3 6
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transom / sidepanel pivot patch fitting / fin one-side 30.608.0610.___ + 30.608.0620.___

Double action door patch fittings

WSS 

228 Locks and Fittings for Glass

Glass preparation
� patch fittings 15 mm pivot point (pinch free) Page 203 � suitable for 8 - 12 mm glass

10
PT 41 / 15

full height sidepanel

PT 41 / 15

full width transom panel

36

Ø1
6

6 8
147

( 160 .85 )

3736
(5
5)

R 55

2

36

73

R80

Ø1
6

A

A

185

36
35

(7
3)2

Ø 16

36

Ø16

Ø1
6

37

30

60

R 10

Ø1
6

2

103045

PT 41

R10

2

Ø16

60

30

45 30 10

fin one-side

transom / sidepanel pivot patch fitting

transom / sidepanel pivot patch fitting

fin one-side

PT 41
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Single action door 
patch fittings
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Single action door patch fittings

The flexible system for all installation situations.

11
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Single action door patch fittings

WSS 

232

Technical details

Locks and Fittings for Glass

Summary and position

*
33

min .4

3 2

8

B

H

2

3 . 5

US10

US10 US10

AT20

AT10

AT41

AT10

GK20AT40

US10AT20

US20GK50

All-glass constructions with stabilizing fins:
Stabilizing fins should be used on any all-glass assembly
when the following conditions apply:

Formula:
B + H ≥ 1.400 mm

For information regarding the correct size and installation
of a stabilizing fin please refer to a specialist glazing 
contractor.

Information:
When specifying, installing patch fittings please ensure all
local, national, international and manufactures regulations
and guidelines are complied with.

Position Description Page

AT 10 bottom pivot patch fitting 237

AT 20 top pivot patch fitting 237

AT 40 transom / sidepanel pivot patch fitting 237

AT 41 transom / sidepanel pivot patch fitting 238
with fin - right hand

US 10 - GK 50 locks and strike boxes 249 – 281

door width *clearance

400 – 600 mm 11 mm

601 – 1.000 mm 8 mm

1.001 – 1.200 mm 6 mm

A minimum 3 mm clearance is required between door to
sidepanel and minimum 4 mm between door to door.

11
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Single action door patch fittings

WSS 

233Locks and Fittings for Glass

Technical details

Assembly information
1. Glass and gaskets have to be dust- and grease free
2. Select the appropriate gaskets according to glass thickness
3. Assemble base fittings on glass door leaf
4. Covers to be clipped on assembled base fittings
Assembly instructions are enclosed with the fittings

10

1

4
3

2
6

5

5

7

8

9

Pivot patch fittings

1 base fitting/lever arm
2 base fitting
3 gaskets
4 adhesive pads
5 fixing screws

6 isolation sleeves
7 adhesive pads
8 cover
9 cover

10 cover plate

Components

Technical Features
� Suitable for 8 - 15 mm thick glass as standard
� none rebated frame / 24 - 45 mm frame rebate depth available
� Standard glass preparation details
� Covers in aluminium, brass and stainless steel
� Lever arm in aluminium and brass
� Base fittings manufactured from solid steel - black coated
� Stainless steel screws M6 (torque setting 10 Nm)
� Tested to more than 500.000 closing cycles
� Patented innovation
� max. size: 1.100 x 2.400 mm (24 mm frame rebate depth)

max. weight: 100 kg (bottom and top pivot patch fitting)
� max. size: 1.200 x 2.400 mm (24 mm frame rebate depth)

max. weight: 120 kg (bottom door rail and top pivot 
patch fitting)

11
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Single action door patch fittings

WSS 

234

Technical details

Locks and Fittings for Glass

52

58

3

2

16
5

3

3

3 . 5
165

52

10
7

220

8

11
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Single action door patch fittings

WSS 

235Locks and Fittings for Glass

Technical details

Offset and frame rebate depth
� patch fitting with standard 58 mm offset suitable for

24 mm frame rebate depth (see drawing)
� patch fittings suitable for 25 - 45 frame rebate depth 

are also available
� The offset is determined by measuring between the

centre line of the glass to the pivot point centre.
� Formula: frame rebate depth - 24 mm + 58 mm = offset

Example: 40 mm - 24 mm + 58 mm = 74 mm

15 165

52

58

3 .5 28

drawing shows ”DIN left“

Patch fittings widths
� using 8 mm glass: 26 mm wide
� using 10 mm glass: 28 mm wide (see drawing)
� using 12 mm glass: 28 mm wide (see drawing)
� using 15 mm glass: 31 mm wide

58

24

3 . 5door w idth (FB )

mm free g lass edge15

drawing shows ”DIN right“

11
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Single action door patch fittings

WSS 

236 Locks and Fittings for Glass

Materials and surface finishes

Materials Surface finishes code Single action door patch fittings

mill finish … 105 �

E4/C-0 silver … 112 �

RAL 9010 pure white … 250 �

RAL 9016 traffic white … 255 �

Aluminium E4/S5/EV 5 similar gold … 132 �

E4/C 34 dark bronze … 152 �

E4/C 31 similar stainless steel … 137 �

special anodized … 199 �

RAL coated … 295 �

polished … 318 �

matt brushed … 328 �

Brass satin chrome … 372 �

polished chrome … 374 �

velour nickel plated … 376 �

satin … 426 �
Stainless Steel

polished … 416 �

Information:
When using patch fittings with stainless steel covers the
lever arms and fixing plate will be supplied in brass. These
items will be supplied with a surface finish to match the
main coverplates.

11

Page 
352 – 353
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Single action door patch fittings

WSS 

237
Page 
242 – 248

Page 
236

Page 
232 – 235 Locks and Fittings for Glass

None rebated frame 

AT 10 - Bottom pivot patch fitting
bottom pivot patch fitting with lever arm
to suit flat-tapered floor spring spindle
Glass DIN left DIN right

8-15 mm 31.100.0710.___ 31.100.0720.___

28

165

52

AT 20 - Top pivot patch fitting 
top pivot patch fitting with lever arm
for ø 15 mm pivot pin
Glass DIN left DIN right

8-15 mm 31.102.0710.___ 31.102.0720.___

165

52

28

Ø 15

AT 30 - Transom pivot patch fitting
transom pivot patch fitting with lever arm 
and ø 15 mm pivot pin
Glass DIN left DIN right

8-12 mm 31.104.0610.___ 31.104.0620.___

15 mm 31.104.1210.___ 31.104.1220.___

23
+2 -1

2 8

165

M8

52

Ø 15

AT 40 - Transom / sidepanel pivot patch fitting
transom / sidepanel pivot patch fitting with lever arm
and ø 15 mm pivot pin
Glass DIN left DIN right

8-15 mm 31.106.0710.___ 31.106.0720.___

28

220 52

52

Ø 15 10
7

11
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Single action door patch fittings

WSS 

238
Page 
232 – 235

Page 
236

Page 
242 - 248

None rebated frame

Locks and Fittings for Glass

AT 41 - Transom / sidepanel pivot patch fitting / fin one-side
transom / sidepanel pivot patch fitting with lever arm 
and ø 15 mm pivot pin, with fin one-side

Glass DIN left DIN right

8-15 mm 31.108.0710.___ 31.108.0720.___

28

28

220
52

52 Ø 15

10
7

AT 28 - Top pivot patch fitting / glass-glass
top pivot patch fitting to suit Roman arch doors
with glass sidepanel, max. 35 kg door weight 
when used as a pair
Glass DIN left DIN right

8-15 mm 31.110.0710.___ 31.110.0720.___

3

28

165

52

107

AT 29 - Top pivot patch fitting / glass-wall
top pivot patch fitting to suit Roman arch doors, 
with wall fixing plate, max. 35 kg door weight when used
as a pair
Glass DIN left DIN right

8-15 mm 31.112.0710.___ 31.112.0720.___

28

3 165

52

107

AT 29.1 - Top pivot patch fitting / glass-frame
top pivot patch fitting to suit Roman arch doors,
with frame fixing plate, max. 35 kg door weight when used
as a pair
Glass DIN left DIN right

8-15 mm 31.114.0710.___ 31.114.0720.___

35

28

165
52

63

11
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Single action door patch fittings

WSS 

239
Page 
242 - 248

Page 
236

Page 
232 – 235 Locks and Fittings for Glass

24 mm frame rebate depth

AT 10.1 - Bottom pivot patch fitting
bottom pivot patch fitting with one 15 mm free glass edge 
and lever arm to suit flat-tapered floor spring spindle

Glass DIN left DIN right

8-15 mm 31.200.0710.___ 31.200.0720.___

1528
165

52

AT 20.1 - Top pivot patch fitting
top pivot patch fitting with one 15 mm free glass edge and
lever arm for ø 15 mm pivot pin

Glass DIN left DIN right

8-15 mm 31.202.0710.___ 31.202.0720.___

165 1528

52

Ø 15

AT 20.2 - Top pivot patch fitting
top pivot patch fitting with two 15 mm free glass edges
and lever arm for ø 15 mm pivot pin
Glass DIN left DIN right

8-15 mm 31.204.0710.___ 31.204.0720.___

165 1528

15
52

Ø 15

AT 30.1 - Transom pivot patch fitting
transom pivot patch fitting with one 15 mm free glass edge
and lever arm with ø 15 mm pivot pin

Glass DIN left DIN right

8-15 mm 31.206.0710.___ 31.206.0720.___

28
165 15

52

Ø15

AT 29.2 - Top pivot patch fitting / glass-frame
top pivot patch fitting with one 15 mm free glass edge
to suit Roman arch doors, with frame fixing plate,
max. 35 kg door weight when used as a pair
Glass DIN left DIN right

8-15 mm 31.208.0710.___ 31.208.0720.___

35

1528
150

52

63

11
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Single action door patch fittings

WSS 

240
Page 
232 – 235

Page 
236

Page 
242 – 248

25 – 45 mm frame rebate depth
� Please specify frame rebate depth!

Locks and Fittings for Glass

AT 10.3 - Bottom pivot patch fitting
bottom pivot patch fitting with one 15 mm free glass edge
and lever arm to suit flat-tapered floor spring spindle
Glass DIN left DIN right

8-15 mm 31.300.0710.___ 31.300.0720.___

1528
165

52

AT 20.3 - Top pivot patch fitting
top pivot patch fitting with one 15 mm free glass edge
and lever arm for ø 15 mm pivot pin

Glass DIN left DIN right

8-15 mm 31.302.0710.___ 31.302.0720.___

165 1528

52

Ø 15

AT 20.4 - Top pivot patch fitting
top pivot patch fitting with two 15 mm free glass edges 
and lever arm for ø 15 mm pivot pin

Glass DIN left DIN right

8-15 mm 31.304.0710.___ 31.304.0720.___

165 15
28

15
52

Ø 15

AT 30.3 - Transom pivot patch fitting
transom pivot patch fitting with one 15 mm free glass edge
and lever arm with ø 15 mm pivot pin 
Glass DIN left DIN right

8-15 mm 31.306.0710.___ 31.306.0720.___

28
165 15

52

Ø 15

AT 29.3 - Top pivot patch fitting / glass-frame
top pivot patch fitting with one 15 mm free glass edge
to suit Roman arch doors, with frame fixing plate,
max. 35 kg door weight when used as a pair

Glass DIN left DIN right

8-15 mm 31.308.0710.___ 31.308.0720.___

35

1528
150

52

63

11
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Single action door patch fittings

WSS 

241
Page 
242 – 248

Page 
236

Page 
232 – 235 Locks and Fittings for Glass

Accessories

AT 24 - Top lever arm
top lever arm with ø 15 mm pivot pin and fixing block for 
timber and metal frames
Glass

8-12 mm 31.400.0600.___

15 mm 31.400.1200.___

99 .5

Ø1522 2616

AT 24.1 - Top lever arm
top lever arm with ø 15 mm pivot pin and angle bracket
for timber frames

Glass

8-12 mm 31.402.0600.___

15 mm 31.402.1200.___

4

Ø 15
99 .5

2622

AT 24.2 - Top lever arm
top lever arm with ø 15 mm pivot pin and 
fixing screws for metal frames

Glass

8-12 mm 31.404.0600.___

15 mm 31.404.1200.___

Ø1 1
Ø15

85 .5

40

PT 30.3 - Fixing plate
wall fixing plate for use with transom pivot patch fitting
AT 30

30.116.0000.___

32

2 . 5

M8
60
40

Ø8 .2

PT 30.4 - Fixing screw
galvanized wall fixing screw and plug for use with transom
pivot patch fitting AT 30

30.118.0000.010

PT 30.5 - Threaded bolt
stainless steel threaded bolt and plug for use with transom
pivot patch fitting AT 30

30.120.0000.405

PT 11 - Free swing floor pivot
height-adjustable, galvanized free swing floor pivot

30.122.0000.010

7±
2m

m5 6

4

11

M8
woodthread

50

10

M8

50
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Single action door patch fittings

WSS 

242

Glass preparation

Locks and Fittings for Glass

Information:
The glass preparation shown applies to 8-12 mm 
toughened glass.
When using 15 mm thick glass it is advisible to slot the
glass hole and to increase the diameter to 20 mm.

transom pivot patch fitting

top pivot patch fitting

bottom pivot patch fitting

transom/sidepanel strike box

universal corner lock

universal centre lock/
strike box

11 Ø1
6

R 80R55

68

( 160 .85 )(
148

36 37(5
5)

2

3

10
7

2 20

52

58

3

16
5

3

3 . 5 165

52

8

3 6 48 48

Ø1
6

32
.5

3 6 48 48

Ø1
6

32
.5

1 85

Ø16

37

2

Ø 16

Ø16

36
35

(7
3)

3 6

138
148

39 43

34 °

Ø1
6

R1 1

43

13
2

R 1
0
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Single action door patch fittings

WSS 

243Locks and Fittings for Glass

Glass preparation
� patch fittings none rebated frame Page 237

bottom pivot patch fitting 31.100.0710.___ + 31.100.0720.___

transom pivot patch fitting 31.104.0610.___ – 31.104.1220.___

AT 10

top pivot patch fitting 31.102.0710.___ + 31.102.0720.___

11

Ø1
6

32
.5

3 6 48 48

AT 20

Ø1
6

32
.5

3 6 48 48

AT 30

Ø1
6

R 8
0

R5
5

68

( 160 .85 )

148

3637

(5
5)
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Single action door patch fittings

WSS 

244

Glass preparation
� patch fittings none rebated frame Page 237

Locks and Fittings for Glass

transom / sidepanel pivot patch fitting 31.106.0710.___ + 31.106.0720.___

transom / sidepanel pivot patch fitting 31.106.0710.___ + 31.106.0720.___

AT 40
11

full height sidepanel

36 30

7 0
1 15

( 147 )

185

Ø1
6

36

73

Ø1
6

2

36

AT 40

full width transom panel

35

2

1 49

36 30

7 0

1 15

185

Ø1
6

Ø1
6

36

3 6
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Single action door patch fittings

WSS 

245Locks and Fittings for Glass

Glass preparation
� patch fittings none rebated frame Page 238

transom / sidepanel pivot patch fitting / fin one-side 31.108.0710.___ + 31.108.0720.___

AT 41 full height sidepanel

transom / sidepanel pivot patch fitting fin one-side

11

36 30

7 0
1 15

( 147 )

185

Ø1
6

36

73

Ø1
6

2

36

60

R 10

103045

30

2

Ø1
6

AT 41 full width transom panel

fin one-side

36
35

2

1 49

36 30

7 0

1 15

185

Ø1
6

Ø1
6

3 6

2

60

R 10

103045

30

2

Ø1
6

transom / sidepanel pivot patch fitting
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Single action door patch fittings

WSS 

246

Glass preparation
� patch fittings none rebated frame Page 238

Locks and Fittings for Glass

top pivot patch fitting / glass-glass 31.110.0710.___ + 31.110.0720.___

top pivot patch fitting / glass-frame 31.114.0710.___ + 31.114.0720.___

AT 28

top pivot patch fitting / glass-wall 31.112.0710.___ + 31.112.0720.___

11

Ø16

48483648

13
.5

Ø 16

3

33 .5

AT 29

36 48 48

Ø1
6

AT 29.1

36 48 48

Ø1
6

32
.5

Kapitel_11E.qxd  15.08.2003  14:00 Uhr  Seite 246 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



Single action door patch fittings

WSS 

247Locks and Fittings for Glass

Glass preparation
� patch fittings 24 - 45 mm frame rebate depth Page 239 – 240

bottom pivot patch fitting / 24 mm 31.200.0710.___ + 31.200.0720.___
bottom pivot patch fitting / 25 – 45 mm 31.300.0710.___ + 31.300.0720.___

transom pivot patch fitting / 24 mm 31.206.0710.___ + 31.206.0720.___
transom pivot patch fitting / 25 – 45 mm 31.306.0710.___ + 31.306.0720.___

top pivot patch fitting / 24 mm 31.202.0710.___ – 31.204.0720.___
top pivot patch fitting / 25 – 45 mm 31.302.0710.___ – 31.304.0720.___

11AT 10.1 / AT 10.3
AT 30.1 / AT 30.3

36 48 48

Ø1
6

32
.5

AT 20.1 / AT 20.2
AT 20.3 / AT 20.4

Ø1
6

32
.5

3 6 48 48
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248

Glass preparation
� patch fittings 24 - 45 mm frame rebate depth Page 239 – 240

Locks and Fittings for Glass

top pivot patch fitting / glass-frame / 24 mm 31.208.0710.___ + 31.208.0720.___
top pivot patch fitting / glass-frame / 25 – 45 mm 31.308.0710.___ + 31.308.0720.___

11
AT 29.2 / AT 29.3

Ø1
6

32
.5

3 6 48 48
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Locks and Strike boxes
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Locks and Strike boxes

Perfect function and modern design provides
reassuring and reliable security for today’s
constructions in glass.

12
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Technical details

Locks and Fittings for Glass

Summary and position

2 2

2

3

3

3

2

PT30

PT20

PT60

US20 GK50

PT20

PT40 GK40

US10

H

B

3 23

PT20

PT40

US10US10

GK21

PT20

PT40

33 4

8 8 55/6555/65

PT10 US10 US10

US20GK50

PT108

8

3 3

PT10 US10 PT10 US10

Information:
Universal corner locks and centre locks from US 10 - US 20
are available with a single throw dead bolt.
All other locks will be delivered with double throw dead
bolts.
The bolt projection is always 20 mm.

Position Description Page

US 10 universal corner lock 257

GK 21 double transom strike box 
with fin one-side 259

GK 40 transom / sidepanel strike box 260

US 20 universal centre lock 262

GK 50 universal strike box 262

PT 10 - PT 60 double action door patch fittings 181 – 228

12
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Technical details

Assembly information
1. Glass and gaskets have to be dust- and grease free
2. Select the appropriate gaskets according to glass 

thickness
3. Assemble base fittings on glass door leaf
4. Covers to be clipped on assembled base fittings
Assembly instructions are enclosed with the fittings

61m
m

9
5

7

6

4

2

12

8

10

5

1 1

1
3

6

Universal corner lock

1 base fitting/lock insert
2 base fitting
3 gaskets
4 adhesive pads
5 fixing screws
6 isolation sleeves

7 fixing screw
8 cover
9 cover

10 adjusting screw
11 fixing screw
12 grub screw

Components 

Technical Features
� Suitable for 8 - 12 mm thick glass as standard
� 15 and 19 mm also available as standard
� Profile cylinder 61 mm length for 8 - 19 mm thick glass
� Flush assembly of profile cylinder according 

to DIN 18257
� Standard glass preparation details
� Covers in aluminium, brass and stainless steel
� Base fitting manufactured from solid steel - 

black coated
� Stainless steel screws M5 (torque setting 6 Nm)
� Tested to more than 450.000 closing cycles
� Patent applied for (pending)

12
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Technical details

Locks and Fittings for Glass

8

3

3

52

52/62

52

1 65

220

10
7

16
5

3

2

12
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Technical details

Handing of the locks and strike boxes is determined by viewing from inside and above.

Universal corner locks for profile half cylinder

drawing shows ”left hand“

lock ”left“ usable:
left on bottom or right on top

view from outside
cover blind

view from inside
prepared for cylinder

lock ”right“ usable:
right on bottom or left on top

drawing shows ”right hand“

Transom / sidepanel strike boxes with fin and stop

drawing shows ”left hand“
stop outside / fin inside

drawing shows ”right hand“
stop outside / fin inside

DIN left for door DIN right DIN right for door DIN left

12

i n s ide
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Materials and surface finishes

Locks and Fittings for Glass

Locks Door hold Materials Surface finishes code Door stopStrike boxes open device

mill finish … 105 �

E4/C-0 silver … 112 � �

RAL 9010 pure white … 250 � �

RAL 9016 traffic white … 255 � �

Aluminium E4/S5/EV 5 similar gold … 132 �

E4/C 31 similar stainless steel    … 137 �

E4/C 34 dark bronze … 152 �

special anodized … 199 �

RAL coated … 295 �

polished … 318 � �

satin … 328 � �

Brass satin chrome … 372 �

polished chrome    … 374 �

velour nickel plated   … 376 � �

satin … 426 � � �
Stainless Steel

polished … 416 � �

Information:
When using corner locks, slide over corner locks with stain-
less steel covers, strike boxes GK 33 to GK 36 just as GK 14
and SO 37 to SO 38 will be delivered in brass with a surface
finish to match the main coverplates.

12

Page 
352 – 353
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Page 
269 – 281

Page 
256

Page 
252 – 255 Locks and Fittings for Glass

Universal corner locks

US 10 - Universal corner lock
universal corner lock with square bolt,
prepared for profile cylinder
Glass

8-12 mm 32.100.0600.___

15 mm 32.100.1200.___

19 mm 32.100.1300.___

28

43 .5

52

1 65

38

US 10.1 - Universal corner lock
universal corner lock with round bolt,
prepared for profile cylinder
Glass

8-12 mm 32.102.0600.___

15 mm 32.102.1200.___

19 mm 32.102.1300.___

28

63
15

165

52

US 10.2 - Universal corner lock / profile half cylinder
universal corner lock with square bolt,
prepared for profile half cylinder
Glass left right

8-12 mm 32.104.0610.___ 32.104.0620.___

15 mm 32.104.1210.___ 32.104.1220.___

19 mm 32.104.1310.___ 32.104.1320.___

28

43 .5

52

1 65

38

US 10.3 - Universal corner lock / profile half cylinder
universal corner lock with round bolt,
prepared for profile half cylinder
Glass left right

8-12 mm 32.106.0610.___ 32.106.0620.___

15 mm 32.106.1210.___ 32.106.1220.___

19 mm 32.106.1310.___ 32.106.1320.___

28

63
15

165

52

12
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Page 
252 – 255

Page 
256

Page 
269 – 281

Universal strike boxes

Locks and Fittings for Glass

GK 30 - Transom strike box
transom strike box

Glass

8-12 mm 32.108.0600.___

15 mm 32.108.1200.___

19 mm 32.108.1300.___

38
48

52

28

165

PT 30.3 - Fixing plate
wall fixing plate for use with transom strike box
GK 30 / GK 30.1

30.116.0000.___

32

2 .
5

M8
60
40

Ø8 . 2

PT 30.4 - Fixing screw
galvanized wall fixing screw and plug for use with transom
strike box GK 30 / GK 30.1

30.118.0000.010

woodthread

M8

50

10

PT 30.5 - Threaded bolt
stainless steel threaded bolt and plug for use with transom
strike box GK 30 / GK 30.1

30.120.0000.405

M8

50

GK 30.1 - Transom strike box
transom strike box with stop

Glass left right

8-12 mm 32.110.0610.___ 32.110.0620.___

15 mm 32.110.1210.___ 32.110.1220.___

19 mm 32.110.1310.___ 32.110.1320.___

38
48

52

28

165

12
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Page 
269 – 281

Page 
256

Page 
252 – 255 Locks and Fittings for Glass

Universal strike boxes

GK 20 - Transom strike box
double transom strike box

Glass

8-12 mm 32.112.0600.___

15 mm 32.112.1200.___

19 mm 32.112.1300.___

52

3 34
28

48
484

38 38

GK 20.1 - Transom strike box
double transom strike box with stop

Glass

8-12 mm 32.114.0600.___

15 mm 32.114.1200.___

19 mm 32.114.1300.___

52

3 34
28

48
484

38 38

GK 21 - Transom strike box / fin one-side
double transom strike box with fin one-side

Glass

8-12 mm 32.116.0600.___

15 mm 32.116.1200.___

19 mm 32.116.1300.___

28

48 38
48

38

52

334

28

4

GK 21.1 - Transom strike box / fin one-side
double transom strike box with stop and fin one-side

Glass

8-12 mm 32.118.0600.___

15 mm 32.118.1200.___

19 mm 32.118.1300.___

28

48 38
48

384

52

334

28

12
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Page 
256

Page 
269 – 281

Universal strike boxes

Locks and Fittings for Glass

GK 40 - Transom / sidepanel strike box
transom / sidepanel strike box

Glass

8-12 mm 32.120.0600.___

15 mm 32.120.1200.___

19 mm 32.120.1300.___

10
7

2 20

52

28

52
41

48

GK 40.1 - Transom / sidepanel strike box
transom / sidepanel strike box with stop

Glass left right

8-12 mm 32.122.0610.___ 32.122.0620.___

15 mm 32.122.1210.___ 32.122.1220.___

19 mm 32.122.1310.___ 32.122.1320.___

10
7

2 20

52

28

52
41

48

GK 41 - Transom / sidepanel strike box / fin one-side
transom / sidepanel strike box with fin one-side

Glass left right

8-12 mm 32.124.0610.___ 32.124.0620.___

15 mm 32.124.1210.___ 32.124.1220.___

19 mm 32.124.1310.___ 32.124.1320.___

1 13

220 52

41
48

10
7

52

2 8

28

GK 41.1 - Transom / sidepanel strike box / fin one-side
transom / sidepanel strike box with stop and fin one-side

Glass stop left right

8-12 mm inside 32.126.0613.___ 32.126.0623.___

8-12 mm outside 32.126.0614.___ 32.126.0624.___

15 mm inside 32.126.1213.___ 32.126.1223.___

15 mm outside 32.126.1214.___ 32.126.1224.___

19 mm inside 32.126.1313.___ 32.126.1323.___

19 mm outside 32.126.1314.___ 32.126.1324.___

1 13

220 52

41
48

10
7

52

2 8

28

GK 41.2 - Transom / sidepanel strike box / fin on both sides
transom / sidepanel strike box with fin on both sides

Glass

8-12 mm 32.128.0600.___

15 mm 32.128.1200.___

19 mm 32.128.1300.___

10
7

2 20

52

28

52
4148

28

GK 41.3 - Transom / sidepanel strike box / fin on both sides
transom / sidepanel strike box with stop and fin on both sides

Glass left right

8-12 mm 32.130.0610.___ 32.130.0620.___

15 mm 32.130.1210.___ 32.130.1220.___

19 mm 32.130.1310.___ 32.130.1320.___

10
7

2 20

52

28

52
41

48

28

12
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269 – 281

Page 
256

Page 
252 – 255 Locks and Fittings for Glass

Universal strike boxes

GK 42 - 90° Transom / sidepanel strike box
90° transom / sidepanel strike box
Glass left right

8-12 mm 32.132.0610.___ 32.132.0620.___

15 mm 32.132.1210.___ 32.132.1220.___

19 mm 32.132.1310.___ 32.132.1320.___

10
7

5 2

48

52

28 160 71

41

GK 42.1 - 90° Transom / sidepanel strike box
90° transom / sidepanel strike box, with stop
Glass stop left right

8-12 mm inside 32.134.0613.___ 32.134.0623.___

8-12 mm outside 32.134.0614.___ 32.134.0624.___

15 mm inside 32.134.1213.___ 32.134.1223.___

15 mm outside 32.134.1214.___ 32.134.1224.___

19 mm inside 32.134.1313.___ 32.134.1323.___

19 mm outside 32.134.1314.___ 32.134.1324.___

16028
71

48

52

52

10
7

GK 42.2 - 135° Transom / sidepanel strike box
135° transom / sidepanel strike box

Glass left right

8-12 mm 32.136.0610.___ 32.136.0620.___

15 mm 32.136.1210.___ 32.136.1220.___

19 mm 32.136.1310.___ 32.136.1320.___

16528
70

10
7

5 2

41
48

52

GK 42.3 - 135° Transom / sidepanel strike box
135° transom / sidepanel strike box, with stop
Glass stop left right

8-12 mm inside 32.138.0613.___ 32.138.0623.___

8-12 mm outside 32.138.0614.___ 32.138.0624.___

15 mm inside 32.138.1213.___ 32.138.1223.___

15 mm outside 32.138.1214.___ 32.138.1224.___

19 mm inside 32.138.1313.___ 32.138.1323.___

19 mm outside 32.138.1314.___ 32.138.1324.___

16528
70

10
7

5 2

4148

52

GK 42.4 - Transom / sidepanel strike box / 91°-134° / 136°-179°
transom / sidepanel strike box 91°-134° / 136°-179° angled
Details of angle necessary!
Glass left right

8-12 mm 32.140.0610.___ 32.140.0620.___

15 mm 32.140.1210.___ 32.140.1220.___

19 mm 32.140.1310.___ 32.140.1320.___

28

10
7

5 2

41
48

52

GK 42.5 - Transom / sidepanel strike box / 91°-134° / 136°-179°
transom / sidepanel strike box 91°-134° / 136°-179° angled,
with stop. Details of angle necessary!
Glass stop left right

8-12 mm inside 32.142.0613.___ 32.142.0623.___

8-12 mm outside 32.142.0614.___ 32.142.0624.___

15 mm inside 32.142.1213.___ 32.142.1223.___

15 mm outside 32.142.1214.___ 32.142.1224.___

19 mm inside 32.142.1313.___ 32.142.1323.___

19 mm outside 32.142.1314.___ 32.142.1324.___

28

10
7

5 2
41

48

52

12
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Page 
256

Page 
269 – 281

Universal centre locks and strike box

Locks and Fittings for Glass

US 20 - Universal centre lock
universal centre lock with square bolt,
prepared for profile cylinder
Glass

8-12 mm 32.200.0600.___

15 mm 32.200.1200.___

19 mm 32.200.1300.___

56
.5

38

5 2
16
5

2 8

US 20.1 - Universal centre lock
universal centre lock with round bolt,
prepared for profile cylinder
Glass

8-12 mm 32.202.0600.___

15 mm 32.202.1200.___

19 mm 32.202.1300.___

52

76
15

16
5

2 8

US 20.2 - Universal centre lock / profile half cylinder
universal centre lock with square bolt,
prepared for profile half cylinder
Glass left right

8-12 mm 32.204.0610.___ 32.204.0620.___

15 mm 32.204.1210.___ 32.204.1220.___

19 mm 32.204.1310.___ 32.204.1320.___

56
.5

38

5 2

16
5

2 8

US 20.3 - Universal centre lock / profile half cylinder
universal centre lock with round bolt,
prepared for profile half cylinder 
Glass left right

8-12 mm 32.206.0610.___ 32.206.0620.___

15 mm 32.206.1210.___ 32.206.1220.___

19 mm 32.206.1310.___ 32.206.1320.___

52

76
15

16
5

2 8

GK 50 - Universal strike box
universal strike box

Glass

8-12 mm 32.208.0600.___

15 mm 32.208.1200.___

19 mm 32.208.1300.___

51
.5

4816
5

2 8

52

12
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Page 
256

Page 
252 – 255 Locks and Fittings for Glass

Corner lock and strike boxes

ES 30 - Corner lock / 15 mm free glass edge
corner lock with round bolt and 15 mm free glass edge,
prepared for profile cylinder
Glass

8-12 mm 32.300.0600.___

15 mm 32.300.1200.___

19 mm 32.300.1300.___

95

1 010

11
0

2 0

15

70

GK 33 - Transom strike box
transom strike box
Available in aluminium and brass!
Glass

8-12 mm 32.302.0600.___

15 mm 32.302.1200.___

19 mm 32.302.1300.___

50

2 0

50

Ø 1612

70

70

GK 34 - Transom strike box
transom strike box with stop
Available in aluminium and brass!
Glass

8-12 mm 32.304.0600.___

15 mm 32.304.1200.___

19 mm 32.304.1300.___

65

1 2

20

50

Ø 16

70

70

GK 35 - Transom strike box
double transom strike box
Available in aluminium and brass!
Glass

8-12 mm 32.306.0600.___

15 mm 32.306.1200.___

19 mm 32.306.1300.___

20420

204
Ø16

12

50

50

GK 36 - Transom strike box
double transom strike box with stop
Available in aluminium and brass!
Glass

8-12 mm 32.308.0600.___

15 mm 32.308.1200.___

19 mm 32.308.1300.___

20420

20412

65

Ø 16

50

12
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Page 
256

Page 
269 – 281

Security locks and strike boxes

Locks and Fittings for Glass

SL 10 - Security lock
security lock with square bolt,
prepared for profile cylinder
Glass

8-12 mm 32.400.0600.___

15 mm 32.400.1200.___

19 mm 32.400.1300.___

39
. 5

96
.5

2 8

96 . 5

SL 10.1 - Security lock / profile half cylinder
security lock with square bolt,
prepared for profile half cylinder

Glass

8-12 mm 32.402.0600.___

15 mm 32.402.1200.___

19 mm 32.402.1300.___

39
. 5

96
.5

9 6 . 5

28

SL 11 - Security lock / 15 mm free glass edge
security lock with square bolt and 15 mm free glass edge,
prepared for profile cylinder
Glass

8-12 mm 32.404.0600.___

15 mm 32.404.1200.___

19 mm 32.404.1300.___

39
. 5

96
.5

9 6 . 5

28

GK 12 - Strike box
strike box

Glass

8-12 mm 32.406.0600.___

15 mm 32.406.1200.___

19 mm 32.406.1300.___

96
.5

9 6 . 5

GK 14 - Transom strike box
double transom strike box. Available in aluminium and brass!
Glass preparation on request!

Glass

8-12 mm 32.408.0600.___

15 mm 32.408.1200.___

19 mm 32.408.1300.___

197

35

50

39 . 5

12
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Slide over locks and strike boxes
� no glass preparation required

SO 30 - Slide over corner lock
slide over corner lock with round bolt and stainless steel 
bracket, prepared for profile half cylinder 
Glass

8-12 mm 32.500.0600.___

2210

11
0

2 0

15

70

SO 37 - Slide over strike box
slide over strike box with stainless steel bracket 
to suit slide over corner lock SO 30
Available in aluminium and brass!
Glass

8-12 mm 32.502.0600.___

26

2

50

Ø 16

52

42

70

SO 38 - Slide over strike box
slide over strike box with stainless steel bracket 
to suit corner lock ES 30. Available in aluminium and brass!
Glass

8-12 mm 32.504.0600.___

2

50

Ø 16

52

36

20
70

SO 10 - Slide over security lock
slide over security lock with square bolt and stainless steel
bracket, prepared for profile half cylinder

Glass

8-12 mm 32.506.0600.___

96
.5

9 6 . 5

28

12
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Accessories

Locks and Fittings for Glass

Strike plate
strike plate with screws and plugs
Available in brass and stainless steel!

32.600.0000.___

52

1 10

26

3.
5

Ø 1
1

Strike plate
strike plate with screws and plugs to suit security lock SL 10
Available in brass and stainless steel!

32.602.0000.___

201
9 1

52

26

3.
5

Ø 1
1

Strike plate / stop
strike plate in stainless steel with stop, screws and plugs 
for ceiling fixing

Glass

8 - 12 mm 32.604.0600.426

50

75
36

12

2

1 00

Stop
stop in stainless steel with screws and plugs 
for ceiling fixing

32.606.0600.426

7536

12

2

1 00

Floor socket
galvanized brass floor socket to suit ø 15 mm round bolt

32.610.0000.310

Ø3
816

Ø2
0

55 2.
5

Floor socket / dust protector
spring loaded floor socket with dust protector and stainless
steel cover ring, to suit ø 15 mm round bolt
corrosion-resistant version

32.612.0000.426

40
.5
1.
5

Ø 32
Ø16

Ø26

12

Kapitel_12E.qxd  18.08.2003  8:18 Uhr  Seite 266 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



Locks and Strike boxes

WSS 

267
Page 
252 – 255 Locks and Fittings for Glass

Accessories

Profile cylinder
matt nickel plated brass profile cylinder / DIN 18252,  
61 mm length, with 3 keys
keying

key to differ 26.500.0000.325

keyed alike 26.502.0000.325

61

Profile half cylinder
matt nickel plated brass profile half cylinder / DIN 18252,
40,5 mm length, with 3 keys
keying

key to differ 26.510.0000.325

keyed alike 26.512.0000.325

40 .5

Thumb turn profile cylinder
matt nickel plated brass thumb turn profile cylinder / 
DIN 18252, 61 mm length, with 3 keys
keying

key to differ 26.520.0000.325

keyed alike 26.522.0000.325

61

12
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268 Page 
256

Accessories

Locks and Fittings for Glass

Door hold open device
floor mounted door hold open device with satin stainless
steel cover plate and plastic release.
The stop is activated by allowing the door to pass over the
spring loaded plastic rail.
The door is released by depressing the plastic rail.
Glass door weight

8-12 mm max. 80 kg 32.700.0600.426

130

31

55

18
1 02

122 x 34

Door hold open device / spring loaded buffer
floor mounted door hold open device with satin stainless
steel cover plate, plastic release and spring loaded buffer.
The stop is activated by allowing the door to pass over the
spring loaded plastic rail to the buffer.
The door is released by depressing the plastic rail.
Glass door weight

8-12 mm max. 60 kg 32.702.0600.426

102
122 x 34
135

55

31
32

18

Door hold open device / rotating bolt
floor mounted door hold open device with satin stainless
steel cover plate and rotating bolt.
The rotating bolt comes out and stops.
When pressing the now visible bolt once again, the rotating
bolt will be released.
Glass door weight

8-12 mm max. 60 kg 32.710.0600.426

100 x 60

56 60

7 0

1 10

14

29

28

Door hold open device / clamping rail
door hold open device in stainless steel with spring loaded
bolt and slide over clamping rail.
To lock the door push down the bolt. To release apply
gentle pressure to the holding plate.

Glass door weight

8-12 mm max. 40 kg 32.720.0600.426

36

17
3

21
2

8 - 10

Ø28

Bottom lock
bottom lock with 2 keys and satin stainless steel cover plate

Glass keying

8-12 mm key to differ 32.730.0600.426

8-12 mm keyed alike 32.732.0600.426

143x60

56 60

34

70

153

1414

Door stop
door stop with screw and plug.
The door stop must be floor mounted. Stop must be 
positioned at the doors leading edge.

26.402.0000.___

12
24

Ø4

12
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Glass preparation

Information:
The glass preparation shown applies to 8-12 mm 
toughened glass.
When using 15 and 19 mm thick glass it is advisible to slot
the glass hole and to increase the diameter to 20 mm.
When ordering angled strike boxes produced to the 
customers specification the drawings of the glass prepara-
tion will be enclosed with the confirmation.

12

transom pivot patch fitting

top pivot patch fitting

bottom pivot patch fitting

transom/sidepanel strike box

universal corner lock

universal centre lock/
strike box

Ø1
6

R 80

R55

68

( 160 .85 )
148

36 37

(5
5)

8

3

3

52

52/62

52

1 65

220

10
7

16
5

3

2

Ø1
6

R8
0

R5
5

68

( 160 .85 )
148

36 37

(5
5)

Ø1
6

R 80R55

68

( 160 .85 )
148

36 37

(5
5)

1 85

Ø16

37

Ø 16

Ø16

36
35

(7
3)

3 6

2

1 38
148

39 43

34 °

Ø1
6

R1 1

43

13
2

R 1
0
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Glass preparation
� universal corner locks and strike boxes Page 257 – 258

Locks and Fittings for Glass

universal corner lock 32.100.0600.___ – 32.106.1320.___

transom strike box 32.108.0600.___ – 32.110.1320.___

12

US 10 / US 10.1
US 10.2 / US 10.3

138

148

39 43

34 °

Ø1
6

R1 1

GK 30 / GK 30.1

Ø1
6

R 80R55

68

( 160 .85 )

148

36 37

(5
5)
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Glass preparation
� universal strike boxes Page 259

double transom strike box 32.112.0600.___ – 32.114.1300.___

full width transomGK 20 / GK 20.1

12

138

300

(321 . 7 )

(5
5)

36 36

(5
5)

37

Ø1
6

Ø1
6

R 55

R80

R5
5R8
0

68

149

( 160 .85 )

(5
5)

36 37

Ø1
6

R 55

R80

68

149

( 160 .85 )
2

37 36

(5
5)Ø1
6

R 5
5R8
0

GK 20 / GK 20.1 split transom
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Glass preparation
� universal strike boxes Page 259

Locks and Fittings for Glass

double transom strike box / fin one-side 32.116.0600.___ – 32.118.1300.___

full width transom panel

fin one-side

GK 21 / GK 21.1

double transom strike box

12

138

300

(321 . 7 )

(5
5)

36 36

(5
5)

37

Ø1
6

Ø1
6

R 55

R80

R5
5R8
0

2

Ø 16

60

30

45 30 10

R10
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Glass preparation
� universal strike boxes Page 259

double transom strike box / fin one-side 32.116.0600.___ – 32.118.1300.___

12

split transom panel

fin one-side

GK 21 / GK 21.1

double transom strike box

68

149 149

( 160 .85 ) ( 160 .85 )
2

36

(5
5)

37

Ø1
6

Ø1
6

R 55

R80

R5
5R8
0(5
5)

6 8

37 36

2

Ø 16

60

30

45 30 10

R10
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Glass preparation
� universal strike boxes  Page 260

Locks and Fittings for Glass

transom / sidepanel strike box 32.120.0600.___ – 32.122.1320.___

transom / sidepanel strike box 32.120.0600.___ – 32.122.1320.___

12

GK 40 / GK 40.1

full height sidepanel

36
(5
5)

R 55

Ø1
6

1 47
68

37

R80

36

73

Ø1
6

2

36

( 160 .85 )

GK 40 / GK 40.1

full width transom panel

185

Ø16

37

2

Ø 16

Ø16

36
35

(7
3)

3 6
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Glass preparation
� universal strike boxes Page 260

transom / sidepanel strike box / fin one-side 32.124.0610.___ – 32.126.1324.___
transom / sidepanel strike box / fin on both sides 32.128.0600.___ – 32.130.1320.___

GK 41.2 / GK 41.3

transom / sidepanel strike box

fin on both sidesfin one-side

12

full height sidepanel

36

Ø1
6

37

73

6 8

147

( 160 .85 )
2

36

36

(5
5)

R55

R80

Ø1
6

A

A

R10

2

Ø16

60

30

45 30 10

R10

Ø16

60

30

4530

R10

2

10

2

Ø16

60

30

45 30 10

A-A

GK 41 / GK 41.1 
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Glass preparation
� universal strike boxes Page 260

Locks and Fittings for Glass

transom / sidepanel strike box / fin one-side 32.124.0610.___ – 32.126.1324.___
transom / sidepanel strike box / fin on both sides 32.128.0600.___ – 32.130.1320.___

12

GK 41.2 / GK 41.3

transom / sidepanel strike box

fin on both sidesfin one-side 

full width transom panel

185

36
35

(7
3)2

Ø 16

36

Ø16

Ø1
6

37

R 10

2

Ø16

60

30

45 30 10

R10

2

Ø16

60

30

45 30 10

Ø16

60

30

4530

10

R10

2
GK 41 / GK 41.1 
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Glass preparation
� universal strike boxes Page 261

90° transom / sidepanel strike box 32.132.0610.___ – 32.134.1324.___

135° transom / sidepanel strike box 32.136.0610.___ – 32.138.1324.___

12

GK 42 / GK 42.1
149

68

( 160 .85 )

36
(5
5)

R55

R80

Ø1
6

2

37

GK 42.2 / GK 42.3

R55

R80

68

149

160 .85

37

55
36

Ø1
6

2

73

36

AA

73

Ø1
6

36

5 5

135°

37

Ø16

A-A
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Glass preparation
� universal centre locks and strike box Page 262

Locks and Fittings for Glass

universal centre lock 32.200.0600.___ – 32.206.1320.___
universal strike box 32.208.0600.___ – 32.208.1300.___

12

US 20 / US 20.1
US 20.2 / US 20.3

GK 50

43

13
2

R 1
0
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Glass preparation
� corner lock and strike boxes Page 263

corner lock / 15 mm free glass edge 32.300.0600.___ – 32.300.1300.___

transom strike box 32.302.0600.___ – 32.304.1300.___

12

ES 30

65

65

Ø55

GK 33 / GK 34

65

32

45

Ø18
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Glass preparation
� strike boxes Page 263

Locks and Fittings for Glass

double transom strike box 32.306.0600.___ – 32.308.1300.___

full width transom panel

12

GK 35 / GK 36

32

7 3

Ø18

split transom panel

GK 35 / GK 36

32

7 3

Ø18

2
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Glass preparation
� security locks and strike boxes Page 264

security lock 32.400.0600.___ – 32.404.1300.___
strike box 32.406.0600.___ – 32.406.1300.___

SL 10 / SL 10.1
SL 11 

GK 12

12

48

48

Ø60
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12

Notes
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Double action door rails

The solution for heavy doors. 
Convincing in quality and design.

13
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Materials and surface finishes 290

Product information

105 mm door rails:

55/65 mm pivot point 291 - 292

22/24 mm pivot point 
(pinch free) 293

55/65 mm pivot point 
(electric strike release) 294 - 295

76 mm door rails:

55/65 mm pivot point 296

22 mm pivot point (pinch free) 297

Accessories 298 - 299

Sidepanel rails 300 - 301 13
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Technical details

Locks and fittings for Glass

3

8

3

3

52/62

10
5

(7
6)

13
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Technical details

38

96

20

top door rail with vertical lock and square bolt (single throw)

1 15

20

Ø 15

top door rail with vertical lock and round bolt (single throw)

13
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Technical details

Locks and fittings for Glass

Sectional view

3

10
5

28
28

10
5

8 8

10
5

28
28

10
5

3 3
25

76

8
25

76

25
8

76

25

76

3

„X” „X” „X” „X”

105 mm door rails 105 mm sidepanel rails 76 mm door rails 76 mm sidepanel rails

88

bottom door rail  
with rubber swipe seals

bottom door rail  
with brush seals

13
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Technical details

Information for door rails with electric strike release

Fail secure function: The door is only operational when a
power sauce is present. Power failure renders the door
lock inoperable.

179

Glass preparation - door rail with electric strike release

17R 10

100

� Suitable for 8 - 19 mm thick glass as standard
� 55/65 mm pivot point available as standard
� 22 mm pivot point for 8 - 15 mm thick glass (standard)
� 24 mm pivot point for 19 mm thick glass (standard)
� No glass preparation required 

(Except.: electric strike release)
� Covers in aluminium, brass and stainless steel
� Base profile manufactured from aluminium
� Stainless steel screws M6/M8 

(torque settings 10/16 Nm)
� Continuous brush / rubber swipe seal facility
� Tested to more than 1.000.000 closing cycles
� max. size: 1.400 x 2.800 mm (55/65 mm pivot pin)

max. weight: 140 kg (bottom and top door rail)
� max. size: 1.400 x 2.800 mm (55/65 mm pivot pin)

max. weight: 140 kg (bottom door rail and top pivot
patch fitting)  

� Profile cylinder 71 mm length necessary
� Flush assembly of profile cylinder according to 

DIN 18257
� Please contact our technical department for assistance

when specifing pinch free doors using a bottom door rail
and top pivot patch fitting.

Technical Features:

13

Information to rail dimension ”X“

door rail height glass thickness aluminium brass stainless steel

105 mm 8 / 10 / 12 mm 37 mm 35,5 mm 35,5 mm
105 mm 15 mm 40 mm 38,5 mm 38,5 mm
105 mm 19 mm 44 mm 42,5 mm 42,5 mm

76 mm 8 / 10 / 12 mm 37 mm 35,5 mm 35,5 mm
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Materials and surface finishes

Locks and fittings for Glass

Door rails / Door rails /Materials Surface finishes code 105 mm 76 mm

mill finish … 105 � �

E4/C-0 silver … 112 � �

RAL 9010 pure white … 250 � �

RAL 9016 traffic white … 255 � �

Aluminium E4/S5/EV 5 similar gold … 132 � �

E4/C 34 dark bronze … 152 � �

E4/C 31 similar stainless steel … 137 � �

special anodized … 199 � �

RAL coated … 295 � �

polished … 318 � �
Brass

matt brushed … 328 � �

satin … 426 � �
Stainless Steel

polished … 416 � �

Information:
When using door rails with stainless steel covers the end-
caps will be supplied in brass. These items will be supplied
with a surface finish to match the covers.
The sidepanel rail spacer profiles are available in aluminium
with a surface finish to match brass or stainless steel covers.

13

Page 
352 – 353
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Page 
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Page 
286 – 289 Locks and Fittings for Glass

55/65 mm Pivot point
� bottom: insert to suit flat-tapered floor spring spindle
� top: insert for ø 15 mm pivot pin

� available in lengths up to 1.400 mm max.

PS 10 / PS 20 - Door rail (105 mm)
door rail without lock

Glass bottom top

8 mm 33.100.0400.___ 33.200.0400.___

10 mm 33.100.0900.___ 33.200.0900.___

12 mm 33.100.1100.___ 33.200.1100.___

15 mm 33.100.1200.___ 33.200.1200.___

19 mm 33.100.1300.___ 33.200.1300.___

52/62

PS 11 / PS 21 - Door rail (105 mm) / with lock
door rail with vertical lock and square bolt

Glass bottom top

8 mm 33.102.0400.___ 33.202.0400.___

10 mm 33.102.0900.___ 33.202.0900.___

12 mm 33.102.1100.___ 33.202.1100.___

15 mm 33.102.1200.___ 33.202.1200.___

19 mm 33.102.1300.___ 33.202.1300.___

96

20

38
Ø15

52/62

PS 12 / PS 22 - Door rail (105 mm) / with lock
door rail with vertical lock and round bolt

Glass bottom top

8 mm 33.104.0400.___ 33.204.0400.___

10 mm 33.104.0900.___ 33.204.0900.___

12 mm 33.104.1100.___ 33.204.1100.___

15 mm 33.104.1200.___ 33.204.1200.___

19 mm 33.104.1300.___ 33.204.1300.___

20

1 1 5

Ø15

52/62

PS 14 / PS 24 - Door rail (105 mm) / with lock
door rail with horizontal lock and square bolt

Glass bottom top

8 mm 33.106.0400.___ 33.206.0400.___

10 mm 33.106.0900.___ 33.206.0900.___

12 mm 33.106.1100.___ 33.206.1100.___

15 mm 33.106.1200.___ 33.206.1200.___

19 mm 33.106.1300.___ 33.206.1300.___

20

21
.5

28

Ø 15

52/62

13

Kapitel_13E.qxd  18.08.03  15:12 Uhr  Seite 291 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



Double action door rails

WSS 

292

55/65 mm Pivot point (pinch free)
� top: insert for concealed overhead closer (RTS)
� available in lengths up to 1.200 mm max.

Locks and fittings for Glass

PS 20.1 - Door rail (105 mm - RTS)
door rail without lock, 
for concealed overhead closer (RTS)
Glass

8 mm 33.210.0400.___

10 mm 33.210.0900.___

12 mm 33.210.1100.___

15 mm 33.210.1200.___

19 mm 33.210.1300.___

52/62

PS 21.1 - Door rail (105 mm - RTS) / with lock
door rail with vertical lock and square bolt, 
for concealed overhead closer (RTS)
Glass

8 mm 33.212.0400.___

10 mm 33.212.0900.___

12 mm 33.212.1100.___

15 mm 33.212.1200.___

19 mm 33.212.1300.___

38 96

20

52/62

PS 22.1 - Door rail (105 mm - RTS) / with lock
door rail with vertical lock and round bolt, 
for concealed overhead closer (RTS)
Glass

8 mm 33.214.0400.___

10 mm 33.214.0900.___

12 mm 33.214.1100.___

15 mm 33.214.1200.___

19 mm 33.214.1300.___

20

1 1 5

Ø15

52/62

PS 24.1 - Door rail (105 mm - RTS) / with lock
door rail with horizontal lock and square bolt, 
for concealed overhead closer (RTS)
Glass

8 mm 33.216.0400.___

10 mm 33.216.0900.___

12 mm 33.216.1100.___

15 mm 33.216.1200.___

19 mm 33.216.1300.___

20

21
.5

28

5 2/62

Page 
286 – 289

Page 
290

13
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Page 
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Page 
286 – 289 Locks and Fittings for Glass

22/24 mm Pivot point (pinch free)
� bottom: insert to suit flat-tapered floor spring spindle
� top: insert for ø 15 mm pivot pin

� available in lengths up to 1.400 mm max.

PS 10.2 / PS 20.2 - Door rail (105 mm)
door rail without lock

Glass bottom top

8 mm 33.120.0400.___ 33.220.0400.___

10 mm 33.120.0900.___ 33.220.0900.___

12 mm 33.120.1100.___ 33.220.1100.___

15 mm 33.120.1200.___ 33.220.1200.___

19 mm 33.120.1300.___ 33.220.1300.___

19

PS 11.2 / PS 21.2 - Door rail (105 mm) / with lock
door rail with vertical lock and square bolt

Glass bottom top

8 mm 33.122.0400.___ 33.222.0400.___

10 mm 33.122.0900.___ 33.222.0900.___

12 mm 33.122.1100.___ 33.222.1100.___

15 mm 33.122.1200.___ 33.222.1200.___

19 mm 33.122.1300.___ 33.222.1300.___

38 96

20

Ø 15

19

PS 12.2 / PS 22.2 - Door rail (105 mm) / with lock
door rail with vertical lock and round bolt

Glass bottom top

8 mm 33.124.0400.___ 33.224.0400.___

10 mm 33.124.0900.___ 33.224.0900.___

12 mm 33.124.1100.___ 33.224.1100.___

15 mm 33.124.1200.___ 33.224.1200.___

19 mm 33.124.1300.___ 33.224.1300.___

1 15

20

Ø 15

19

PS 14.2 / PS 24.2 - Door rail (105 mm) / with lock
door rail with horizontal lock and square bolt

Glass bottom top

8 mm 33.126.0400.___ 33.226.0400.___

10 mm 33.126.0900.___ 33.226.0900.___

12 mm 33.126.1100.___ 33.226.1100.___

15 mm 33.126.1200.___ 33.226.1200.___

19 mm 33.126.1300.___ 33.226.1300.___

20

21
.5

28

1 9

13
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Double action door rails

WSS 

294
Page 
286 – 289

Page 
290

55/65 mm Pivot point (for electric strike release) 
� bottom: insert to suit flat-tapered floor spring spindle � with horizontal pz latch lock (for electric strike release)
� top: insert for ø 15 mm pivot pin � available in lengths up to 1.400 mm max.

Locks and fittings for Glass

PS 11.3 - Bottom door rail (105 mm)
bottom door rail with vertical lock and square bolt

Glass left right

8 mm 33.132.0410.___ 33.132.0420.___

10 mm 33.132.0910.___ 33.132.0920.___

12 mm 33.132.1110.___ 33.132.1120.___

15 mm 33.132.1210.___ 33.132.1220.___

159
12 .5

20

35
.5

3 8

52/62

PS 12.3 - Bottom door rail (105 mm)
bottom door rail with vertical lock and round bolt

Glass left right

8 mm 33.134.0410.___ 33.134.0420.___

10 mm 33.134.0910.___ 33.134.0920.___

12 mm 33.134.1110.___ 33.134.1120.___

15 mm 33.134.1210.___ 33.134.1220.___

12 .5

178

20

35
.5

Ø 15

52/62

PS 21.3 - Top door rail (105 mm)
top door rail with vertical lock and square bolt

Glass left right

8 mm 33.232.0410.___ 33.232.0420.___

10 mm 33.232.0910.___ 33.232.0920.___

12 mm 33.232.1110.___ 33.232.1120.___

15 mm 33.232.1210.___ 33.232.1220.___

12 .5

20
35

.5

3 8
159Ø15

52/62

PS 22.3 - Top door rail (105 mm)
top door rail with vertical lock and round bolt

Glass left right

8 mm 33.234.0410.___ 33.234.0420.___

10 mm 33.234.0910.___ 33.234.0920.___

12 mm 33.234.1110.___ 33.234.1120.___

15 mm 33.234.1210.___ 33.234.1220.___

35
.5

20

1 2 . 5178

Ø15 Ø15

52/62

13
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Double action door rails

WSS 

295
Page 
290

Page 
286 – 289 Locks and Fittings for Glass

PS 11.4 - Bottom door rail (105 mm)
bottom door rail with vertical lock and square bolt

Glass left right

8 mm 33.142.0410.___ 33.142.0420.___

10 mm 33.142.0910.___ 33.142.0920.___

12 mm 33.142.1110.___ 33.142.1120.___

15 mm 33.142.1210.___ 33.142.1220.___

38
160

35

20

5 2/62

PS 12.4 - Bottom door rail (105 mm)
bottom door rail with vertical lock and round bolt

Glass left right

8 mm 33.144.0410.___ 33.144.0420.___

10 mm 33.144.0910.___ 33.144.0920.___

12 mm 33.144.1110.___ 33.144.1120.___

15 mm 33.144.1210.___ 33.144.1220.___

35

20

1 79

Ø15

52/62

PS 21.4 - Top door rail (105 mm)
top door rail with vertical lock and square bolt

Glass left right

8 mm 33.242.0410.___ 33.242.0420.___

10 mm 33.242.0910.___ 33.242.0920.___

12 mm 33.242.1110.___ 33.242.1120.___

15 mm 33.242.1210.___ 33.242.1220.___

38

35

1 60

20

Ø 15

52/62

PS 22.4 - Top door rail (105 mm)
top door rail with vertical lock and round bolt

Glass left right

8 mm 33.244.0410.___ 33.244.0420.___

10 mm 33.244.0910.___ 33.244.0920.___

12 mm 33.244.1110.___ 33.244.1120.___

15 mm 33.244.1210.___ 33.244.1220.___

35

1 79

20

Ø 15
Ø15

52/62

13

Page 
289

55/65 mm Pivot point (with electric strike release) 
� bottom: insert to suit flat-tapered floor spring spindle
� top: insert for ø 15 mm pivot pin

� with electric strike release (fail secure) and stop
� available in length up to 1.400 mm max.
� Please pay attention to the glass preparation!
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Double action door rails

WSS 

296
Page 
286 – 289

Page 
290

55/65 mm Pivot point 
� bottom: insert to suit flat-tapered floor spring spindle
� top: insert for ø 15 mm pivot pin
� available in lengths up to 1.400 mm max.

� top: insert for concealed overhead closer (RTS)
� available in lengths up to 1.200 mm max.

Locks and fittings for Glass

PS 15 / PS 25 - Door rail (76 mm)
door rail without lock

Glass bottom top

8 mm 33.300.0400.___ 33.400.0400.___

10 mm 33.300.0900.___ 33.400.0900.___

12 mm 33.300.1100.___ 33.400.1100.___

52/62

PS 16 / PS 26 - Door rail (76 mm) / with lock
door rail with vertical lock and square bolt

Glass bottom top

8 mm 33.302.0400.___ 33.402.0400.___

10 mm 33.302.0900.___ 33.402.0900.___

12 mm 33.302.1100.___ 33.402.1100.___

96

20

38

52/62

Ø15

PS 17 / PS 27 - Door rail (76 mm) / with lock
door rail with vertical lock and round bolt

Glass bottom top

8 mm 33.304.0400.___ 33.404.0400.___

10 mm 33.304.0900.___ 33.404.0900.___

12 mm 33.304.1100.___ 33.404.1100.___

20

1 1 5

Ø15
52/62

PS 25.1 - Door rail (76 mm - RTS)
door rail without lock,
for concealed overhead closer (RTS)
Glass

8 mm 33.410.0400.___

10 mm 33.410.0900.___

12 mm 33.410.1100.___

52/62

PS 26.1 - Door rail (76 mm - RTS) / with lock
door rail with vertical lock and square bolt, 
for concealed overhead closer (RTS)
Glass

8 mm 33.412.0400.___

10 mm 33.412.0900.___

12 mm 33.412.1100.___

38 96

20

52/62

PS 27.1 - Door rail (76 mm - RTS) / with lock
door rail with vertical lock and round bolt,
for concealed overhead closer (RTS)
Glass

8 mm 33.414.0400.___

10 mm 33.414.0900.___

12 mm 33.414.1100.___

20

1 1 5

Ø15

52/62

13
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Double action door rails

WSS 

297
Page 
290

Page 
286 – 289 Locks and Fittings for Glass

22 mm Pivot point (pinch free)
� bottom: insert to suit flat-tapered floor spring spindle
� top: insert for ø 15 mm pivot pin

� available in lengths up to 1.400 mm max.

PS 15.2 / PS 25.2 - Door rail (76 mm)
door rail without lock

Glass bottom top

8 mm 33.320.0400.___ 33.420.0400.___

10 mm 33.320.0900.___ 33.420.0900.___

12 mm 33.320.1100.___ 33.420.1100.___

19

PS 16.2 / PS 26.2 - Door rail (76 mm) / with lock
door rail with vertical lock and square bolt

Glass bottom top

8 mm 33.322.0400.___ 33.422.0400.___

10 mm 33.322.0900.___ 33.422.0900.___

12 mm 33.322.1100.___ 33.422.1100.___

38 96

20

Ø 15

19

PS 17.2 / PS 27.2 - Door rail (76 mm) / with lock
door rail with vertical lock and round bolt

Glass bottom top

8 mm 33.324.0400.___ 33.424.0400.___

10 mm 33.324.0900.___ 33.424.0900.___

12 mm 33.324.1100.___ 33.424.1100.___

1 15

20

Ø 15

19

13
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Double action door rails

WSS 

298
Page 
286 – 289

Accessories

Locks and fittings for Glass

PT 11 - Free swing floor pivot
height-adjustable, galvanized free swing floor pivot

30.122.0000.010

7
± 

2
m
m

5 6

4

PT 21 - Top centre / retractable
galvanized retractable top centre with fixing plate

30.124.0000.010

25

140

Ø15
124 .512 .

5

5

PT 24 - Top centre
top centre with fixing plate in stainless steel

30.126.0000.426

Ø15

90

55

25

3

25

50

13
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Double action door rails

WSS 

299
Page 
286 – 289 Locks and Fittings for Glass

Accessories
� seals in lengths up to 3.000mm max.

Strike plate
strike plate with screws and plugs
Available in brass and stainless steel!

32.600.0000.___

52
1 10

26

3.
5

Ø 1
1

Floor socket
galvanized brass floor socket to suit ø 15 mm round bolt

32.610.0000.310

Ø3
8

16

Ø2
0

55 2.
5

Floor socket / dust protector
spring loaded floor socket with dust protector and stainless
steel cover ring, to suit ø 15 mm round bolt 
corrosion-resistant version

32.612.0000.426

40
.5

1.5

Ø 32
Ø16

Ø26

Profile cylinder
matt nickel plated brass profile cylinder / DIN 18252 
71 mm length, with 3 keys
keying

keyed to differ 26.530.0000.325

keyed alike 26.532.0000.325

71

Brush seal
bottom / top brush seal

stock length 33.500.0000.505

fixed lengths 33.502.0000.505

8

Rubber swipe seal
bottom / top rubber swipe seal

stock length 33.504.0000.505

fixed lengths 33.506.0000.505

8

13

Page 
290
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Double action door rails

WSS 

300
Page 
286 – 289

Page 
290

Sidepanel rails
� available in lengths up to 6.000 mm max.
� covers in aluminium in lengths up to 6.000 mm

� covers in brass / stainless steel in lengths up to 2.000 mm

Locks and fittings for glass

SK 10 - Bottom sidepanel rail (105 mm)
bottom sidepanel rail with 8 mm spacer profile

Glass

8 mm 33.600.0400.___

10 mm 33.600.0900.___

12 mm 33.600.1100.___

15 mm 33.600.1200.___

19 mm 33.600.1300.___

8

SK 11 - Bottom sidepanel rail (105 mm)
bottom sidepanel rail with strike box for horizontal lock
with square bolt, with 8 mm spacer profile 
Glass

8 mm 33.602.0400.___

10 mm 33.602.0900.___

12 mm 33.602.1100.___

15 mm 33.602.1200.___

19 mm 33.602.1300.___

8

3 5

26

SK 12 - Bottom sidepanel rail (105 mm)
bottom sidepanel rail with electric strike release
(fail secure) and stop, with 8 mm spacer profile 
Glass preparation: page 289
Glass left right

8 mm 33.604.0410.___ 33.604.0420.___

10 mm 33.604.0910.___ 33.604.0920.___

12 mm 33.604.1110.___ 33.604.1120.___

15 mm 33.604.1210.___ 33.604.1220.___

35

8

SK 15 - Bottom sidepanel rail (76 mm)
bottom sidepanel rail with 8 mm spacer profile

Glass

8 mm 33.800.0400.___

10 mm 33.800.0900.___

12 mm 33.800.1100.___

8

13
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Double action door rails

WSS 

301
Page 
290

Page 
286 – 289 Locks and Fittings for glass

Sidepanel rails
� available in lengths up to 6.000 mm max.
� covers in aluminium in lengths up to 6.000 mm

� covers in brass / stainless steel in lengths up to 2.000 mm

SK 20 - Top sidepanel rail (105 mm)
top sidepanel rail with 3 mm spacer profile

Glass

8 mm 33.700.0400.___

10 mm 33.700.0900.___

12 mm 33.700.1100.___

15 mm 33.700.1200.___

19 mm 33.700.1300.___

3

SK 21 - Top sidepanel rail (105 mm)
top sidepanel rail with strike box for horizontal lock with 
square bolt, with 3 mm spacer profile
Glass

8 mm 33.702.0400.___

10 mm 33.702.0900.___

12 mm 33.702.1100.___

15 mm 33.702.1200.___

19 mm 33.702.1300.___

3

21

35
SK 22 - Top sidepanel rail (105 mm)
top sidepanel rail with electric strike release (fail secure)
and stop, with 3 mm spacer profile
Glass preparation: page 289
Glass left right

8 mm 33.704.0410.___ 33.704.0420.___

10 mm 33.704.0910.___ 33.704.0920.___

12 mm 33.704.1110.___ 33.704.1120.___

15 mm 33.704.1210.___ 33.704.1220.___

35

3

SK 25 - Top sidepanel rail (76 mm)
top sidepanel rail with 3 mm spacer profile

Glass

8 mm 33.900.0400.___

10 mm 33.900.0900.___

12 mm 33.900.1100.___

3

13
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Double action door rails

WSS 

302 Locks and fittings for Glass

13

Notes
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Single action door rails
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Single action door rails

A modern design for the solution of heavy doors.

14
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CONTENTS

Technical details 306 - 309

Materials and surface finishes 310

Product information

105 mm door rails:

none rebated frame 311 - 312

24 mm frame rebate depth 313 - 315

none rebated frame
(electric strike release) 316 - 317

24 mm frame rebate depth 
(electric strike release) 318 - 319

76 mm door rails:

none rebated frame 320

24 mm frame rebate depth 321 - 322

Accessories 323 - 324
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Single action door rails

WSS 

306

Technical details

Locks and Fittings for Glass

3

3

10
5

(7
6)

3

3 . 558

8

14
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Single action door rails

WSS 

307Locks and Fittings for Glass

Technical details

58

Ø15

15

top door rail with 15 mm free glass edge

20

21
.5

28

top door rail with horizontal lock and square bolt (single throw)

14
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Single action door rails

WSS 

308

Technical details

Locks and Fittings for Glass

Examples for installation

58

3door w idth (FB )3

D IN r ight

58
24

D IN r ight

3 . 5

15 mm free g lass edge15mm free g lass edge

door w idth (FB )

58

24

1 5 mm free g lass edge 15 mm free g lass edge

D IN r ightD IN left

3 . 5

„X”

3 . 5 door w idth (FB ) door w idth (FB )

e lectr i c str ike re lease latch bo l t

4

58

24

a c t i ve leafinact ive leaf

D IN left D IN r ight

15 mm free g lass edge 15 mm free g lass edge

3 . 5 3 . 5door w idth (FB ) door w idth (FB )

single action door
none rebated frame

single action door 
with 24 mm rebated frame

double leaf single action door
with 24 mm rebated frame

double leaf single action door
with 24 mm rebated frame,
latch lock and electric strike
release

14
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Single action door rails

WSS 

309Locks and Fittings for Glass

Technical details

Details for installation

Information to clearance door width (FB) clearance „X“

1.200 / 1.200 mm 6 mm

1.200 / 1.000 mm 6 mm

1.200 /    800 mm 7 mm

1.200 /    600 mm 8 mm

1.200 /    400 mm 10 mm

1.000 / 1.000 mm 7 mm

1.000 /   800 mm 7 mm

1.000 /   600 mm 8 mm

1.000 /   400 mm 10 mm

800 /   800 mm 8 mm

800 /   600 mm 9 mm

800 /   400 mm 11 mm

600 /   600 mm 10 mm

600 /   400 mm 12 mm

These dimensions apply to 8 - 15 mm thick glass with
24 mm frame rebate depth when opening the door 
leaves at the same time.

Example for double leaf all-glass construction:
One door leaf with 1.200 mm door width and a second
door leaf with 800 mm (FB) a 7 mm clearance „X“
is required.

Information for door rails with electric strike release

Fail secure function: The door is only operational when a
power source is present. Power failure renders the door
lock inoperable.

179

Glass preparation - door rail with electric strike release

17R 10

100

� Suitable for 8 - 15 mm thick glass as standard
� None rebated frame / 24 mm frame rebate depth available
� No glass preparation required (Except.: electric strike

release)
� Covers in aluminium, brass and stainless steel
� Lever arm in aluminium and brass
� Base profile manufactured from aluminium
� Stainless steel screws M6/M8 (torque settings 10/16 Nm)
� Continuous brush / rubber swipe seal facility
� Tested to more than 500.000 closing cycles
� max. size: 1.200 x 2.400 mm (24 mm frame rebate depth)

max. weight: 120 kg (bottom and top door rail)
� max. size: 1.200 x 2.400 mm (24 mm frame rebate depth)

max. weight: 120 kg (bottom door rail and top pivot
patch fitting)

� Profile cylinder 71 mm length necessary
� Flush profile cylinder in accordance with DIN 18257

Technical Features

14
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Single action door rails

WSS 

310

Materials and surface finishes

Locks and Fittings for Glass

105 mm 76 mmMaterials Surface finishes code door rails door rails

mill finish … 105 � �

E4/C-0 silver … 112 � �

RAL 9010 pure white … 250 � �

RAL 9016 traffic white … 255 � �

Aluminium E4/S5/EV 5 similar gold … 132 � �

E4/C 34 dark bronze … 152 � �

E4/C 31 similar stainless steel … 137 � �

special anodized … 199 � �

RAL coated … 295 � �

polished … 318 � �
Brass

matt brushed … 328 � �

satin … 426 � �
Stainless Steel

polished … 416 � �

Information:
When using door rails with stainless steel covers the lever
arms and endcaps will be supplied in brass. These items will
be supplied with a surface finish to match the covers.

Page 
352 – 353
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Single action door rails

WSS 

311
Page 
310

Page 
306 – 309 Locks and Fittings for Glass

None rebated frame
� lever arm to suit flat-tapered floor spring spindle
� available in lengths up to 1.200 mm max.

AS 10 - Bottom door rail (105 mm)
bottom door rail without lock

Glass DIN left DIN right

8 mm 34.100.0410.___ 34.100.0420.___

10 mm 34.100.0910.___ 34.100.0920.___

12 mm 34.100.1110.___ 34.100.1120.___

15 mm 34.100.1210.___ 34.100.1220.___

58

AS 11 - Bottom door rail (105 mm) / with lock
bottom door rail with vertical lock and square bolt

Glass DIN left DIN right

8 mm 34.102.0410.___ 34.102.0420.___

10 mm 34.102.0910.___ 34.102.0920.___

12 mm 34.102.1110.___ 34.102.1120.___

15 mm 34.102.1210.___ 34.102.1220.___

58

38

96

20
AS 12 - Bottom door rail (105 mm) / with lock
bottom door rail with vertical lock and round bolt

Glass DIN left DIN right

8 mm 34.104.0410.___ 34.104.0420.___

10 mm 34.104.0910.___ 34.104.0920.___

12 mm 34.104.1110.___ 34.104.1120.___

15 mm 34.104.1210.___ 34.104.1220.___

20

1 1 5

Ø15

58

AS 14 - Bottom door rail (105 mm) / with lock
bottom door rail with horizontal lock and square bolt

Glass DIN left DIN right

8 mm 34.106.0410.___ 34.106.0420.___

10 mm 34.106.0910.___ 34.106.0920.___

12 mm 34.106.1110.___ 34.106.1120.___

15 mm 34.106.1210.___ 34.106.1220.___

20

21
.5

28

5 8

14
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Single action door rails

WSS 

312
Page 
306 – 309

Page 
310

None rebated frame
� lever arm for ø 15 mm pivot pin
� available in lengths up to 1.200 mm max.

Locks and Fittings for Glass

AS 20 - Top door rail (105 mm)
top door rail without lock

Glass DIN left DIN right

8 mm 34.200.0410.___ 34.200.0420.___

10 mm 34.200.0910.___ 34.200.0920.___

12 mm 34.200.1110.___ 34.200.1120.___

15 mm 34.200.1210.___ 34.200.1220.___

58

Ø15

AS 21 - Top door rail (105 mm) / with lock
top door rail with vertical lock and square bolt

Glass DIN left DIN right

8 mm 34.202.0410.___ 34.202.0420.___

10 mm 34.202.0910.___ 34.202.0920.___

12 mm 34.202.1110.___ 34.202.1120.___

15 mm 34.202.1210.___ 34.202.1220.___

38

58

96

20

Ø 15

AS 22 - Top door rail (105 mm) / with lock
top door rail with vertical lock and round bolt

Glass DIN left DIN right

8 mm 34.204.0410.___ 34.204.0420.___

10 mm 34.204.0910.___ 34.204.0920.___

12 mm 34.204.1110.___ 34.204.1120.___

15 mm 34.204.1210.___ 34.204.1220.___

58

20

1 1 5

Ø15

Ø15

AS 24 - Top door rail (105 mm) / with lock
top door rail with horizontal lock and square bolt

Glass DIN left DIN right

8 mm 34.206.0410.___ 34.206.0420.___

10 mm 34.206.0910.___ 34.206.0920.___

12 mm 34.206.1110.___ 34.206.1120.___

15 mm 34.206.1210.___ 34.206.1220.___

20

28

21
.5

5 8 Ø 15

14
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Single action door rails

WSS 

313
Page 
310

Page 
306 – 309 Locks and Fittings for Glass

24 mm frame rebate depth
� lever arm to suit flat-tapered floor spring spindle
� available in lengths up to 1.200 mm max.

AS 10.1 - Bottom door rail (105 mm)
bottom door rail without lock, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.110.0410.___ 34.110.0420.___

10 mm 34.110.0910.___ 34.110.0920.___

12 mm 34.110.1110.___ 34.110.1120.___

15 mm 34.110.1210.___ 34.110.1220.___

15

58

AS 11.1 - Bottom door rail (105 mm) / with lock
bottom door rail with vertical lock and square bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.112.0410.___ 34.112.0420.___

10 mm 34.112.0910.___ 34.112.0920.___

12 mm 34.112.1110.___ 34.112.1120.___

15 mm 34.112.1210.___ 34.112.1220.___

96

38

20

1 5

58

AS 12.1 - Bottom door rail (105 mm) / with lock
bottom door rail with vertical lock and round bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.114.0410.___ 34.114.0420.___

10 mm 34.114.0910.___ 34.114.0920.___

12 mm 34.114.1110.___ 34.114.1120.___

15 mm 34.114.1210.___ 34.114.1220.___

1 15

201 5
Ø15

58

AS 14.1 - Bottom door rail (105 mm) / with lock
bottom door rail with horizontal lock and square bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.116.0410.___ 34.116.0420.___

10 mm 34.116.0910.___ 34.116.0920.___

12 mm 34.116.1110.___ 34.116.1120.___

15 mm 34.116.1210.___ 34.116.1220.___

28

21
.5

2 0

15

58

14
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Single action door rails
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Page 
310

24 mm frame rebate depth
� lever arm for ø 15 mm pivot pin
� available in lengths up to 1.200 mm max.

Locks and Fittings for Glass

AS 20.1 - Top door rail (105 mm)
top door rail without lock, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.210.0410.___ 34.210.0420.___

10 mm 34.210.0910.___ 34.210.0920.___

12 mm 34.210.1110.___ 34.210.1120.___

15 mm 34.210.1210.___ 34.210.1220.___

58

Ø15
15

AS 21.1 - Top door rail (105 mm) / with lock
top door rail with vertical lock and square bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.212.0410.___ 34.212.0420.___

10 mm 34.212.0910.___ 34.212.0920.___

12 mm 34.212.1110.___ 34.212.1120.___

15 mm 34.212.1210.___ 34.212.1220.___

15

58

38
96

20

Ø 15

AS 22.1 - Top door rail (105 mm) / with lock
top door rail with vertical lock and round bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.214.0410.___ 34.214.0420.___

10 mm 34.214.0910.___ 34.214.0920.___

12 mm 34.214.1110.___ 34.214.1120.___

15 mm 34.214.1210.___ 34.214.1220.___

58

1 15

20

Ø 15

Ø15
15

AS 24.1 - Top door rail (105 mm) / with lock
top door rail with horizontal lock and square bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.216.0410.___ 34.216.0420.___

10 mm 34.216.0910.___ 34.216.0920.___

12 mm 34.216.1110.___ 34.216.1120.___

15 mm 34.216.1210.___ 34.216.1220.___

20

21
.5

28

1 5
58

Ø15

14
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Page 
306 – 309 Locks and Fittings for Glass

24 mm frame rebate depth
� bottom: lever arm to suit flat-tapered floor spring spindle
� top: lever arm for ø 15 mm pivot pin

� available in lengths up to 1.200 mm max.

AS 10.2 - Bottom door rail (105 mm)
bottom door rail without lock, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.120.0410.___ 34.120.0420.___

10 mm 34.120.0910.___ 34.120.0920.___

12 mm 34.120.1110.___ 34.120.1120.___

15 mm 34.120.1210.___ 34.120.1220.___

15

15

58

AS 11.2 - Bottom door rail (105 mm) / with lock
bottom door rail with vertical lock and square bolt, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.122.0410.___ 34.122.0420.___

10 mm 34.122.0910.___ 34.122.0920.___

12 mm 34.122.1110.___ 34.122.1120.___

15 mm 34.122.1210.___ 34.122.1220.___

1 1 1

38

20

1 5

15

58

AS 12.2 - Bottom door rail (105 mm) / with lock
bottom door rail with vertical lock and round bolt, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.124.0410.___ 34.124.0420.___

10 mm 34.124.0910.___ 34.124.0920.___

12 mm 34.124.1110.___ 34.124.1120.___

15 mm 34.124.1210.___ 34.124.1220.___

20

1 30

15

15

Ø15

58

AS 20.2 - Top door rail (105 mm)
top door rail without lock, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.220.0410.___ 34.220.0420.___

10 mm 34.220.0910.___ 34.220.0920.___

12 mm 34.220.1110.___ 34.220.1120.___

15 mm 34.220.1210.___ 34.220.1220.___

15

15

Ø15
58

AS 21.2 - Top door rail (105 mm) / with lock
top door rail with vertical lock and square bolt, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.222.0410.___ 34.222.0420.___

10 mm 34.222.0910.___ 34.222.0920.___

12 mm 34.222.1110.___ 34.222.1120.___

15 mm 34.222.1210.___ 34.222.1220.___

20

1 1 1
3815

58

Ø15

15

AS 22.2 - Top door rail (105 mm) / with lock
top door rail with vertical lock and round bolt, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.224.0410.___ 34.224.0420.___

10 mm 34.224.0910.___ 34.224.0920.___

12 mm 34.224.1110.___ 34.224.1120.___

15 mm 34.224.1210.___ 34.224.1220.___

130

20

58

Ø15
Ø1515

15

14
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None rebated frame (for electric strike release)
� bottom: lever arm to suit flat-tapered floor spring spindle
� top: lever arm for ø 15 mm pivot pin

� with horizontal pz latch lock (for electric strike release)
� available in lengths up to 1.200 mm max.

Locks and Fittings for Glass

AS 11.3 - Bottom door rail (105 mm)
bottom door rail with vertical lock and square bolt

Glass DIN left DIN right

8 mm 34.132.0410.___ 34.132.0420.___

10 mm 34.132.0910.___ 34.132.0920.___

12 mm 34.132.1110.___ 34.132.1120.___

15 mm 34.132.1210.___ 34.132.1220.___

20

35
.5

3 8

159
12 .5

58

AS 12.3 - Bottom door rail (105 mm)
bottom door rail with vertical lock and round bolt

Glass DIN left DIN right

8 mm 34.134.0410.___ 34.134.0420.___

10 mm 34.134.0910.___ 34.134.0920.___

12 mm 34.134.1110.___ 34.134.1120.___

15 mm 34.134.1210.___ 34.134.1220.___

20

35
.5

1 2 . 5

58

178
Ø15

AS 21.3 - Top door rail (105 mm)
top door rail with vertical lock and square bolt

Glass DIN left DIN right

8 mm 34.232.0410.___ 34.232.0420.___

10 mm 34.232.0910.___ 34.232.0920.___

12 mm 34.232.1110.___ 34.232.1120.___

15 mm 34.232.1210.___ 34.232.1220.___

20

1 59

35
.5

3 8

12 .5

Ø15

58

AS 22.3 - Top door rail (105 mm)
top door rail with vertical lock and round bolt

Glass DIN left DIN right

8 mm 34.234.0410.___ 34.234.0420.___

10 mm 34.234.0910.___ 34.234.0920.___

12 mm 34.234.1110.___ 34.234.1120.___

15 mm 34.234.1210.___ 34.234.1220.___

35
.5

5 8

178

12 .5

20

Ø 15

Ø 15

14
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317
Page 
309

Page 
310

Page 
306 – 309 Locks and Fittings for Glass

AS 11.4 - Bottom door rail (105 mm)
bottom door rail with vertical lock and square bolt

Glass DIN left DIN right

8 mm 34.142.0410.___ 34.142.0420.___

10 mm 34.142.0910.___ 34.142.0920.___

12 mm 34.142.1110.___ 34.142.1120.___

15 mm 34.142.1210.___ 34.142.1220.___

38
160

20
35

5 8

AS 12.4 - Bottom door rail (105 mm)
bottom door rail with vertical lock and round bolt

Glass DIN left DIN right

8 mm 34.144.0410.___ 34.144.0420.___

10 mm 34.144.0910.___ 34.144.0920.___

12 mm 34.144.1110.___ 34.144.1120.___

15 mm 34.144.1210.___ 34.144.1220.___

179

20

35

Ø 15

58

AS 21.4 - Top door rail (105 mm)
top door rail with vertical lock and square bolt

Glass DIN left DIN right

8 mm 34.242.0410.___ 34.242.0420.___

10 mm 34.242.0910.___ 34.242.0920.___

12 mm 34.242.1110.___ 34.242.1120.___

15 mm 34.242.1210.___ 34.242.1220.___

58

38
160

20 35

Ø 15

AS 22.4 - Top door rail (105 mm)
top door rail with vertical lock and round bolt

Glass DIN left DIN right

8 mm 34.244.0410.___ 34.244.0420.___

10 mm 34.244.0910.___ 34.244.0920.___

12 mm 34.244.1110.___ 34.244.1120.___

15 mm 34.244.1210.___ 34.244.1220.___

58

20 35

1 79Ø15
Ø15

14

None rebated frame (with electric strike release)
� bottom: lever arm to suit flat-tapered floor spring spindle
� top: lever arm for ø 15 mm pivot pin

� with electric strike release (fail secure) and stop
� available in lengths up to 1.200 mm max.
� Please pay attention to the glass preparation!
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WSS 

318
Page 
306 – 309

Page 
310

� bottom: lever arm to suit flat-tapered floor spring spindle
� top: lever arm for ø 15 mm pivot pin

� with horizontal pz latch lock (for electric strike release)
� available in lengths up to 1.200 mm max.

Locks and Fittings for Glass

AS 11.5 - Bottom door rail (105 mm)
bottom door rail with vertical lock and square bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.152.0410.___ 34.152.0420.___

10 mm 34.152.0910.___ 34.152.0920.___

12 mm 34.152.1110.___ 34.152.1120.___

15 mm 34.152.1210.___ 34.152.1220.___

38

15

58

35
.5

201 2 . 5

159

AS 12.5 - Bottom door rail (105 mm)
bottom door rail with vertical lock and round bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.154.0410.___ 34.154.0420.___

10 mm 34.154.0910.___ 34.154.0920.___

12 mm 34.154.1110.___ 34.154.1120.___

15 mm 34.154.1210.___ 34.154.1220.___

35
.5

201 2 . 5

178

15

58

Ø15

AS 21.5 - Top door rail (105 mm)
top door rail with vertical lock and square bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.252.0410.___ 34.252.0420.___

10 mm 34.252.0910.___ 34.252.0920.___

12 mm 34.252.1110.___ 34.252.1120.___

15 mm 34.252.1210.___ 34.252.1220.___

38

20

35
.5

1 59
12 .5

58

Ø15
15

AS 22.5 - Top door rail (105 mm)
top door rail with vertical lock and round bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.254.0410.___ 34.254.0420.___

10 mm 34.254.0910.___ 34.254.0920.___

12 mm 34.254.1110.___ 34.254.1120.___

15 mm 34.254.1210.___ 34.254.1220.___

178

20

35
.5

5 8

Ø15
Ø15 12 .515

14

24 mm frame rebate depth (for electric strike release)
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Page 
306 – 309 Locks and Fittings for Glass

AS 11.6 - Bottom door rail (105 mm)
bottom door rail with vertical lock and square bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.162.0410.___ 34.162.0420.___

10 mm 34.162.0910.___ 34.162.0920.___

12 mm 34.162.1110.___ 34.162.1120.___

15 mm 34.162.1210.___ 34.162.1220.___

38
160

20

35

1 5

58

AS 12.6 - Bottom door rail (105 mm)
bottom door rail with vertical lock and round bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.164.0410.___ 34.164.0420.___

10 mm 34.164.0910.___ 34.164.0920.___

12 mm 34.164.1110.___ 34.164.1120.___

15 mm 34.164.1210.___ 34.164.1220.___

20

35

1 5

179

Ø15

58

AS 21.6 - Top door rail (105 mm)
top door rail with vertical lock and square bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.262.0410.___ 34.262.0420.___

10 mm 34.262.0910.___ 34.262.0920.___

12 mm 34.262.1110.___ 34.262.1120.___

15 mm 34.262.1210.___ 34.262.1220.___

38

20 35

1 60

58

15

Ø15

AS 22.6 - Top door rail (105 mm)
top door rail with vertical lock and round bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.264.0410.___ 34.264.0420.___

10 mm 34.264.0910.___ 34.264.0920.___

12 mm 34.264.1110.___ 34.264.1120.___

15 mm 34.264.1210.___ 34.264.1220.___

20

35

5 8

179Ø15
Ø1515

14

Page 
309

24 mm frame rebate depth (with electric strike release)
� bottom: lever arm to suit flat-tapered floor spring spindle
� top: lever arm for ø 15 mm pivot pin

� with electric strike release (fail secure) and stop
� available in lengths up to 1.200 mm max.
� Please pay attention to the glass preparation!
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None rebated frame
� bottom: lever arm to suit flat-tapered floor spring spindle
� top: lever arm for ø 15 mm pivot pin

� available in lengths up to 1.200 mm max.

Locks and Fittings for Glass

AS 15 - Bottom door rail (76 mm)
bottom door rail without lock

Glass DIN left DIN right

8 mm 34.300.0410.___ 34.300.0420.___

10 mm 34.300.0910.___ 34.300.0920.___

12 mm 34.300.1110.___ 34.300.1120.___

58

AS 16 - Bottom door rail (76 mm) / with lock
bottom door rail with vertical lock and square bolt

Glass DIN left DIN right

8 mm 34.302.0410.___ 34.302.0420.___

10 mm 34.302.0910.___ 34.302.0920.___

12 mm 34.302.1110.___ 34.302.1120.___

38

96

20

58

AS 17 - Bottom door rail (76 mm) / with lock
bottom door rail with vertical lock and round bolt

Glass DIN left DIN right

8 mm 34.304.0410.___ 34.304.0420.___

10 mm 34.304.0910.___ 34.304.0920.___

12 mm 34.304.1110.___ 34.304.1120.___

20

1 1 5

Ø15

58

AS 25 - Top door rail (76 mm)
top door rail without lock

Glass DIN left DIN right

8 mm 34.400.0410.___ 34.400.0420.___

10 mm 34.400.0910.___ 34.400.0920.___

12 mm 34.400.1110.___ 34.400.1120.___

58

Ø15

AS 26 - Top door rail (76 mm) / with lock
top door rail with vertical lock and square bolt

Glass DIN left DIN right

8 mm 34.402.0410.___ 34.402.0420.___

10 mm 34.402.0910.___ 34.402.0920.___

12 mm 34.402.1110.___ 34.402.1120.___

38

58

96

20

Ø 15

AS 27 - Top door rail (76 mm) / with lock
top door rail with vertical lock and round bolt

Glass DIN left DIN right

8 mm 34.404.0410.___ 34.404.0420.___

10 mm 34.404.0910.___ 34.404.0920.___

12 mm 34.404.1110.___ 34.404.1120.___

58

20

1 1 5
Ø15

Ø 15

14
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Page 
306 – 309 Locks and Fittings for Glass

24 mm frame rebate depth
� bottom: lever arm to suit flat-tapered floor spring spindle
� top: lever arm for ø 15 mm pivot pin

� available in lengths up to 1.200 mm max.

AS 15.1 - Bottom door rail (76 mm)
bottom door rail without lock, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.310.0410.___ 34.310.0420.___

10 mm 34.310.0910.___ 34.310.0920.___

12 mm 34.310.1110.___ 34.310.1120.___

15

58

AS 16.1 - Bottom door rail (76 mm) / with lock
bottom door rail with vertical lock and square bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.312.0410.___ 34.312.0420.___

10 mm 34.312.0910.___ 34.312.0920.___

12 mm 34.312.1110.___ 34.312.1120.___

96

38

20

1 5

58

AS 17.1 - Bottom door rail (76 mm) / with lock
bottom door rail with vertical lock and round bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.314.0410.___ 34.314.0420.___

10 mm 34.314.0910.___ 34.314.0920.___

12 mm 34.314.1110.___ 34.314.1120.___

1 15

201 5

Ø15

58

AS 25.1 - Top door rail (76 mm)
top door rail without lock, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.410.0410.___ 34.410.0420.___

10 mm 34.410.0910.___ 34.410.0920.___

12 mm 34.410.1110.___ 34.410.1120.___

58

Ø15
15

AS 26.1 - Top door rail (76 mm) / with lock
top door rail with vertical lock and square bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.412.0410.___ 34.412.0420.___

10 mm 34.412.0910.___ 34.412.0920.___

12 mm 34.412.1110.___ 34.412.1120.___

58

38
96

20

Ø 15
15

AS 27.1 - Top door rail (76 mm) / with lock
top door rail with vertical lock and round bolt, 
with one 15 mm free glass edge
Glass DIN left DIN right

8 mm 34.414.0410.___ 34.414.0420.___

10 mm 34.414.0910.___ 34.414.0920.___

12 mm 34.414.1110.___ 34.414.1120.___

58

1 15

20

Ø 15

Ø15
15

14
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24 mm frame rebate depth
� bottom: lever arm to suit flat-tapered floor spring spindle
� top: lever arm for ø 15 mm pivot pin

� available in lengths up to 1.200 mm max.

Locks and Fittings for Glass

AS 15.2 - Bottom door rail (76 mm)
bottom door rail without lock, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.320.0410.___ 34.320.0420.___

10 mm 34.320.0910.___ 34.320.0920.___

12 mm 34.320.1110.___ 34.320.1120.___

15

15

58

AS 16.2 - Bottom door rail (76 mm) / with lock
bottom door rail with vertical lock and square bolt, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.322.0410.___ 34.322.0420.___

10 mm 34.322.0910.___ 34.322.0920.___

12 mm 34.322.1110.___ 34.322.1120.___

1 1 1

38

20

1 5

15

58

AS 17.2 - Bottom door rail (76 mm) / with lock
bottom door rail with vertical lock and round bolt, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.324.0410.___ 34.324.0420.___

10 mm 34.324.0910.___ 34.324.0920.___

12 mm 34.324.1110.___ 34.324.1120.___

20

1 30

15

15

Ø15

58

AS 25.2 - Top door rail (76 mm)
top door rail without lock, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.420.0410.___ 34.420.0420.___

10 mm 34.420.0910.___ 34.420.0920.___

12 mm 34.420.1110.___ 34.420.1120.___

15

15

Ø15
58

AS 26.2 - Top door rail (76 mm) / with lock
top door rail with vertical lock and square bolt, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.422.0410.___ 34.422.0420.___

10 mm 34.422.0910.___ 34.422.0920.___

12 mm 34.422.1110.___ 34.422.1120.___

20

1 1 138

58

Ø15
15

15

AS 27.2 - Top door rail (76 mm) / with lock
top door rail with vertical lock and round bolt, 
with two 15 mm free glass edges
Glass DIN left DIN right

8 mm 34.424.0410.___ 34.424.0420.___

10 mm 34.424.0910.___ 34.424.0920.___

12 mm 34.424.1110.___ 34.424.1120.___

130

20

58

Ø15
Ø1515

15

14
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Page 
306 – 309 Locks and Fittings for Glass

Accessories

AT 24 - Top lever arm
top lever arm with ø 15 mm pivot pin and fixing block for
timber and metal frames
Glass

8-12 mm 31.400.0600.___

15 mm 31.400.1200.___

99 .5

Ø1522 2616

AT 24.1 - Top lever arm
top lever arm with ø 15 mm pivot pin and angle bracket
for timber frames
Glass

8-12 mm 31.402.0600.___

15 mm 31.402.1200.___

4

Ø 1 5
9 9 . 5

2 6
2 2

AT 24.2 - Top lever arm
top lever arm with ø 15 mm pivot pin and fixing screws
for metal frames
Glass

8-12 mm 31.404.0600.___

15 mm 31.404.1200.___

Ø1 1
Ø 15

85 .5

40

PT 11 - Free swing floor pivot
height-adjustable, galvanized free swing floor pivot

30.122.0000.010

7
± 

2
mm

5 6

4 14
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WSS 

324
Page 
310

Accessories
� seals in lengths up to 3.000 mm max.

Locks and Fittings for Glass

Strike plate
strike plate with screws and plugs
Available in brass and stainless steel!

32.600.0000.___

52

1 10

26

3.
5

Ø 1
1

Floor socket
galvanized brass floor socket to suit ø 15 mm round bolt

32.610.0000.310

Ø 3
816

Ø 2
0

55 2.
5

Floor socket / dust protector
spring loaded floor socket with dust protector and 
stainless steel cover ring, to suit ø 15 mm round bolt 
corrosion-resistant version

32.612.0000.426

40
.5

1.5

Ø 26

Ø 32
Ø 16

Profile cylinder
matt nickel plated brass profile cylinder / DIN 18252 
71 mm length, with 3 keys
keying

keyed to differ  26.530.0000.325

keyed alike 26.532.0000.325

71

Brush seal
bottom / top brush seal

stock length 33.500.0000.505

fixed lengths 33.502.0000.505

8

Rubber swipe seal
bottom / top rubber swipe seal

stock length 33.504.0000.505

fixed lengths 33.506.0000.505

8
14

Page 
306 – 309
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Clamping rail

15
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Clamping rail

Flexible and easy to assemble.
Discreet in appearance.

15

Kapitel_15E.qxd  18.08.2003  15:52 Uhr  Seite 326 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



CONTENTS

Technical details 328

Materials and surface finishes 329

Product information

Clamping rail:

Standard 330

Security pin 330

Accessories 331

15

Kapitel_15E.qxd  03.02.2004  10:13 Uhr  Seite 327 AP_1 Raid_1:W:WSS:WSS#0401-1148 Glas-Katalog:Englisch:



Clamping rail

WSS 

328

Technical details

Locks and Fittings for Glass

55/65

50

33

8
3

50

PT20

PT10

US20GK50

Clamping rail

Technical Features
� Suitable for 8 - 12 mm thick glass
� Cover and base profile in aluminium
� Secondary covers in brass and stainless steel available
� Adjustable position of glass clamps (3 pcs/metre)
� Maximum load: 30 kg each glass clamp 
� Base profile drilled every 300 mm 

(assembly on wall/ceiling)
� Stainless steel screws M6 (torque setting 10 Nm) 
� Facility available to insert top centre
� No glass preparation required (exception: security pin)
� For overhead glazing - always use the security pin

1

10

Ø 12

Glass preparation - clamping rail with security pin

15
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352 – 353 Locks and Fittings for Glass

Materials and surface finishes

Materials Surface finishes code Clamping rail

mill finish … 105 �

E4/C-0 silver … 112 �

RAL 9010 pure white … 250 �

RAL 9016 traffic white … 255 �

Aluminium E4/S5/EV 5 similar gold … 132 �

E4/C 34 dark bronze … 152 �

E4/C 31 similar stainless steel … 137 �

special anodized … 199 �

RAL coated … 295 �

polished … 318 �
Brass

matt brushed … 328 �

satin … 426 �
Stainless Steel

polished … 416 �

Information:
When using the clamping rail with brass or stainless steel
covers the endcaps will be supplied in aluminium. These
items will be supplied with a surface finish to match the
covers.
The brass and stainless steel secondary covers are to be
glued on top of the aluminium covers.

15
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330
Page
328

Page
329

Standard / Security pin
� available in lengths up to 6.000 mm max.
� cover in aluminium in lengths up to 6.000 mm 

� cover in brass / stainless steel in lengths up to 2.000 mm

Locks and Fittings for Glass

KR 50 - Clamping rail
clamping rail with base profile, glass clamps and cover

Glass stock length fixed length

8 mm 35.100.0400.___ 35.102.0400.___

10 mm 35.100.0900.___ 35.102.0900.___

12 mm 35.100.1100.___ 35.102.1100.___

8/
10/

12
36/

37/
39

60

20
5

50

Base profile
aluminium base profile

stock length 35.200.0000.___

fixed length 35.202.0000.___

50

Glass clamp
aluminium glass clamp

Glass

8 mm 35.204.0400.105

10 mm 35.204.0900.105

12 mm 35.204.1100.105

60

KR 50.1 - Clamping rail
clamping rail with base profile, glass clamps with security
pin and cover. Glass preparation: page 328
Glass stock length fixed length

8 mm 35.110.0400.___ 35.112.0400.___

10 mm 35.110.0900.___ 35.112.0900.___

12 mm 35.110.1100.___ 35.112.1100.___

8/
10/

12
36/

37/
39

60

20
5

50

Glass clamp
aluminium glass clamp with security pin
Glass preparation: page 328
Glass

8 mm 35.206.0400.105

10 mm 35.206.0900.105

12 mm 35.206.1100.105

60

15

Cover
aluminium cover / 48 mm to clip on base profile
(only used one-side)
stock length 35.210.0000.___

fixed length 35.212.0000.___

Secondary cover
secondary cover / 50 mm in brass / stainless steel 
(fixed on both sides)
stock length 35.220.0000.___

fixed length 35.222.0000.___

48 50
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331
Page
329

Page
328 Locks and Fittings for Glass

15

Accessories 

Endcap
aluminium endcap and glass clamp

Glass

8 mm 35.300.0400.___

10 mm 35.300.0900.___

12 mm 35.300.1100.___

37

50
1 2

M5

60

Endcap

Glass preparation: page 328
Glass

8 mm 35.302.0400.___

10 mm 35.302.0900.___

12 mm 35.302.1100.___

37

50

1 2

M5

60

Endcap
aluminium endcap, self adhesive

Glass

8 - 12 mm 35.304.0600.___

36

50

0 . 5

Top centre
aluminium top centre with stainless steel pivot pin

35.306.0000.426

12

Ø 15

57
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Clamping rail

WSS 

332 Locks and Fittings for Glass

15

Notes
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Clamping fittings
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Clamping fittings

Emphasis for a special material.

16
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336

Technical details

Locks and Fittings for Glass

Clamping fittings - standard

Technical Features
� Suitable for 6 - 12 mm thick glass
� Available with fixing hole alternatively with thread 
� Stainless steel screws M6/M8 (torque settings 10/16 Nm)
� No glass preparation required (exception: security pin)
� TÜV tested and certified (technical control board - Germany)

Glass preparation - clamping fittings with security pin

Clamping fittings are available for use with straight and
round pipe and can be used on stair rails, balcony glazing
and balustrades.
With an additional security pin special security aspects will
be considered (see below).

For safety reasons it is advisable to use a security pin 
for clamping fittings at side (overhead glazing).
The glass preparation is only necessary when using a
security pin.

Information:
It is the responsibility of the local regulatory authorities
to approve the use of clamping fittings when used in 
conjunction with vertical overhead glazing. 
Please refer to the German Institute for Building Technology
(DIBt) for installation guidelines within the German market.

16

21
-2
5

3 0
R3

R1
0

21
.5
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Page 
352 – 353 Locks and Fittings for Glass

Materials and surface finishes

Materials Surface finishes code Clamping fittings

silver coated … 730 �

RAL 9010 pure white … 750 �

RAL 9016 traffic white … 755 �
Zinc casting

satin chrome … 772 �

polished chrome … 774 �

RAL coated … 795 �

polished … 318 �

matt brushed … 328 �
Brass

satin chrome … 372 �

poliert verchromt … 374 �

satin … 426 �
Stainless steel

polished … 416 �

Information:
Clamping fittings 36.120.0200.___ up to 36.136.0200.___
are also available in aluminium.

When using clamping fittings in conjunction with unsup-
ported glass please ensure the glass is drilled to accept the
additional security pin and the glass clamp is secured to an
adjacent structure using a suitable fixing. Please refer to our
customers sales department for further information.

The security pin is not supplied as standard, but can be
ordered separately.

16
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338
Page 
336

Page 
337

Straight and round pipe

Locks and Fittings for Glass

Clamping fitting
clamping fitting, 60 mm wide
Available in zinc casting!
Glass support M8

10 - 12 mm straight 36.100.1000.___

10- 12
55

20

6 0

M832-3
4

38
.5

16

Clamping fitting
clamping fitting, 60 mm wide
Available in zinc casting!
Glass support ø 8,5 M8

8 mm ø 42 mm pipe 36.110.0400.___ 36.112.0400.___

10 - 12 mm ø 42 mm pipe 36.110.1000.___ 36.112.1000.___

35

Ø4
2

8

5520

6 0

Ø8 .532-3
4

38
.5

1 0/12

Clamping fitting
clamping fitting, 60 mm wide
Available in zinc casting!
Glass support ø 8,5 M8

8 mm straight 36.114.0400.___ 36.116.0400.___

10 - 12 mm straight 36.114.1000.___ 36.116.1000.___

8

60

20

32-3
4

Ø8 .5

38
.5 55

1 0/ 12

Clamping fitting
clamping fitting, 42 mm wide
Available in zinc casting!
Glass support ø 6,5 M6

6 - 8 mm ø 34 mm pipe 36.120.0200.___ 36.122.0200.___

6/8

Ø6 .5

32
.5

Ø3
4

38
.5

2 5-2
7

42

55

20
Clamping fitting
clamping fitting, 42 mm wide
Available in zinc casting!
Glass support ø 6,5 M6

6 - 8 mm straight 36.124.0200.___ 36.126.0200.___

5520

6/8

25-2
7

Ø6 .5

38
.5

42
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Page 
337

Page 
336 Locks and Fittings for Glass

Straight and round pipe

16

Clamping fitting
clamping fitting, 42 mm wide
Available in zinc casting!
Glass support ø 6,5 M6

6 - 8 mm ø 34 mm pipe 36.130.0200.___ 36.132.0200.___

55

3 2
.5

20

6/8

Ø3
442

25-2
7

Ø6 .5

34

Clamping fitting
clamping fitting, 42 mm wide
Available in zinc casting!
Glass support ø 6,5 M6

6 - 8 mm straight 36.134.0200.___ 36.136.0200.___

55

20

6/8

25-2
7

Ø6 .5

38
.5

42

Clamping fitting
clamping fitting, 62 mm wide
Available in brass and stainless steel!
Glass support M8

8 - 10 mm ø 50 mm pipe 36.140.0500.___

Ø50

40

8 - 10

5620

6 2

M832-3
4

38
.5

Clamping fitting
clamping fitting, 62 mm wide
Available in brass and stainless steel!
Glass support M8

8 - 10 mm straight 36.142.0500.___

8- 10

62

20

32-3
4

M8

38
.5 56

Security pin
stainless steel security pin to suit clamping fittings 
36.100.1000.___ to 36.142.0500.___

Glass

6 - 12 mm 36.200.0300.405

Ø 6 .2
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340 Locks and Fittings for Glass

16

Notes
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Handles

17
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Handles

Creative ideas for glass doors –
Highlights for every entrance.

17
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Technical details

Locks and Fittings for Glass

Information:
Handles with 30 mm and 40 mm diameter are available in
the materials aluminium, brass and stainless steel and can
be fixed on 8 - 19 mm thick glass.
Further design, materials and measures can also be 
delivered. Catalogues are available on request.

Ø5
0
(Ø
60

)

M6

5 Ø3
0
(Ø
40

)

g l a ss th i ckness

g las dr i l l ho le Ø18

Glass preparation - handles with back to back fixing

Handles - individual design

Handles also manufactured to individual design.
Please send us drawing or sketch.

17

L

Ø

H

B

H
L

B

Ø

L 35
0

Ø
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345Locks and Fittings for Glass

Materials and surface finishes

Materials Surface finishes code Handles

E4/C-0 silver … 112 �

RAL 9010 pure white … 250 �

RAL 9016 traffic white … 255 �

Aluminium E4/S5/EV 5 similar gold … 132 �

E4/C 34 dark bronze … 152 �

special anodized … 199 �

RAL coated … 295 �

Brass
polished … 316 �

matt brushed … 326 �

satin … 426 �
Stainless Steel

polished … 416 �

Information:
Handles in brass will be delivered without clear lacquer.
These handles need regular cleaning.

17

Page 
352 – 353
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344

Page
345

Page
344

Bent form
� handles with back to back fixings

Locks and Fittings for Glass

Handles
handles / semicircle form, 350 mm fixing centres

Ø L H

30 mm 350 mm 85 mm 37.100.0800.___

40 mm 350 mm 100 mm 37.102.0800.___

35
0

2 35

85

Ø30

Handles
handles / straight form, 350 mm fixing centres
fixed lengths: 300 - 2.300 mm! (dimension upon request)

Ø H max. Standard Fix

30 mm 85 mm 2.000 mm 37.110.0800.___ 37.112.0800.___

40 mm 95 mm 2.300 mm 37.114.0800.___ 37.116.0800.___

35
0

Ø 30

85

Handles
handles / curved form, 350 mm fixing centres

Ø L H

30 mm 350 mm 85 mm 37.120.0800.___

40 mm 350 mm 100 mm 37.122.0800.___

35
0

1 55

Ø30

85

Handles
handles / triangle form, 350 mm fixing centres

Ø L H

30 mm 350 mm 85 mm 37.130.0800.___

40 mm 350 mm 100 mm 37.132.0800.___

35
0

1 70

Ø30

85

17
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Page
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Page 
344 Locks and Fittings for Glass

Neck and mitred joint form
� handles with back to back fixings

Handles
handles / semicircle form, 350 mm fixing centres
Available in stainless steel!
Ø L H

30 mm 350 mm 85 mm 37.200.0800.___

40 mm 350 mm 95 mm 37.202.0800.___

35
0

1 70

Ø30

85

Handles
handles / straight form, 350 mm fixing centres
fixed lengths: 300 - 2.300 mm! (dimension upon request)
Available in stainless steel!
Ø H max. Standard Fix

30 mm 85 mm 2.000 mm 37.210.0800.___ 37.212.0800.___

40 mm 95 mm 2.300 mm 37.214.0800.___ 37.216.0800.___

35
0

Ø 30

85

Handles
handles / angled form, 350 mm fixing centres
Available in stainless steel!
Ø L H

30 mm 350 mm 85 mm 37.220.0800.___

40 mm 350 mm 95 mm 37.222.0800.___

35
0

1 55

Ø30

85

Handles
handles / straight form, 300 mm lengths overall
fixed lengths: 300 - 2.300 mm! (fixing distance upon request)
Available in stainless steel!
Ø H max. Standard Fix

30 mm 85 mm 2.000 mm 37.230.0800.___ 37.232.0800.___

40 mm 95 mm 2.300 mm 37.234.0800.___ 37.236.0800.___

10
0

3 0
0

8 5

Ø30

17
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348 Locks and Fittings for Glass

17

Notes

Kapitel_17E.qxd  18.08.2003  16:38 Uhr  Seite 348 AP_1 Raid_1:W:WSS:WSS#0305-1925 Glas-Katalog:Englisch:



18

General Information

CONTENTS

Sales promotion 350 - 351

Code of material and surface finishes 352

Examples of colours 353

Imprint 354
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350

Sales promotion

Locks and Fittings for Glass

18

Sample display 
ca. 350 x 400 mm

„STUDIO - Private Line“ 99.100.0400.___

Colour swatch

Aluminium, brass and stainless steel 99.110.0000.999

Sample display 
ca. 350 x 400 mm

„ATELIER F/R - Business Line“ 99.102.0400.___

Colour chart
ca. 450 x 450 mm

Aluminium, brass and stainless steel 99.120.0000.999
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351Locks and Fittings for Glass

Sales promotion

18

Sample display 
ca. 400 x 720 mm

Fittings for internal doors 99.130.0000.999

Sample case 
ca. 520 x 430 x 200 mm

Fittings for internal and external doors 99.140.0000.999

Sample display
ca. 400 x 720 mm

Fittings for external doors 99.132.0000.999

The resources shown are provided to support our customers
own sales and marketing activities when using the WSS
range of products.

� photos and drawings for your presentation
� DXF-drawings for CAD-systems
� installation drawings and instructions
� further catalogues and brochures available on request
� reference samples for architects
� sales training support
� homepage with additional information
� high-gloss poster

� Data-files are available on CD-Rom

Contents:

presentation

catalogue

price list

DXF-drawings

TIFF-drawings

installation instructions
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352

code of material and surface finishes

Locks and Fittings for Glass

STEEL
010 = galvanized
025 = matt nickel plated
050 = RAL 9010 pure white
055 = RAL 9016 traffic white 
095 = RAL coated
099 = special colours

ALUMINIUM
Anodizing
after Euras standard colour swatch and standard colours
(dip colouring)
105 = mill finish
112 = E4/C-0 silver
114 = E6/C-0 silver
122 = E4/EV 2 champagne
124 = E6/EV 2 champagne
127 = E4/EV 3 similar brass
129 = E6/EV 3 similar brass
132 = E4/S5/EV 5 similar gold
134 = E6/S5/EV 5 similar gold
137 = E4/C 31 similar stainless steel 
139 = E6/C 31 similar stainless steel 
142 = E4/C 32 light bronze
144 = E6/C 32 light bronze
147 = E4/C 33 medium bronze
149 = E6/C 33 medium bronze
152 = E4/C 34 dark bronze
154 = E6/C 34 dark bronze
157 = E4/C 35 black
159 = E6/C 35 black
199 = special anodized

Coating
250 = RAL 9010 pure white
255 = RAL 9016 traffic white
295 = RAL coated
299 = special coated

BRASS
305 = mill finish
310 = galvanized
316 = polished, without lacquer
318 = polished, with lacquer
325 = matt nickel plated
326 = matt brushed, without lacquer
328 = matt brushed, with lacquer
350 = RAL 9010 pure white
355 = RAL 9016 traffic white
372 = satin chrome
374 = polished chrome
376 = velour nickel plated
395 = RAL coated
399 = special colours

STAINLESS STEEL
405 = mill finish (bright)
416 = polished
426 = satin
499 = special colours

PLASTIC
505 = plastic
550 = white
565 = black
599 = special colours

MALLEABLE CAST IRON
605 = mill finish
610 = galvanized
699 = special colours

ZINC CASTING
705 = mill finish
725 = matt nickel plated
730 = silver coated
740 = dark brown coated
750 = RAL 9010 pure white
755 = RAL 9016 traffic white
772 = satin chrome
774 = polished chrome
795 = RAL coated
799 = special colours

GLASS
805 = clear

INFORMATION
E4 linished and brushed
E6 chemical etched
C-0 equivalent to EV1

All anodized fittings can also be delivered with a polished
surface.

Fittings ordered in HEWI colours will be supplied painted 
to the nearest RAL colour match.

Slight devations in colour are due to the manufacturing
process and cannot be eliminated completely.

Brass fittings are sealed with a clear laquer as a standard
finish, but can be delivered without this coating.

18
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Examples of colours

E4/C-0 
silver

E4/EV 2 
champagne

E4/EV 3 
similar brass

E4/S5/EV 5 
similar gold

E4/C 31 
similar stainless steel

E4/C 32
light bronze

E4/C 33 
medium bronze

E4/C 34
dark bronze

E4/C 35 
black

RAL 9010 
pure white

RAL 9016 
traffic white

RAL 1023
traffic yellow

RAL 3003 
ruby red

RAL 3007
black red

RAL 5002 
ultramarine blue

RAL 5011
steel blue

RAL 6029
mint green

RAL 7016
anthracite grey

RAL 7035
light grey

RAL 8014
sephia brown

RAL 9005
jet black

RAL 9006
white aluminium

matt brushed
with lacquer

polished, 
with lacquer

satin polished

satin chrome polished chrome velour nickel plated

ALUMINIUM

BRASS

STAINLESS STEEL INFORMATION
Please refer to "Materials and surface finishes" for details of finishes 
available in each product range.
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Terms of Business Version: Februar 2009

 I. Scope, General
 (1) All offers, confirmations, deliveries and services to or on behalf of traders, legal 

entities under public law and special assets under public law are exclusively based 
on our Terms of Business set forth below. The delivery and assembly of smoke and 
heat exhaust systems is additionally governed by our respective Special Conditions. 
Anterior versions of our Terms shall be rendered ineffective for new contracts. This is 
also applicable for existing business connections. 

 (2) Any deviations from or changes to our Terms of Business shall be subject to our prior 
written confirmation. In the context of existing business connections, the Terms set 
forth below are also applicable for future orders if we do not expressly refer to their 
applicability in each individual case. Any divergent terms that may be applied by the 
purchaser are also excluded if we do not expressly disagree with them or execute the 
delivery without reservation, being fully aware of such divergent terms. 

 (3) If any provision or parts thereof be held impracticable or invalid, the effectiveness 
of other provisions shall remain unaffected. For this case, the Parties agree to 
replace the impracticable or invalid provisions with provisions as similar in economic 
terms to such invalid provision as may be legally possible. The same applies for any 
unintended omissions by one of the Parties. 

 II. Offer, Order, and Conclusion of the Contract
 (1) Unless expressly limited, our offers are valid for an appropriate period of time and 

subject to change without notice. The goods are subject to prior sale. 
 (2) Unless both Parties sign a document to that effect, contracts require our written 

confirmation in order to come into effect. Any changes, amendments, subsidiary 
agreements, in particular warrants and guarantees, are subject to our express written 
prior consent in order to become effective. This also applies for business transactions 
submitted to us by the purchaser through mediation of sales agents acting on 
our behalf. Provided our customers’ order can be classified as an offer within the 
meaning of § 145 BGB (~ German Civil Code), the order can be accepted with a 
fortnight. 

 (3) The purchaser shall review the contents of written order confirmations and shall 
notify us of any inconsistencies without undue delay. 

 (4) Information on the subject of the delivery or service as well as their specifications do 
not represent warranted characteristics, but are mere escriptions. 

 III. Prices 
 (1) Unless expressly stated otherwise, our prices are calculated in euros and as a matter 

of principle refer to the net value of the goods quoted ex works (excluding transport 
packaging, transport costs, insurance, customs duties and taxes). The current VAT 
rate will be indicated separately and added to the net value. 

 (2) We shall be entitled to pass on the charges for increased labour expenses as well 
as our cost price for materials and external services in proportion to the increase 
in such charges since the time the contract was concluded, provided a period of at 
least 4 months has passed between the conclusion of the contract and the delivery 
date (including delays which we are not accountable for). Unless expressly otherwise 
agreed, this provision shall also be applicable for master agreements and call-off 
purchase agreements. The delivery time within this meaning is deemed to be the 
time at which the goods are/can be provided for delivery/collection. 

 (3) We reserve the right to raise a surcharge for quantities below minimum for orders of 
individual locks and fittings, especially for products with particular measurements or 
specifications. 

 (4) To the extent that we grant discounts on our catalogue prices, no legal right shall 
be constituted as to the granting and amount of discounts. This shall also apply for 
the nonrecurring granting of special or quantity discounts or special prices. Prior to 
concluding the contract, we reserve the right to change our prices and discount policy 
at any time, in line with the cost situation. No discounts are granted for orders below 

200 in order to cover – at least partially – our handling costs.&nbs 

 IV. Changes, Special Parts
 (1) Technically required changes and deviations from the specifications of an order are 

admissible on our part, provided the quality remains unaffected and such changes 
and deviations are reasonable with regard to the purchaser’s justified concerns. 

 (2) Any tools, equipment, moulds, models etc. manufactured for the production of special 
parts will always remain our property and cannot be released, even if the purchaser paid 
part of the production costs. We are under no obligation to accept follow-up orders. 

 V. Delivery and Delays in Delivery
 (1) Unless otherwise agreed, our delivery terms are ex works. 
 (2) Unless expressly stipulated as binding, our delivery terms are approximate dates 

which we will strive to observe. As soon as we can foresee that goods will not be 
ready for delivery within the given time period / at the given time, we will notify 
the purchaser immediately and in writing, indicating the reason for the delay and, if 
possible, the prospective delivery date. The notification of readiness for dispatch or 
collection is relevant for adherence to delivery dates, unless the goods have already 
left the warehouse within the indicated delivery period. We shall be entitled to 
deliver parts of the order within the delivery time if it can be reasonably expected of 
the purchaser to accept such deliveries. Each partial delivery constitutes a separate 
business transaction which can be invoiced separately. 

 (3) The beginning of the delivery time indicated by us / the compliance with a fixed 
delivery date is subject to the clarification of all technical details as well as timely 
performance of the purchaser’s duties. All rights of defence of non-performance are 
reserved. 

 (4) The purchaser shall only have the right of rescission from the contract on grounds of 
non-performance on our part after a period of grace for provision of the service has 
expired. Granting a period of grace and rescission from the contract are to be made 
in writing. 

 (5) Should the operation of our or our suppliers’ business be disturbed by industrial 
disputes (strike or lock-out) or due to force majeure, such as natural disasters, war, 
riots, acts of sabotage, boycott or blockade, accidents, failure of machinery and 
loading units, interruption of energy supply or government action, or should the 

supplier file for insolvency, and should this result in considerable obstruction or even 
a standstill in production, the delivery terms shall be extended by the duration of the 
disruption as well as a suitable start-up period. Unless prevented by the type and 
scope of the disruption, we undertake to notify the purchaser of the disruption, its 
type and time of occurrence within a period of 7 days following the occurrence of the 
event.

  This period shall be deemed adhered to at the time the notification is dispatched. 
The same shall be applicable when the disruption has ended. Should the disruption 
be of a permanent nature, we shall be entitled to withdraw from the contract by 
written declaration. Otherwise the purchaser shall be obliged to accept the goods, 
provided this can be reasonably expected and a suitable period of grace has expired 
without results. In cases of unreasonableness and if the period of grace has expired, 
the purchaser shall be entitled to withdraw from the contract by written declaration. 
Any further claims against us shall be excluded in such cases. 

 (6) Call-off purchase orders are valid for a maximum of 8 months after date of order 
confirmation. Following the expiration of this period, we shall be entitled to send any 
products that have not been called up to the purchaser and invoice them or to invoice 
for materials kept in our store, plus surcharges for costs and profit. 

 (7) In case of delays in call-off purchases, collection or dispatch of goods for reasons 
within the purchaser’s responsibility, we shall be entitled to charge a storage fee 
amounting to 0.5% of the invoice amount. The storage fee shall be charged one 
month after the readiness of the goods for dispatch was announced and shall be 
payable per opened month. The storage fee shall be limited to a maximum of 5% of 
the net value of the goods, plus VAT. 

 VI. Dispatch, Packaging, Transfer of Risk, Insurance
 (1) For consequential losses caused by the transit / carrier such as loss or stealing of a 

whole consignment, burning of a consignment etc. we assume no liability of penalties 
with regards to deadlines which may have occurred etc. 

 (2) LThe dispatch shall normally be effected at the purchaser’s cost and risk, according to 
our best judgement with no obligation of cheapest and safest means of transport. 

 (3) A charge will be raised for the packaging. Once the shipment has been accepted by 
the carrier without objections, evidence of appropriate packaging shall be deemed 
to be provided. The risk of deterioration or accidental loss shall be transferred to the 
purchaser as soon as the goods have been put at his disposal or have been handed 
over to the forwarder or carrier, however no later than 7 days following receipt of 
the notification that the goods are ready for dispatch. 

 (4) Transport packaging
  a) All forwarders provide iron-barred boxes on loan on a swapping basis.

 eht ot dnopserroc taht sexob draobdrac esu ylevisulcxe eW :sexob draobdraC  )b  
latest packaging regulations and have the RESY label. The adhesive tape used 
to close the boxes is made from paper of the same type, and straps are made of 
recyclable polypropylene.

 dna su ot denruter eb nac gnigakcaP .ecirp tsoc ta gnikcap tropsnart rof eciovni eW  )c  
recycled at no extra cost for us, provided return shipments are sent free domicile. 
Packaging materials will be recycled into filler materials and can only be accepted 
when dry and free from third-party boxes or straps. Any boxes not fulfilling these 
criteria will be rejected. 

 VII. Returns 
 (1) Returns require our permission and have to be made free of forwarding costs to our 

works. 
 (2) If we are not responsible for the return, we may reduce the credit note up to 30% for 

the incurred expenses depending on the extant and manner of the return. 

 VIII. Terms of Payment
 (1) All invoices are payable within 14 days with a 2 percent cash discount or 30 days net. 

Invoices shall be deemed settled on receipt of payment at our end. A cash discount 
is only granted if all invoices due for net payment have been settled. Invoices for 
assembly and wage labour are payable strictly net within 10 days. Furthermore, we 
shall be authorized to determine how payments are to be offset, according to §§ 366, 
367 BGB (~ German Commercial Act). 

 (2) Our sales representatives are not authorized to collect any payments. 
 (3) Discounting of drafts is subject to special agreement. Drafts and cheques shall always 

be discounted in fulfilment.  

 IX. Delay in Payment
 (1) On expiration of the date of payment, we shall, without the requirement of prior 

reminders, charge interest to the amount of the costs we incur for bank loans, 
however no less than 8% above the applicable base rate. We reserve the right to 
claim potential further damages.

 (2) All outstanding receivables (including those resulting from bills of exchange) shall 
become due for payment immediately in cases of delay in payment, pending 
suspension of payment, or unfavourable credit information on the purchaser (in 
particular in case of bill protests or compulsory execution).

 (3) Should the aforementioned case occur, we shall be entitled, for cautionary reasons, 
to retrieve goods that have already been delivered. The purchaser’s obligation to pay 
shall remain unaffected in such cases. The purchaser shall grant us access, for this 
purpose, to the premises in which the goods are stored and shall surrender the goods. 
If no delivery has been made, we shall be entitled to produce and deliver goods 
subject to payment in advance or provision of a security. We shall also be entitled to 
withdraw from the contract and assert claims for damages.  

 X. Material Defects and Liability for Other Claims
 (1) The quality of the goods to be delivered is exclusively based on our technicalspecifications 

and the technical specifications agreed upon. No contractual guarantees as to the 
quality of the goods to be delivered can be deducted from advertising or targeting. If 
production and delivery of the goods are based on drawings, samples, specifications 
etc. provided by the purchaser, it shall be the purchaser’s sole risk that the goods are 
suitable for their intended use. The contractual status of the goods to be delivered 
shall be effective at the time of transfer of risks.



 (2) We exclude liability for material defects occurring due to unsuitable or improper use or 
handling, incorrect assembly, fair wear and tear or faulty or insufficient maintenance. 
We further exclude liability for the consequences of improper amendments or 
repairs by the purchaser or third parties or such changes or repairs as have been 
made without our consent. The same shall be applicable for defects that represent an 
insubstantial impairment of the product’s value or suitability.

 (3) If a formal acceptance procedure has been agreed upon or if specimen sampling 
was carried out, claims for such defects are excluded as the purchaser should have 
recognized and identified in the course of a thorough acceptance procedure or 
specimen sampling.

 (4) Unless the law calls for extended time periods, in particular for goods whose 
intended use was for construction of a building and which, in line with that use, have 
deteriorated the quality of the building, entitlement to damages for defects become 
time-barred 12 months from the time the goods were delivered to the purchaser or a 
third party appointed for this purpose by the purchaser.

 (5) Unless expressly stipulated otherwise in writing, we exclude liability for the suitability 
of the goods offered or delivered by us for any purpose intended by the purchaser 
other than the general, intended use stipulated by us. It is exclusively incumbent upon 
the purchaser to test application of the goods for other than the intended use prior to 
their use.

 (6) To the extent that we offer or deliver locks with the specification “varied locking”, this 
specification does not guarantee that locking might not be repetitive.

 (7) The purchaser shall arrange for inspection of the goods immediately upon receipt, 
either by himself or by a third party appointed as recipient of the goods by the 
purchaser, in order to establish that the goods are free of defects, corresponding to 
the order confirmation, and complete. The delivery or service is deemed accepted 
if no complaint is received by us within a maximum of 8 days following delivery, in 
writing or by fax. Should a defect not be recognized in the course of the inspection 
carried out upon the receipt of the goods, the same deadline of 8 days shall be 
applicable as from the time the defect is detected.

 (8) Goods rejected by the purchaser (or samples, if possible) are to be kept at our 
disposal for inspection or to be returned to us on request. If the claims are justified, 
the purchaser shall be entitled to receive compensation for the costs incurred in 
connection with returning the goods. Should the purchaser fail to meet his obligations 
within a reasonable time frame set by us, or should the purchaser or external third 
parties make any changes to the rejected goods without our prior consent, any claims 
for damages will be forfeited.

 (9) We shall be entitled to decide, at our own discretion, whether to mend the rejected 
goods or to replace them with flawless substitutes.

 (10)  If the supplementary performance entails disproportionately high costs, we shall be 
entitled to refuse it, in which case the purchaser is free to withdraw from the contract 
or demand abatement of the purchasing price. If supplementary performance is 
feasible and does not entail disproportionately high costs, but we fail to meet our 
contractual obligation within an appropriate period of time, the purchaser shall set 
a final deadline within which we are to comply with our contractual obligations. 
Following expiration of such deadline, the purchaser shall be entitled to demand 
abatement of the purchasing price, to withdraw from the contract or to commission 
a third party with the repair works at our cost. We shall not be obliged to bear any 
additional costs incurred by the transportation of the goods to a different location, be 
it the purchaser’s head office or branches, unless this corresponds to the intended use 
of the goods, which we were made aware of.

 (11) We shall accept liability for claims for damages asserted on the part of the purchaser 
in line with applicable law, provided we are charged with intent or gross negligence 
on our part or on the part of our legal representatives or our auxiliary persons. If no 
intent is given, our liability shall be limited to the typical, foreseeable damages.

 (12) We shall accept liability in line with applicable law for the violation of cardinal duties 
on our part or on the part of our legal representatives or our auxiliary persons. 
However, liability shall be limited to the typical, foreseeable damages.

 (13) Statutory liability for damages incurred to a person’s life, body or well-being, as 
well as liability in line with the Product Liability Act shall remain unaffected by the 
aforementioned provisions. However, it shall be incumbent upon the purchaser to 
communicate the information provided by us on the respective goods (product 
information and intended use, improper use, product capacity, maintenance, 
information and instruction duty) to his customer and to observe such information 
visà- vis his customer and to commit his customers to do the same vis-à-vis his 
customers in turn. Otherwise our liability shall be excluded to the extent that is legally 
admissible.

 (14) To the extent that this is legally admissibly, we exclude all further liability for claims 
no matter for what reason. This applies in particular for claims arising from culpa 
in comprehendo, other breaches of duty or tort action according to § 823 BGB (~ 
German Civil Code) as well as for lost profit and other material damages. § 444 BGB 
(~ German Civil Code) shall remain unaffected.

  We are by no means bound by recourse law to any agreements made between the 
purchaser and his customer that are beyond legal liability claims. To the extent that 
our liability is excluded or limited, the same shall be applicable for any personal liability 
on the part of our legal representative, staff and auxiliary persons.

 (15) Unless otherwise stipulated by relevant, conclusive law, our contractual and 
noncontractual liability (also from tort law) shall be limited to the amount of our 
insurance cover:

  EUR 2,555,000 for material damages
  EUR 51,000 for financial losses 

 XI. Retention of Title
 (1) All deliveries are executed subject to retention of title. All goods delivered shall 

remain our property until all claims vis-à-vis the purchaser have been settled.
 (2) If the purchaser uses the goods supplied by us for the processing of a new object, 

such processing shall be effected on our behalf without any obligations on our part. 
The purchaser stores the goods on our behalf. The acquisition of property on the part 
of the purchaser according to § 950 BGB (~ German Civil Code) shall be excluded. 
If the goods are processed together with other goods not delivered by us, we shall 
acquire partial property of the new object, in proportion to the value of the goods 
delivered by us and the other goods at the time of processing. The new object shall 
be deemed subject to retention of title within the meaning of these Terms.

 (3) The right to sell the goods subject to retention of title in ordinary business transactions 
shall be limited to purchasers who are also resellers. The purchaser herewith assigns 
his claims from reselling the goods subject to retention of title to us, the amount 
being equivalent to the value of the goods subject to retention of title; for the sale of 
goods processed together with other goods not delivered by us, or for other sale at a 
total price, the amount shall be calculated on the basis of the provisions of paragraph 
3 above. If the goods subject to retention of title are integrated as integral parts into a 
third party construction project, the purchaser herewith assigns his claims against the 
third party or the party concerned to us, the amount being equivalent to the value of 
the goods subject to retention of title. If we are partial owners of the goods subject 
to retention of title, the assignment of claims shall be limited to the amount that is 
equivalent to the value of our share of the joint property. If the purchaser is entitled to 
create a cautionary mortgage in accordance with § 648 BGB (~ German Commercial 
Code), this claim shall be assigned to us to the amount that corresponds to the 
value of the goods subject to retention of title. The value of the goods subject to 
retention of title in this sense represents the value of our total receivables, including 
incidental claims (in particular cost and interest), plus a 20% cautionary surcharge. 
We herewith accept all aforementioned assignments and agree to all transfers of 
claims. We shall establish the rank of a partial amount that has been assigned in 
connection with the total receivables accruing to the purchaser.

 (4) The purchaser shall only be authorized to sell or install the goods subject to retention 
of title with the proviso that all payment, wage or other compensation requests 
according to paragraph 3 are assigned to us. The purchaser shall not be authorized 
to dispose of the goods subject to retention of title in any other manner (including 
pledging and cautionary assignment) or to dispose of the claims that have been or 
are to be assigned to us according to paragraph 3 in any other manner (including 
assignment, cautionary assignment and pledging).

 (5) We conditionally authorize the purchaser to collect the receivables from the sale of 
the goods, the wage requests or other compensation claims. The purchaser thus 
acts as debt collector on our behalf and shall submit all amounts collected up to the 
amount of our receivables (including incidental claims, such as costs and interest). 
We shall refrain from making use of our authority to collect debts as long as the 
purchaser continues to meet his payment obligations. If requested to do so, the 
purchaser shall disclose to us the debtors of the claims that have been assigned and 
shall announce the assignment to them. We are herewith authorized to announce 
the assignment to the debtors on the purchaser’s behalf.

 (6) In case of garnishment or other third party access to the goods subject to retention 
of title, the purchaser shall notify us without undue delay and, if required, initiate 
intervention that cannot be delayed, immediately and at his own expense.

 (7) If the value of the securities granted to us exceeds the value of our receivables 
by more than 20%, we shall be obliged, at the purchaser’s request, to transfer or 
release securities in that respect. We shall determine the securities to be transferred 
or released at our own discretion. Once the full amount of all receivables from the 
business transaction has been settled. 

 XII. Lien, Set-off and Cession
 (1) Lien shall be excluded if the purchaser is obliged to make payment in advance; for the 

rest it shall only be admissible to the extent that it is based on the same contractual 
agreement.

 (2) The purchaser may only set off indisputable or legally established claims.
 (3) The purchaser’s cession of any claims held against us to third parties requires our 

express prior consent.&nbs 
 XIII. Patents

 yb dedivorp sehcteks ro sgniward ,noitamrofni no desab si sdoog eht fo noitcudorp fI   
the purchaser, it shall be incumbent upon the purchaser to ensure that no third party 
patent or other trademark rights are infringed. Our liability is excluded in the legal 
relationship to the purchaser. The purchaser shall indemnify us from any third party 
claims and shall reimburse all costs incurred in connection with our defence against 
such third party claims. 

 XIV. Place of Performance, Jurisdiction and Applicable Law
 (1) The place of performance shall be in Heiligenhaus.
 (2) The legal venue for all claims arising to the Parties from this agreement, including 

action on a bill of exchange or a cheque, shall be the competent local court at the 
location of our head office. We may also choose to file action at the competent local 
court at the purchaser’s location.

 (3) The legal relationship with the purchaser shall be exclusively based on the jurisdiction 
of the Federal Republic of Germany. The execution of the United Nation Convention 
of 11 April 1980 on Contracts of the International Sale of Goods (CISG) shall be 
excluded. 
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