
General notes
This assembly instruction is a component 
of the product. It contains important 
details on safety, assembly and use. 
This instruction is intended for specialist 
personnel. Use the product only as de-
scribed and only for the specified areas of 
application. After assembly and function 
tests, these instructions must be handed 
over to the user or operator. It must be 
kept for future reference.

For further details and diagrams for 
determining the permissible leaf formats, 
refer to the assembly instructions of the 
corresponding turn-tilt, tilt-turn or turn 
fittings.

Part description (Fig. A)
Scope of supply, lock set

A1:
  1	 Tilt bearing, 2x
  2	 Leaf ramp leaf
  3	 French window bolt 2x
  4	 Espagnolette gear
  5	 Espagnolette gear operating lever

A2:
  4	 Espagnolette gear
  5	 Espagnolette gear operating lever
  6	 Locking point, 2x
  7	 Striker, 4x
  8	 Corner transmission without 
	 mishandling device, 2x
  9	 Ramp frame

Third-party parts (Fig. B and C)
TS1–TS4	Link rods

Assembly instructions
Standard/Style 180°/Heavy Duty: French Window bolt
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Concealed gear
(DK-/KD-/DF-fitting)

Gear connector 
(DK-/KD-/DF-fitting)

Anti-jemmy device 
(with Turn-Tilt/ 
Tilt-Turn fitting)
Standard/Style 180
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Installation drawing Details for handle position, minimum height (DIN drawn on the right side)

Installation drawing (French window bolt DIN drawn on the left side and fitting DIN drawn turned on the right side)

A

3

1

4 5

3

1

2

4 5

6 7

7 8

6

7

7 8 9

FH S	 =	 Leaf height French Window
FB H	 =	 Leaf width French Window
FB	 =	 Leaf width
GH	 =	 Handle height
HS	 =	 Height espagnolette gear
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Standard/
Style 180°

Heavy Duty

Leaf width French Window < 1,300 mm Leaf width French Window > 1,300 mm

A1 A2
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Frame
Inside view

Leaf
Inside view
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Setting

Assembly instructions, frames

Assembly instructions, leaf

G

crack

General pressure 
adjustment

T25

Important notes

�� From a window width of 1,300 mm, you need to use centre locks or 
select the lock set A2.

�� Important notes and information can be obtained in the catalogue 
"Turn-tilt fittings".

�� When installing the fitting parts, the torques specified must be ob-
served (see figures).

�� Only original WSS parts may be combined.

Tools to be used

Profile processing

T25 T10 Item no. 
10.049.0600.000

T10
≥2.5 Nm

±1

P
Q

T10

Lock bracket pressure 
adjustment

  A-A 2:1

Illustration 
without fittings

4:1
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Centre leaf 
groove

Profile 
face plate

2:1Y

Space requirement
editing zone
espagnolette 
gear 
in the profile 
face plate

Centre leaf 
groove
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R2

Centre
espagnolette 
gear

Space requirement 
espagnolette gear height
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T10
>2.5 Nm

H All screws with 
T10:  
Tightening 
torque >2.5 Nm

click

Wilh. Schlechtendahl & Söhne 
GmbH & Co. KG

Hauptstrasse 18 – 32 
42579 Heiligenhaus 
Germany

Phone:	+49 (0) 20 56/17-0 
Fax:	 +49 (0) 20 56/51 42

wss@wss.de 
www.wss.de


